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5.5.3	Performing measurements
[bookmark: _Toc501138234][bookmark: _Toc500942670]5.5.3.1	General
An RRC_CONNECTED UE shall derive cell measurement results by measuring one or multiple beams associated per cell as configured by the network, as described in 5.5.3.3. For all cell measurement results in RRC_CONNECTED the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. For cell measurements, the network can configure RSRP, RSRQ or SINR as trigger quantity. Reporting quantities can be the same as trigger quantity or combinations of quantities (i.e. RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR).
Editor’s Note: FFS Whether multiple quantities and be configured as trigger quantities, e.g. RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR.  
The network may also configure the UE to report measurement information per beam (which can either be measurement results per beam with respective beam identifier(s) or only beam identifier(s)), derived as described in 5.5.3.3a. If beam measurement information is configured to be included in measurement reports, the UE applies the layer 3 beam filtering as specified in 5.5.3.2. On the other hand, the exact layer 1 filtering of beam measurements used to derive cell measurement results is implementation dependent.
[bookmark: _Hlk497328269][bookmark: _Hlk497498310]The UE shall:
1>	whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell as follows:
2>	if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to ss:
3>	if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRsIndexes:
4>	derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;	
3>	derive serving cell measurement results based on SS/PBCH block, as described in 5.5.3.3;
2>	if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to csi-rs:
3>	if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRsIndexes:
4>	derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
[bookmark: _Hlk497717236]3>	derive serving cell measurement results based on CSI-RS, as described in 5.5.3.3;
1>	if at least one measId included in the measIdList within VarMeasConfig contains SINR as trigger quantity and/or reporting quantity:
2>	if the associated reportConfig contains rsType set to ss:
[bookmark: _Hlk500240205]3>	if the measId contains a reportQuantityRsIndexes:
[bookmark: _Hlk500239912]4>	derive layer 3 filtered SINR per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>	derive serving cell SINR based on SS/PBCH block, as described in 5.5.3.3;
2>	if the associated reportConfig contains rsType set to csi-rs:
3>	if the measId contains a reportQuantityRsIndexes:
4>	derive layer 3 filtered SINR per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
3>	derive serving cell SINR based on CSI-RS, as described in 5.5.3.3;
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the reportType for the associated reportConfig is not set to reportCGI:
3>	if a measurement gap configuration is setup, or
3>	if the UE does not require measurement gaps to perform the concerned measurements:
4>	if s-MeasureConfig is not configured, or
4>	if s-MeasureConfig is set to ssb-rsrp and the PCell RSRP based on SS/PBCH block, after layer 3 filtering, is lower than ssb-rsrp or,
4>	if s-MeasureConfig is set to csi-rsrp and the PCell RSRP based on CSI-RS, after layer 3 filtering, is lower than csi-rsrp or,
5>	if the measObject is associated to NR and the rsType is set to csi-rs:
6>	if reportQuantityRsIndexes for the associated reportConfig is configured:
7>	derive layer 3 filtered beam measurements only based on CSI-RS for each measurement quantity indicated in reportQuantityRsIndexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on CSI-RS for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>	if the measObject is associated to NR and the rsType is set to ss:
6>	if reportQuantityRsIndexes for the associated reportConfig is configured:
7>	derive layer 3 beam measurements only based on SS/PBCH block for each measurement quantity indicated in reportQuantityRsIndexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on SS/PBCH block for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>	if the measObject is associated to E-UTRA:
6>	perform the corresponding measurements associated to neighbouring cells on the frequencies indicated in the concerned measObject;
2>	perform the evaluation of reporting criteria as specified in 5.5.4.
[bookmark: _Toc501138235][bookmark: _Toc500942671]5.5.3.2	Layer 3 filtering
[bookmark: _Toc491180875][bookmark: _Toc493510575]The UE shall:
1>	for each cell measurement quantity and for each beam measurement quantity that the UE performs measurements according to 5.5.3.1:
2>	filter the measured result, before using for evaluation of reporting criteria or for measurement reporting, by the following formula:
	[image: ]
	where
Mn is the latest received measurement result from the physical layer;
Fn is the updated filtered measurement result, that is used for evaluation of reporting criteria or for measurement reporting;
Fn-1 is the old filtered measurement result, where F0 is set to M1 when the first measurement result from the physical layer is received; and
a = 1/2(k/4), where k is the filterCoefficient for the corresponding measurement quantity received by the quantityConfig;
2>	adapt the filter such that the time characteristics of the filter are preserved at different input rates, observing that the filterCoefficient k assumes a sample rate equal to X ms;
[bookmark: _Hlk497717343]Editor’s Note: FFS Exact value of the sampling rate (i.e. X) for layer 3 filtering.
NOTE 2:	If k is set to 0, no layer 3 filtering is applicable.
NOTE 3:	The filtering is performed in the same domain as used for evaluation of reporting criteria or for measurement reporting, i.e., logarithmic filtering for logarithmic measurements.
[bookmark: _Hlk498097278]NOTE 4:	The filter input rate is implementation dependent, to fulfil the performance requirements set in [FFS]. For further details about the physical layer measurements, see TS 38.133 [FFS].
[bookmark: _Toc501138236][bookmark: _Toc500942672]5.5.3.3	Derivation of cell measurement results
The network may configure the UE to perform RSRP, RSRQ and SINR measurement results per cell associated to NR carrier frequencies based on parameters configured in the measObject (e.g. maximum number of beams to be averaged and beam consolidation thresholds) and in the reportConfig (rsType to be measured, SS/PBCH block and CSI-RS).
[bookmark: _Hlk497309319]The UE shall:
1>	for each cell measurement quantity to be derived based on SS/PBCH block;
2>	if nroSS-BlocksToAverage in the associated measObject is not configured; or
2>	if absThreshSS-BlocksConsolidation in the associated measObject is not configured; or
2>	if the highest beam measurement quantity value is below absThreshSS-BlocksConsolidation:
3>	derive each cell measurement quantity based on SS/PBCH block as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [9]; 
2>	else:
3>	derive each cell measurement quantity based on SS/PBCH block as the linear average of the power values of the highest beam measurement quantity values above absThreshSS-BlocksConsolidation where the total number of averaged beams shall not exceed nroSS-BlocksToAverage;
1>	for each cell measurement quantity to be derived based on CSI-RS;
2>	consider a CSI-RS resource on the associated frequency to be applicable for deriving RSRP when the concerned CSI-RS resource is included in the csi-rs-ResourceConfig-Mobility with the corresponding cellId and CSI-RS-ResourceId-RRM within the VarMeasConfig for this measId;
2>	if nroCSI-RS-ResourcesToAverage in the associated measObject is not configured;
2>	if absThreshCSI-RS-Consolidation in the associated measObject is not configured; or
2>	if the highest beam measurement quantity value is below absThreshCSI-RS-Consolidation:
3>	derive each cell measurement quantity based on CSI-RS as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [9];
2>	else:
[bookmark: _Hlk500249019]3>	derive each cell measurement quantity based on CSI-RS as the linear average of the power values of the highest beam measurement quantity values above absThreshCSI-RS-Consolidation where the total number of averaged beams shall not exceed nroCSI-RS-ResourcesToAverage;
5.5.3.3a	Derivation of layer 3 beam filtered measurement
The network can configure the UE to perform RSRP, RSRQ and SINR measurement results per beam based on parameters configured in the measObject and in the reportConfig. If beam measurement information is configured to the reported, beam measurement should be derived as follows.
The UE shall:
1>	for each layer 3 beam filtered measurement quantity to be derived based on SS/PBCH block;
2>	derive each configured beam measurement quantity based on SS/PBCH block as described in TS 38.215[9], and apply layer 3 beam filtering as described in 5.5.3.2;
1>	for each layer 3 beam filtered measurement quantity to be derived based on CSI-RS;
2>	derive each configured beam measurement quantity based on CSI-RS as described in TS 38.215 [9], and apply layer 3 beam filtering as described in 5.5.3.2;
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