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1
Introduction
The latest open issue document [1] still has the following open issue which should be resolved:
	[Issue 5.1.4-7]
Similar to RAR window handling, RAN2 may consider adding the following procedure: 'The MAC entity may stop bfr-ResponseWindow (and hence monitoring for response for beam receovery request) after successful reception of a PDCCH addressed to C-RNTI.'


2
Discussion
In the latest MAC specification [2], the following behaviour is specified to save UE power consumption:
	5.1.4
Random Access Response reception

…
The MAC entity may stop ra-ResponseWindow (and hence monitoring for Random Access Response(s)) after successful reception of a Random Access Response containing Random Access Preamble identifiers that matches the transmitted PREAMBLE_INDEX.


In principle, we think the same principle can be applied to the BFR procedure. Also note that we do not have such bfr-ResponseWindow any more, and then the existing text can be simplified as follows:
	5.1.4
Random Access Response reception

…
The MAC entity may stop ra-ResponseWindow after successful reception of a Random Access Response or successful Random Access procedure.


However, after further thinking, we now think that all these behaviours can be left to UE implementation, and specifition does not have to specify them: smart UE would stop ra-ResponseWindow after successful reception of a Random Access Response or successful Random Access procedure, and even the behaviors are optional anyway. Hence we propose to remove the existing UE behaviors, and to remove the corresponding open issue from the open issue document as well.
Proposal 1: To remove optional UE behaviour to stop ra-ResponseWindow (i.e. leave it to UE implementation.)
Proposal 2: To remove the corresponding open issue from the open issue document.
3
Conclusion
Proposal 1: To remove optional UE behaviour to stop ra-ResponseWindow (i.e. leave it to UE implementation.)

Proposal 2: To remove the corresponding open issue from the open issue document.
4
References

[1]
R2-1809494
List of open issues on NR MAC
Samsung (Rapporteur);
[2]
3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".
