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Start of first change
5.5.2.2
Measurement identity removal

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in VarMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.

NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

5.5.2.3
Measurement identity addition/modification

The network applies the procedure as follows:

-
configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.

The UE shall:

1>
for each measId included in the received measIdToAddModList:

2>
if an entry with the matching measId exists in the measIdList within the VarMeasConfig:

3>
replace the entry with the value received for this measId;

2>
else:

3>
add a new entry for this measId within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer or timer T321, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.

2>
if the reportType is set to reportCGI in the reportConfig associated with this measId;

3>
if the measObject associated with this measId concerns E-UTRA:

4>
start timer T321 with the timer value set to X seconds for this measId;

3>
if the measObject associated with this measId concerns NR:

4>
start timer T321 with the timer value set to Y seconds for this measId;

****** Ignore the non-related part *******
5.5.5
Measurement reporting

5.5.5.1
General
****** Ignore the non-related part *******

3>
if the reportTypeor the corresponding reportConfig is set to reportCGI:

4>
if the cell indicated by cellForWhichToReportCGI is a NR cell:

5>
if and mandatory present fields of the cgi-Info for the cell have been obtained:

6>
include the global cell identity of the cell indicated by the cellForWhichToReportCGI;

6>
include the trackingAreaCode in the concerned cell indicated by the cellForWhichToReportCGI;

6>
include the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;

6>
include the list of additional frequency band, as included in the frequencyBandList, if multiple frequency bands are broadcast in the concerned cell;

5>
else if MIB indicates SIB1 is not broadcast:

6>
include the noSIB1;
6> include the ssb-SubcarrierOffset and pdcch-ConfigSIB1 obtained from MIB of the concerned cell;
Editor’s Note: FFS Capture inter-RAT EUTRAN CGI reporting when ASN.1 for measObjectEUTRA and reportConfig-IRAT is finalized.

1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;

End of first change
–
MeasResults

The IE MeasResults covers measured results for intra-frequency, inter-frequency, and inter-RAT mobility.

MeasResults information element

-- ASN1START

-- TAG-MEAS-RESULTS-START

MeasResults ::=







SEQUENCE {


measId









MeasId,


measResultServingMOList




MeasResultServMOList,


measResultNeighCells





CHOICE {



measResultListNR






MeasResultListNR,



...


}





























OPTIONAL,


...

}

MeasResultServMOList ::=




SEQUENCE (SIZE (1..maxNrofServingCells)) OFMeasResultServMO

MeasResultServMO::=





SEQUENCE {


servCellId








ServCellIndex,


















measResultServingCell





MeasResultNR,


measResultBestNeighCell





MeasResultNR














OPTIONAL,


...
















}

MeasResultListNR ::=





SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultNR

MeasResultNR ::=






SEQUENCE {


physCellId








PhysCellId
















OPTIONAL,


--FFS: Details of cgi info 


measResult








SEQUENCE {



cellResults








SEQUENCE{




resultsSSB-Cell







MeasQuantityResults












OPTIONAL,




resultsCSI-RS-Cell






MeasQuantityResults












OPTIONAL


},



rsIndexResults







SEQUENCE{




resultsSSB-Indexes






ResultsPerSSB-IndexList











OPTIONAL, 




resultsCSI-RS-Indexes





ResultsPerCSI-RS-IndexList










OPTIONAL


}




























OPTIONAL

},


...,


cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdNR,



trackingAreaCode




TrackingAreaCode,



plmn-IdentityList




PLMN-IdentityList 















OPTIONAL,



frequencyBandList




MultiFrequencyBandListNR













OPTIONAL,



noSIB1







SEQUENCE {




ssb-SubcarrierOffset



INTEGER (0..15),




pdcch-ConfigSIB1




INTEGER (0..255)



}




























OPTIONAL


}





























OPTIONAL

}

PLMN-IdentityList
::= ENUMERATED{ffsTypeAndValue}
MeasQuantityResults ::= 


SEQUENCE {


rsrp







RSRP-Range












OPTIONAL,


rsrq







RSRQ-Range












OPTIONAL,


sinr







SINR-Range












OPTIONAL
}

ResultsPerSSB-IndexList::= 



SEQUENCE (SIZE (1..maxNrofSSBs)) OF ResultsPerSSB-Index

ResultsPerSSB-Index ::= 




SEQUENCE {


ssb-Index








SSB-Index,


ssb-Results








MeasQuantityResults






OPTIONAL
}

ResultsPerCSI-RS-IndexList::= 



SEQUENCE (SIZE (1..maxNrofCSI-RS)) OF ResultsPerCSI-RS-Index

ResultsPerCSI-RS-Index ::= 




SEQUENCE {


csi-RS-Index







CSI-RS-Index,


csi-RS-Results







MeasQuantityResults






OPTIONAL
}

-- TAG-MEAS-RESULTS-STOP

-- ASN1STOP

	MeasResultServFreq field descriptions

	measResultBestNeighCell
Measured results of the best detected neighbour cell on the corresponding serving frequency.


Editor’s Note: FFS locationInfo.

	MeasResults field descriptions

	csi-rs-Index

CSI-RS resource index associated to the measurement information to be reported.

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResult

Measured results of an NR cell.

	measResultListNR

List of measured results for the maximum number of reported best cells for an NR measurement identity.

	measResultServingMOList

Measured results of measured cells with reference signals indicated in the serving cell measurement objects including measurement results of SpCell, configured SCell(s) and best neighbouring cell within measured cells with reference signals indicated in on each serving cell measurement object.

	noSib1

The presence of this field indicates that SIB1 is not broadcasted for the concern cell. Contains ssb-SubcarrierOffset and pdcch-ConfigSIB1 of the concern cell.

	resultsCSI-RS-Indexes

List of measurement information per CSI-RS resource index of an NR cell.

	resultsSSB-Indexes

List of measurement information per SS/PBCH index of an NR cell.

	resultsCSI-RS-Cell

Cell level measurement results (e.g. RSRP, RSRQ, SINR) to be reported derived from CSI-RS measurements.

	resultsSSB-Cell

Cell level measurement results (e.g. RSRP, RSRQ, SINR) to be reported derived on SS/PBCH block measurements.

	rsrp

Measured SS-RSRP or CSI-RSRP resultsas defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	rsrq

Measured SS-RSRQ or CSI-RSRQ results as defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	sinr

Measured SS-SINR or CSI-SINR results as defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	ssb-Index

SS/PBCH block index associated to the measurement information to be reported.


End of change
