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1. Overall Description:
RAN2 would like to thank SA2 for their LS on MDBV for delay critical QoS flows. RAN2 has discussed the issue and would like to inform SA2 of the following:
1. In the downlink, the gNB can enforce the MDBV(s) through scheduling, regardless of how QoS flows are multiplexed together on the air interface.
2. [bookmark: _GoBack]In the uplink, the mapping restrictions configured by RRC allows the gNB to enforce the MDBV(s) through scheduling by isolating logical channels on separate resources. For instance, when two QoS flows have an MDBV configured, the MDBV of each flow can be enforced individually by mapping those two flows on two different cells and scheduling those cells separately. Fulfilling the MDBV requirements when several logical channels are mapped on the same resource would require further mechanisms in the UE. However, given the Rel-15 schedule and ASN.1 impacts, RAN2 agreed not to introduce new mechanisms in Rel-15. Possible additions can be discussed again in Rel-16.
2. Actions:
To SA2 group.
ACTION: 	RAN2 respectfully asks SA2 to take the above into account.

3. Date of Next TSG-RAN WG2 Meetings:
3GPP TSG RAN WG2 #103	20 – 24 Aug 2018		Gothenburg
3GPP TSG RAN WG2#103bis	8 - 12 Oct 2018   	 	Chengdu
3GPPRAN2#104 		12 - 16 Nov 2018    		US

