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[bookmark: _Toc500942635][bookmark: _Toc509405757][bookmark: _Hlk504049857][bookmark: _Hlk504055217][bookmark: _Toc500942638][bookmark: _Hlk492964276][bookmark: _Toc493510571][bookmark: _Toc500942656][bookmark: _Toc491180871][bookmark: _Toc491180878][bookmark: _Toc493510580][bookmark: _Toc500942686][bookmark: _Toc470095101]START OF THE CHANGE
[bookmark: _Toc510018748][bookmark: _Toc510018749][bookmark: _Toc510018751][bookmark: _Toc510018755]9	Specified and default radio configurations
Specified and default configurations are configurations of which the details are specified in the standard. Specified configurations are fixed while default configurations can be modified using dedicated signalling.
Editor’s Note: FFS / FIXME: Default configurations
9.1	Specified configurations
Editor’s Note: FFS
[bookmark: _Toc510018750]9.1.1	Logical channel configurations
[bookmark: _Toc478016002]9.1.1.1            BCCH configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	



NOTE:      RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.
9.1.1.2            CCCH configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	
	Normal MAC headers are used
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	logicalChannelSR-Mask
	release
	
	



9.1.1.3            PCCH configuration
Parameters (FFS)

9.1.2	SRB configurations
[bookmark: _Toc510018752]9.1.2.1	SRB1/SRB1S
Parameters
	Name
	Value
	Semantics description
	Ver

	RLC-BearerConfig configuration
	
	
	

	>logicalChannelIdentity
	1
	
	



[bookmark: _Toc510018753]9.1.2.2	SRB2/SRB2S
Parameters
	Name
	Value
	Semantics description
	Ver

	RLC-BearerConfigRLC configuration
	
	
	

	>logicalChannelIdentity
	2
	
	



[bookmark: _Toc510018754]9.1.2.3	SRB3
Parameters
	Name
	Value
	Semantics description
	Ver

	RLC-BearerConfigRLC configuration
	
	
	

	>logicalChannelIdentity
	3
	
	



9.2	Default radio configurations
The following sections only list default values for REL-15 parameters included in protocol version v15.x.x. For all fields introduced in a later protocol version, the default value is "released" unless explicitly specified otherwise. If UE is to apply default configuration while it is configured with some critically extended fields, the UE shall apply the original version with only default values.
9.2.1	SRB configurations
9.2.1.1	SRB1/SRB1S
Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	PDCP-Config
>t-Reordering
	
infinity
	
	

	RLC-Config CHOICE
	am
	
	

	ul-RLC-Config
>sn-FieldLength 
>t-PollRetransmit
>pollPDU
>pollByte
>maxRetxThreshold
	
size12
ms45
infinity
infinity
t8t4
	
	

	dl-RLC-Config
>sn-FieldLength 
>t-Reassembly
>t-StatusProhibit
	
size12
ms35
ms0
	
	

	LogicalChannelConfig
	
	
	

	>priority
	1
	Highest priority
	

	>prioritisedBitRate
	infinity
	
	

	>bucketSizeDuration
	N/A
	
	

	>allowedSubCarrierSpacing
	FFS
	
	

	>allowedTiming
	FFS
		
	

	>logicalChannelGroup
	0
	
	

	>logicalChannelSR-DelayTimerApplied
	false
	
	



9.2.1.2	SRB2/SRB2S
Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	PDCP-Config
>t-Reordering
	
infinity
	
	

	RLC-Config CHOICE
	am
	
	

	ul-RLC-Config
>sn-FieldLength 
>t-PollRetransmit
>pollPDU
>pollByte
>maxRetxThreshold
	
size12
ms45
infinity
infinity
t8t4
	
	

	dl-RLC-Config
>sn-FieldLength 
>t-Reassembly
>t-StatusProhibit
	
size12
ms35
ms0
	
	

	LogicalChannelConfig
	
	
	

	>priority
	3
	
	

	>prioritisedBitRate
	infinity
	
	

	>bucketSizeDuration
	N/A
	
	

	>allowedSubCarrierSpacing
	FFS
	
	

	>allowedTiming
	FFS
	
	

	>logicalChannelGroup
	0
	
	

	>logicalChannelSR-DelayTimerApplied
	false
	
	



9.2.1.3	SRB3
Parameters (FFS)
	Name
	Value
	Semantics description
	Ver

	PDCP-Config
>t-Reordering
	
infinity
	
	

	RLC-Config CHOICE
	am
	
	

	ul-RLC-Config
>sn-FieldLength
>t-PollRetransmit
>pollPDU
>pollByte
>maxRetxThreshold
	
size12
ms45
infinity
infinity
t8t4
	
	

	dl-RLC-Config
>sn-FieldLength 
>t-Reassembly
>t-StatusProhibit
	
size12
ms35
ms0
	
	

	LogicalChannelConfig
	
	
	

	>priority
	1
	Highest priority
	

	>prioritisedBitRate
	infinity
	
	

	>bucketSizeDuration
	N/A
	
	

	>allowedSubCarrierSpacing
	FFS
	
	

	>allowedTiming
	FFS
	
	

	>logicalChannelGroup
	0
	
	

	[bookmark: _Hlk505071352]>logicalChannelSR-DelayTimerApplied
	false
	
	



9.2.2	Default MAC main configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	MAC-CellGroupConfig
	
	
	

	>drx-Config
	release
	
	

	>bsr-Config
	
	
	

	>>periodicBSR-Timer
	infinity
	
	

	>>retxBSR-Timer
	sf10240
	
	

	>tag-Config
	release
	
	

	>phr-Config
	release
	
	

	>skipUplinkTxDynamic
	false
	
	

	>cs-RNTI
	release
	
	



[bookmark: _Toc510531942]9.2.3	Default semi-persistent scheduling configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	>sps-Config
	release
	
	

	>ConfiguredGrantConfig
	release
	
	


[bookmark: _Toc510531943]
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