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1
Introduction
This document confirms the conditions of UL/DL header presence and propose to agree at UP session level and ask to capture the condition in the field description of SDAP-Config in 38.331.
2
Discussion
For DL SDAP header, in RAN2#101 meeting, it has been agreed [1]:

=> reflectiveQoS IE is not needed. The presence of sdpa-headerDL is sufficient
This means sdap-HeaderDL shall be present if the DRB is configured for Reflective QoS.
For UL SDAP header, in RAN2#101bis meeting, it was confirmed [2]:

=> if there are multiple QoS flows for a DRB the UL SDAP Header is needed.

This means sdap-HeaderUL shall be present if multiple QFIs are included in mappedQoS-FlowsToAdd field or additional QoS flow(s) will be mapped to the DRB.

Also after RAN2#102 meeting, subclause 5.3.1 of TS 37.324 captures [3]:

-
if the stored UL QoS flow to DRB mapping rule is different from the configured QoS flow to DRB mapping rule for the QoS flow and the DRB according to the stored QoS flow to DRB mapping rule is configured by RRC [3] with the presence of SDAP header:
This means sdap-HeaderUL shall also be present if end-marker control PDU will be mapped to the DRB.

We propose to confirm the conditions of UL/DL header presence as follows:
-
sdap-HeaderUL is present if multiple QFIs are included in mappedQoS-FlowsToAdd field or additional QoS flows will be mapped to this DRB or end-marker control PDU will be mapped to this DRB.
-
sdap-HeaderDL is present if this DRB is configured for Reflective QoS flow to DRB mapping.
We also propose to capture the confirmation above to the field description part of SDAP-Config in TS 38.331
Proposal 1: Confirm the conditions of UL/DL SDAP header presence as follows:
-
sdap-HeaderUL is present if multiple QFIs are included in mappedQoS-FlowsToAdd field or additional QoS flows will be mapped to this DRB or end-marker control PDU will be mapped to this DRB.

-
sdap-HeaderDL is present if this DRB is configured for Reflective QoS flow to DRB mapping.
Proposal 2: Capture the conditions in Proposal 1 in the field description part of SDAP-Config in TS 38.331
3
Conclusion

Proposal 1: Confirm the conditions of UL/DL SDAP header presence as follows:
-
sdap-HeaderUL is present if multiple QFIs are included in mappedQoS-FlowsToAdd field or additional QoS flows will be mapped to this DRB or end-marker control PDU will be mapped to this DRB.

-
sdap-HeaderDL is present if this DRB is configured for Reflective QoS flow to DRB mapping.

Proposal 2: Capture the conditions in Proposal 1 in the field description part of SDAP-Config in TS 38.331.
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