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1. Introduction
The SID on NR-based Access to Unlicensed Spectrum (NR-U)[1] is targeting next generation wireless communication systems which is operated on both sub6 and above 6 unlicensed bands. For high performance, NR-U needs to use large bandwidth. Therefore, wideband operation in unlicensed spectrum is indispensable. On unlicensed spectrum, Listen before talk (LBT) procedure should be utilized, however, such LBT features from the previous LTE LAA/eLAA is not enough to provide qualitative services. This contribution discusses potential solution for NR-U wideband operation and LBT operation.

2. Discussion
Wideband support in unlicensed band 
In legacy LAA, the unlicensed spectrum is divided into many channels with each channel bandwidth of 20 MHz. These channels are bound to CA which can aggregate up to 32 carriers as determined in Rel-13. In Rel-15 NR, the wideband carriers up to 400 MHZ for above 6 GHz and 100 MHz for sub 6 GHz are supported. To improve the data rate on unlicensed band, wide band operation should also be considered in NR-U. NR-U wide band operation can be first inherited from wide band operation which performs in LAA e.g., carrier aggregation. By using the CA, wide band operation in unlicensed band can be achieved with little effort. According to Rel-13, CA can aggregate up to 32 CCs can support maximum bandwidth of 640. 
Observation 1: Wideband operation for NR-U can be inherited from CA in legacy LAA.

In order to support CA in NR-U system, NR-U may utilize large bandwidth including UNII-1, UNII-2, and UNII-3 However, in these unlicensed band, DFS channel exists as the following figure:



Therefore, for NR-U, specific operation for handling DFS should be considered.
Observation 2: DFS channel should be considered for NR-U wideband operation.

NR-U channel access using LBT
Using LTE-LAA, the access to unlicensed spectrum can be supported at SCell in CA deployment. Since PCell takes a role of anchoring UE, the features of LAA/eLAA are mainly about channel access and scheduling as following features & scopes:
· LTE-LAA features
· Channel access with LBT for DRS, PDCCH/PDSCH
· Multi-channel access with LBT which has 4 types.
· Frame structure 3 & starting/ending partial subframe
· LTE-eLAA features
· Channel access with LBT for PUSCH which has 2 types.
· LTE-feLAA scope (working)
· Additional starting/ending partial subframe
· Autonomous UL
Among the above scopes, some features such as channel access schemes and partial subframes can be inherited from LAA/eLAA and further studied.
Observation 3: Channel access schemes can be inherited from LTE-LAA/eLAA and enhanced.

Multi-channel access with LBT
LTE LAA also supports the multi-carrier access with the below four types:
· Type A1 multi-carrier access procedure
· The eNB shall perform channel access on each carrier.
· Back-off counter value is independently determined for each carrier.
· Type A2 multi-carrier access procedure
· The eNB shall perform channel access on each carrier.
· Back-off counter value is chosen the back-off value of the carrier whose CW is the largest
· Type B1 multi-carrier access procedure
· The eNB shall perform channel access only one carrier which is randomly chosen.
· 25 us LBT is performed to transmit on the other carriers.
· Contention widow is controlled using whole carrier information
· Type B2 multi-carrier access procedure
· The eNB shall perform channel access only one carrier which is randomly chosen.
· 25 us LBT is performed to transmit on the other carriers.
· Contention window is controlled independently for each carrier.
· Use the largest contention window value.
With the above Type A and B multi-carrier access schemes, UE first perform LBT procedure on each carrier. When a carrier is chosen and occupies a channel first, the other carriers cannot occupy channel even if the other carriers are idle and this may cause low channel utilization. For NR-U, we believe this multi-carrier access scheme can be inherited and enhanced to support wider bandwidth with higher channel utilization. 
Observation 4: Multi-channel access schemes can be inherited from LTE-LAA/eLAA and enhanced.
.

3. Summary
Based on the discussion and identified observations, we propose RAN2 to discuss the following observations:

Observation 1: Wideband operation for NR-U can be inherited from CA in legacy LAA.
Observation 2: DFS channel should be considered for NR-U wideband operation 
Observation 3: Channel access schemes can be inherited from LTE-LAA/eLAA and enhanced.
Observation 4: Multi-channel access schemes can be inherited from LTE-LAA/eLAA and enhanced.
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