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1. Introduction

RAN1 has discussed about the deployment scenarios for NR-based access to unlicensed spectrum and agreed to study the additional functionality needed beyond the specifications for operation in licensed spectrum in the deployment scenarios as listed in [1]. 

· Carrier aggregation between licensed band NR (PCell) and NR-U (SCell)

· NR-U SCell may have both DL and UL, or DL-only.

· Dual connectivity between licensed band LTE (PCell) and NR-U (PSCell)

· Stand-alone NR-U

· An NR cell with DL in unlicensed band and UL in licensed band

· Dual connectivity between licensed band NR (PCell) and NR-U (PSCell)

In last RAN2 meeting, we discussed about several general topics for NR-U and achieved the following agreements [2]. 

Agreements

1:
The scope of RAN2 study include the same deployment scenarios agreed for RAN1 evaluation, namely NR-U LAA, NR-U SA, ENU-DC, NNU-DC as well as an NR cell with DL in unlicensed band and UL in licensed band.

2
NR-U will use NR licensed design as baseline for the study of CA (for NR-U LAA case), SA, and DC (both EN-DC and NR-DC). This means we need to understand what changes are needed compared to the baseline to make unlicensed operation work.

3:
Support of asynchronous networks for will be addressed in the study (excluding the NR-U LAA case). 

4:
Changes needed to configured grants should be studied.

5:
Multiple beam operation and related procedures should be studied.

6:
RAN2 will also consider all the bands included in RAN1 study.

During the online discussion, we tried to list possible MAC aspects that needs further enhancement for NR-U but no conclusion was reached. However in the email discussion, almost all companies agreed that DRX is one of the MAC aspects that need further study. Therefore in this contribution, we would like to discuss some details related to DRX and provide our consideration. 

2. Discussion
DRX is a trade off between power saving and service requirement. In NR-based licensed cell, a common DRX configuration per MAC entity is applied, i.e. the UE needs to monitor the PDCCH on all activated Serving Cells during the active time. 

In Rel-14 LAA, some restriction on uplink transmission on LAA SCell was introduced and only LCHs configured with laa-UL-Allowed are allowed to perform uplink transmission on LAA SCells. This is because the channel availability cannot be guaranteed on unlincensed spectrum and in this case, some delay-sensitive service is not allowed to be transmitted via LAA SCells. Since different service is applied on licensed cell and unlicensed cell, some enhancement on DRX was proposed to be considered during the Rel-14 discussion, e.g., separate DRX configuration for licensed cells and unlicensed cells. 
Actually for NR-based access to unlicensed spectrum, similar transmission restriction should be adopted as well, i.e., gNB is able to configure the LCHs that are allowed to be transmitted on NR-based unlicensed cell. In addition, considering wideband carrier and BWP operation may be supported on NR-based unlicensed cell and more deployment scenarios are introduced, some enhancement on DRX may be needed. 
Specificlly, for standalone scenario, which is deployed independently with all serving cells on unlicensed spectrum, LBT procedure is needed before each uplink scheduling and due to LBT failure, it is possible that the UE is not able to be scheduled if the active time is too short which has a bad impact on data transmission, However, a too long active time may increase power consumption. Also for all the supported scenairos, different NR-based unlicensed cells may have differnet LBT results, if only a common DRX configuration is supported, which means the UE needs to monitor all the activated serving cells during the active time, more power consumption is foreseen and this is not expected. Therefore, it is proposed to further study whether to introduce some enhancement on DRX, separate DRX configuration for licensed cells and unlicensed cells as shown in figure 1.
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Figure 1: DRX for NR-U
Proposal 1: RAN2 is suggested to study whether to introduce some enhancement on DRX, e.g., separate DRX configurations for licensed cells and unlicensed cells.

3. Conclusion

In this contribution, we discuss some details related to DRX and we have the following proposal:
Proposal 1: RAN2 is suggested to study whether to introduce some enhancement on DRX, e.g., separate DRX configurations for licensed cells and unlicensed cells.
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