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************************************ Start of 1st changes *******************************************
Section X UE capability related constraints

The following table lists constraints regarding the UE capabilities that NR is assumed to take into account.

	Parameter
	Description
	Value

	#DRBs
	The number of DRBs that a UE shall support
	29

	#RLC-AM
	The number of RLC AM entities that a UE shall support
	32

	#minCellperMeasObjectNR
	The minimum number of neighbour cells (excluding black list cells) that a UE shall be able to store within a MeasObjectNR. NOTE.
	64

	#minBlackCellRangesperMeasObjectNR
	The minimum number of blacklist cell PCI ranges that a UE shall be able to store within a MeasObjectNR
	64

	#minCellperMeasObjectEUTRA
	The minimum number of neighbour cells that a UE shall be able to store within a MeasObjectEUTRA. NOTE.
	64

	#minCellTotal
	The minimum number of neighbour cells (excluding black list cells) that UE shall be able to store in total in all measurement objects configured
	256

	NOTE:
In case of CGI reporting, the limit regarding the cells NR can configure includes the cell for which the UE is requested to report CGI i.e. the amount of neighbour cells that can be included is at most (# minCellperMeasObjectRAT - 1), where RAT represents EUTRA.

	NOTE1:
#DRBs based on UE capability, #RLC-AM =#DRBs + 3.


************************************ End of 1st changes ********************************************
