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	Reason for change:
	Providing paging information in DCI transmitted on PDCCH.

	
	

	Summary of change:
	RAN2 has agreed to support means for providing paging information in DCI without associated Paging message on PDSCH.

A Paging Indication message is defined with two fields, systemInfoModification and etwsAndCmasIndication, with a length of one bit each.

Since the Paging Indication message can not be considered as a regular RRC message, the message need to be defined in a new sub-clause in section 6.
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================ first change ================

[bookmark: _Toc510531805]6.5	Short message
Short messages can be transmitted on PDCCH using P-RNTI with or without associated Paging message using Short Message field in DCI format 1_0 (see TS 38.212 [17, 7.3.1.2.1]). 
Table 6.x-1 defines Short Messages. Bit 1 is the most significant bit.
[bookmark: _Hlk518402591]Table 6.5-1: Short messages 
	[bookmark: _Hlk518513596]Bit
	Short message

	1
	systemInfoModification
If set to 1: indication of a BCCH modification other than SIB6, SIB7, SIB8 and SIB9.

	2
	etwsAndCmasIndication
If set to 1: indication of an ETWS primary notification and/or an ETWS secondary notification and/or a CMAS notification.

	3 – [8]
	Not used in this release of the specification, and shall be ignored by UE if received.






[bookmark: _GoBack]================ end of change ==============
