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	Reason for change:
	In the current CR, the PLMN-IdentityInfoList is defined as follows
[image: image1.png]- PLMN-IdentityInfoList.
Includes a list of PLMN identity information.

PLMN-IdentityInfoList information element.
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(1) The maximum number of PLMN in one NR cell should be 12. However, the maximum number of PLMN can be up to the value of  maxPLMN-Info multiply by maxPLMN according to the defination of PLMN-IdentityInfoList.

(2) UE will report its selectedPLMN-Identity index (0…maxPLMN) in RRCSetupComplete message, but it is not clear for UE to how to obtain this index according to the defination of PLMN-IdentityInfoList.
 

	
	

	Summary of change:
	Add more description for PLMN-IdentityInfoList. 


	
	

	Consequences if not approved:
	The defination of PLMN-IdentityInfoList is unclear 
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–
CellAccessRelatedInfo


The IE CellAccessRelatedInfo indicates cell access related information for this cell.
CellAccessRelatedInfo information element

-- ASN1START

-- TAG-CELL-ACCESS-RELATED-INFO-START

CellAccessRelatedInfo
::=


SEQUENCE {


plmn-IdentityList




PLMN-IdentityInfoList,


ranac







RANNotificationAreaCode





OPTIONAL,


cellIdentity







CellIdentity,


reservedForFutureUse            

ENUMERATED {true}  OPTIONAL, 


...

}

-- TAG- CELL-ACCESS-RELATED-INFO-STOP

-- ASN1STOP
	PLMN-IdentityInfoList field descriptions

	PLMN-IdentityInfoList
The PLMN-IdentityInfoList is used to configure a set of PLMN-IdentityInfo elements. Each of those elements contains a list of one or more PLMN Identities and additional information associated with this PLMN. The total number of PLMNs in the PLMNIdentitynfoList does not exceed 12. The PLMN index is defined as b1+b2+…+b(n-1)+i If this PLMN is included at the n-th entry of PLMN-IdentityInfoList and the i-th entry of its corresponding PLMN-IdentityInfo, where b(j) is the number of PLMN-Identity entries in each PLMN-IdentityInfo respectively.
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