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Attachments:


1. Overall Description:

RAN2 has agreed to introduce support for transmission of paging information on PDCCH using P-RNTI (i.e. by means of paging DCI).
For that reason, a Short Message transmission using DCI has been defined in TS 38.331 sub-clause 6.5 as according to following table.

Table 6.5-1: Short messages 

	Bit
	Short message

	1
	systemInfoModification
If set to 1: indication of a BCCH modification other than SIB6, SIB7, SIB8 and SIB9.

	2
	etwsAndCmasIndication
If set to 1: indication of an ETWS primary notification and/or an ETWS secondary notification and/or a CMAS notification.

	3 – [8]
	Not used in this release of the specification, and shall be ignored by UE if received.


RAN2 has discussed the number of spare bits, and would like to understand how many spare bits RAN2 should define in 38.331 for different values of short message indicator. 
Q1: How many spare bits should RAN2 specify in 38.331 when scheduling information is present and also when it is not present.
RAN2 kindly asks RAN1 to take this into account when updating the DCI format in TS 38.212.
2. Actions:

To RAN1:
ACTION: 
RAN2 kindly asks RAN1 answer Q1 and to take the above into account when updating the DCI format in TS 38.212.
3. Date of Next RAN2 Meetings:
TSG RAN2 Meeting #103

20 – 24 August, 2018

Gothenburg, Sweden

TSG RAN2 Meeting #103-Bis
8 – 12 October, 2018

Chengdu, China
