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Foreword
This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
[bookmark: _CR1][bookmark: _Toc534727673][bookmark: _Toc29391545][bookmark: _Toc29391605][bookmark: _Toc29391665][bookmark: _Toc36552235][bookmark: _Toc45882463][bookmark: _Toc51762788][bookmark: _Toc98401386][bookmark: _Toc105668798][bookmark: _Toc222847463]1	Scope
The present document is an introduction to the 3GPP TS 38.41x series of technical specifications that define the NG interface for the interconnection of an NG-RAN node to the 5GC (5G Core Network).
[bookmark: _CR2][bookmark: _Toc534727674][bookmark: _Toc29391546][bookmark: _Toc29391606][bookmark: _Toc29391666][bookmark: _Toc36552236][bookmark: _Toc45882464][bookmark: _Toc51762789][bookmark: _Toc98401387][bookmark: _Toc105668799][bookmark: _Toc222847464]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.411: "NG-RAN; NG layer 1".
[3]	3GPP TS 38.412: "NG-RAN; NG signalling transport".
[4]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP) ".
[5]	3GPP TS 38.414: "NG-RAN; NG data transport".
[6]	3GPP TS 23.502: "Procedures for the 5G system".
[7]	3GPP TS 38.300: "NR; Overall Description; Stage 2".
[8]	3GPP TS 23.501: "System Architecture for the 5G system".
[9]	3GPP TS 38.415: "PDU Session User Plane Protocol".
[10]	3GPP TS 38.455: "NR Positioning Protocol A (NRPPa)".
[11]	3GPP TS 36.300: "E-UTRAN); Overall description; Stage 2".
[bookmark: _Toc534727675][bookmark: _Toc29391547][bookmark: _Toc29391607][bookmark: _Toc29391667][bookmark: _Toc36552237][bookmark: _Toc45882465][bookmark: _Toc51762790][12]	3GPP TS 23.247: “Architectural enhancements for 5G multicast-broadcast services; Stage 2”.
[13]	3GPP TS 23.369: "Architecture support for Ambient power-enabled Internet of Things; Stage 2".
[bookmark: _CR3][bookmark: _Toc98401388][bookmark: _Toc105668800][bookmark: _Toc222847465]3	Definitions and abbreviations
[bookmark: _CR3_1][bookmark: _Toc534727676][bookmark: _Toc29391548][bookmark: _Toc29391608][bookmark: _Toc29391668][bookmark: _Toc36552238][bookmark: _Toc45882466][bookmark: _Toc51762791][bookmark: _Toc98401389][bookmark: _Toc105668801][bookmark: _Toc222847466]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
AIOTF: as defined in TS 23.369 [13].
A-IoT CN node: as defined in TS 38.300 [7]. 
gNB: as defined in TS 38.300 [7].
NB-IoT: as defined in TS36.300 [11].
ng-eNB: as defined in TS 38.300 [7].
NG-RAN node: as defined in TS 38.300 [7].
UPF: as defined in TS 23.501 [8].
[bookmark: _CR3_2][bookmark: _Toc534727677][bookmark: _Toc29391549][bookmark: _Toc29391609][bookmark: _Toc29391669][bookmark: _Toc36552239][bookmark: _Toc45882467][bookmark: _Toc51762792][bookmark: _Toc98401390][bookmark: _Toc105668802][bookmark: _Toc222847467]3.2	Abbreviations
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
5GC	5G Core Network
A-IoT	Ambient IoT
AIOTF	Ambient IoT Function
AMF	Access and Mobility Management Function
CIoT	Cellular IoT
CN	Core Network
DRX	Discontinuous Reception
GW	Gateway
IoT	Internet of Things
LP-WUS	Low Power Wake Up Signal
MBS	Multicast/Broadcast Service
MT	Mobile Terminated
NB-IoT	Narrow Band Internet of Things
NG-U	NG User plane interface
PEI	Paging Early Indication
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
RAT	Radio Access Technology
RIM	Remote Interference Management
[bookmark: _Hlk212400549]RNL	Radio Network Layer
SMF	Session Management Function
UP	User Plane
UPF	User Plane Function
[bookmark: _CR4][bookmark: _Toc534727678][bookmark: _Toc29391550][bookmark: _Toc29391610][bookmark: _Toc29391670][bookmark: _Toc36552240][bookmark: _Toc45882468][bookmark: _Toc51762793][bookmark: _Toc98401391][bookmark: _Toc105668803][bookmark: _Toc222847468]4	General aspects
[bookmark: _CR4_1][bookmark: _Toc534727679][bookmark: _Toc29391551][bookmark: _Toc29391611][bookmark: _Toc29391671][bookmark: _Toc36552241][bookmark: _Toc45882469][bookmark: _Toc51762794][bookmark: _Toc98401392][bookmark: _Toc105668804][bookmark: _Toc222847469]4.1	NG Architecture
The NG-RAN is layered into a Radio Network Layer (RNL) and a Transport Network Layer (TNL). The NG-RAN architecture, i.e. the NG-RAN logical nodes and interfaces between them, are defined as part of the RNL.
The NG-RAN architecture consists of a set of gNBs and ng-eNBs which are connected to the 5GC through the NG interface and is specified in TS 38.300 [7]. 
The NG-RAN may have several NG access points towards the 5GC. As a minimum, each NG access point 
(in NG-RAN or 5GC) shall independently fulfil the requirements of the relevant NG specifications (3GPP 38.41x series - see clause 7).
NG is a logical interface. 
There may be multiple NG-C logical interfaces towards the 5GC from any one NG-RAN node. The selection of the NG-C interface is then determined by the NAS Node Selection function as described in clause 5.
There may be multiple NG-U logical interfaces towards the 5GC from any one NG-RAN node. The selection of the NG-U interface is done within the 5GC and signalled to the NG-RAN node by the AMF. 
[bookmark: _CR4_2][bookmark: _Toc534727680][bookmark: _Toc29391552][bookmark: _Toc29391612][bookmark: _Toc29391672][bookmark: _Toc36552242][bookmark: _Toc45882470][bookmark: _Toc51762795][bookmark: _Toc98401393][bookmark: _Toc105668805][bookmark: _Toc222847470]4.2	NG interface general principles
The general principles for the specification of the NG interface are as follows:
-	the NG interface is open;
-	the NG interface supports the exchange of signalling information between the NG-RAN and 5GC;
-	from a logical standpoint, the NG is a point-to-point interface between an NG-RAN node and a 5GC node. A point-to-point logical interface is feasible even in the absence of a physical direct connection between the NG-RAN and 5GC;
-	the NG interface supports control plane and user plane separation;
-	the NG interface separates Radio Network Layer and Transport Network Layer;
-	the NG interface is future proof to fulfil different new requirements and support of new services and new functions;
-	the NG interface is decoupled with the possible NG-RAN deployment variants;
-	the NG Application Protocol supports modular procedures design and uses a syntax allowing optimized encoding /decoding efficiency.
[bookmark: _CR4_3][bookmark: _Toc534727681][bookmark: _Toc29391553][bookmark: _Toc29391613][bookmark: _Toc29391673][bookmark: _Toc36552243][bookmark: _Toc45882471][bookmark: _Toc51762796][bookmark: _Toc98401394][bookmark: _Toc105668806][bookmark: _Toc222847471]4.3	NG interface specification objectives
The NG interface specification facilitates the following:
-	inter-connection of NG-RAN nodes with AMFs supplied by different manufacturers;
-	inter-connection of NG-RAN nodes with A-IoT CN nodes supplied by different manufacturers;
-	separation of NG interface Radio Network functionality and Transport Network functionality to facilitate introduction of future technology.
[bookmark: _CR4_4][bookmark: _Toc534727682][bookmark: _Toc29391554][bookmark: _Toc29391614][bookmark: _Toc29391674][bookmark: _Toc36552244][bookmark: _Toc45882472][bookmark: _Toc51762797][bookmark: _Toc98401395][bookmark: _Toc105668807][bookmark: _Toc222847472]4.4	NG interface capabilities
The NG interface supports:
-	procedures to establish, maintain and release NG-RAN part of PDU sessions;
[bookmark: _Toc534727683][bookmark: _Toc29391555][bookmark: _Toc29391615][bookmark: _Toc29391675][bookmark: _Toc36552245][bookmark: _Toc45882473][bookmark: _Toc51762798]-	procedures to perform intra-RAT handovers and inter-RAT handovers;
-	the separation of each UE on the protocol level for user specific signalling management;
-	the transfer of NAS signalling messages between a UE and an AMF;
-	mechanisms for resource reservation for packet data streams;
-	procedures to establish, maintain and release NG-RAN part of MBS sessions;
-	the transfer of A-IoT NAS signalling messages between an A-IoT device and an AIOTF;
-	procedures to establish, maintain and release NG-RAN part of A-IoT sessions.
[bookmark: _CR5][bookmark: _Toc98401396][bookmark: _Toc105668808][bookmark: _Toc222847473]5	Functions of the NG interface
[bookmark: _CR5_1][bookmark: _Toc534727684][bookmark: _Toc29391556][bookmark: _Toc29391616][bookmark: _Toc29391676][bookmark: _Toc36552246][bookmark: _Toc45882474][bookmark: _Toc51762799][bookmark: _Toc98401397][bookmark: _Toc105668809][bookmark: _Toc222847474]5.1	General
The following clauses describe the functions supported over the NG interface to fulfil the NG interface capabilities.
[bookmark: _CR5_2][bookmark: _Toc534727685][bookmark: _Toc29391557][bookmark: _Toc29391617][bookmark: _Toc29391677][bookmark: _Toc36552247][bookmark: _Toc45882475][bookmark: _Toc51762800][bookmark: _Toc98401398][bookmark: _Toc105668810][bookmark: _Toc222847475]5.2	Paging function 
The paging function supports the sending of paging requests to the NG-RAN nodes involved in the paging area e.g. the NG-RAN nodes of the TA(s) the UE is registered.
[bookmark: _Toc534727686][bookmark: _Toc29391558][bookmark: _Toc29391618][bookmark: _Toc29391678][bookmark: _Toc36552248][bookmark: _Toc45882476][bookmark: _Toc51762801]The function also supports CN controlled paging subgrouping for UE Power Saving for PEI and LP-WUS.
[bookmark: _CR5_3][bookmark: _Toc98401399][bookmark: _Toc105668811][bookmark: _Toc222847476]5.3	UE Context Management function 
The UE Context management function allows the AMF to establish, modify or release a UE Context in the AMF and the NG-RAN node e.g. to support user individual signalling on NG.
The function also enables the AMF to manage RRC state notifications of a CM-CONNECTED UE.
[bookmark: _CR5_4][bookmark: _Toc534727687][bookmark: _Toc29391559][bookmark: _Toc29391619][bookmark: _Toc29391679][bookmark: _Toc36552249][bookmark: _Toc45882477][bookmark: _Toc51762802][bookmark: _Toc98401400][bookmark: _Toc105668812][bookmark: _Toc222847477]5.4	Mobility Management function 
The mobility function for UEs in CM-CONNECTED includes the intra-system handover function to support mobility within NG-RAN and inter-system handover function to support mobility from/to EPS system. It comprises the preparation, execution and completion of handover via the NG interface.
[bookmark: _CR5_5][bookmark: _Toc534727688][bookmark: _Toc29391560][bookmark: _Toc29391620][bookmark: _Toc29391680][bookmark: _Toc36552250][bookmark: _Toc45882478][bookmark: _Toc51762803][bookmark: _Toc98401401][bookmark: _Toc105668813][bookmark: _Toc222847478]5.5	PDU Session Management function 
The PDU Session function is responsible for establishing, modifying and releasing NG-RAN resources for user data transport of a PDU session once a UE context is available in the NG-RAN node.
NGAP supports transparent relaying of PDU Session related information by the AMF as described in TS 23.502 [6].
[bookmark: _CR5_6][bookmark: _Toc534727689][bookmark: _Toc29391561][bookmark: _Toc29391621][bookmark: _Toc29391681][bookmark: _Toc36552251][bookmark: _Toc45882479][bookmark: _Toc51762804][bookmark: _Toc98401402][bookmark: _Toc105668814][bookmark: _Toc222847479]5.6	NAS Transport function 
The NAS Signalling Transport function provides means to transport or reroute a NAS message (e.g. for NAS mobility management) or report the non-delivery of a NAS message for a specific UE over the NG interface.
[bookmark: _CR5_7][bookmark: _Toc534727690][bookmark: _Toc29391562][bookmark: _Toc29391622][bookmark: _Toc29391682][bookmark: _Toc36552252][bookmark: _Toc45882480][bookmark: _Toc51762805][bookmark: _Toc98401403][bookmark: _Toc105668815][bookmark: _Toc222847480]5.7	NAS Node Selection function
The interconnection of an NG-RAN node to multiple AMFs is supported in the 5GS architecture. 
Therefore, a NAS node selection function is located in the NG-RAN node to determine the AMF association of the UE, based on the UE's temporary identifier, which was assigned to the UE by the AMF. When the UE's temporary identifier has not been yet assigned or is no longer valid the NG-RAN node may instead take into account other information (e.g. slicing information, onboarding indication) to determine the AMF. When the NG-RAN node is configured to ensure that the selected AMF serves the country where the UE is located, as described in TS 23.501 [8], the NG-RAN node takes into account UE location information, if available, when determining the AMF.
This functionality is located in the NG-RAN node and enables proper routing via the NG interface. On the NG interface, no specific procedure corresponds to the NAS Node Selection Function.
When an NR Femto node connects to an NR Femto GW, selection of an AMF at UE attachment is performed by the NR Femto GW.
[bookmark: _CR5_8][bookmark: _Toc534727691][bookmark: _Toc29391563][bookmark: _Toc29391623][bookmark: _Toc29391683][bookmark: _Toc36552253][bookmark: _Toc45882481][bookmark: _Toc51762806][bookmark: _Toc98401404][bookmark: _Toc105668816][bookmark: _Toc222847481]5.8	NG Interface Management function 
The NG-interface management functions provide:
[bookmark: _MCCTEMPBM_CRPT67880000___5]-	means to re-initialize an already established NG-interface operation (reset);
-	means to handle different versions of application part implementations and protocol errors (error indication);
-	means to exchange application level data needed for the NG-RAN and AMF, or for the NG-RAN and AIOTF, to interoperate correctly on the NG interface (setup or respectively configuration update);
-	means to remove the interface between gNB and AMF in a controlled manner (removal).
[bookmark: _CR5_9][bookmark: _Toc534727692][bookmark: _Toc29391564][bookmark: _Toc29391624][bookmark: _Toc29391684][bookmark: _Toc36552254][bookmark: _Toc45882482][bookmark: _Toc51762807][bookmark: _Toc98401405][bookmark: _Toc105668817][bookmark: _Toc222847482]5.9	Warning Message Transmission function 
The warning message transmission function provides means to transfer warning messages via NG interface or cancel ongoing broadcast of warning messages. It also provides the capability for the NG-RAN to inform the AMF that ongoing PWS operation has failed for one or more areas, or that one or more areas may be reloaded by the CBC.
[bookmark: _CR5_10][bookmark: _Toc534727693][bookmark: _Toc29391565][bookmark: _Toc29391625][bookmark: _Toc29391685][bookmark: _Toc36552255][bookmark: _Toc45882483][bookmark: _Toc51762808][bookmark: _Toc98401406][bookmark: _Toc105668818][bookmark: _Toc222847483]5.10	Configuration Transfer function 
The Configuration Transfer function is a generic mechanism that allows the request and transfer of RAN configuration information (e.g. SON information) between two RAN nodes via the core network.
[bookmark: _CR5_11][bookmark: _Toc534727694][bookmark: _Toc29391566][bookmark: _Toc29391626][bookmark: _Toc29391686][bookmark: _Toc36552256][bookmark: _Toc45882484][bookmark: _Toc51762809][bookmark: _Toc98401407][bookmark: _Toc105668819][bookmark: _Toc222847484]5.11	Trace function
The Trace function provides means to control trace sessions in the NG-RAN node. 
[bookmark: _CR5_12][bookmark: _Toc534727695][bookmark: _Toc29391567][bookmark: _Toc29391627][bookmark: _Toc29391687][bookmark: _Toc36552257][bookmark: _Toc45882485][bookmark: _Toc51762810][bookmark: _Toc98401408][bookmark: _Toc105668820][bookmark: _Toc222847485]5.12	AMF Management function
The AMF management function supports AMF planned removal and AMF auto-recovery as specified in TS 23.501 [8]. 
[bookmark: _CR5_13][bookmark: _Toc534727696][bookmark: _Toc29391568][bookmark: _Toc29391628][bookmark: _Toc29391688][bookmark: _Toc36552258][bookmark: _Toc45882486][bookmark: _Toc51762811][bookmark: _Toc98401409][bookmark: _Toc105668821][bookmark: _Toc222847486]5.13	Multiple TNL Associations Support Function
When there are multiple TNL associations between a NG-RAN node and an AMF, the NG-RAN node selects the TNL association for NGAP signalling based on the usage and the weight factor of each TNL association received from the AMF, and uses the TNL association as specified in TS 23.501 [8] and TS 23.502 [6]. If an AMF releases a TNL association or a TNL association has failed, the NG-RAN node selects a new one as specified in TS 23.501 [8] and TS 23.502 [6].
[bookmark: _CR5_14][bookmark: _Toc534727697][bookmark: _Toc29391569][bookmark: _Toc29391629][bookmark: _Toc29391689][bookmark: _Toc36552259][bookmark: _Toc45882487][bookmark: _Toc51762812][bookmark: _Toc98401410][bookmark: _Toc105668822][bookmark: _Toc222847487]5.14	AMF Load Balancing function 
The NG interface supports the indication by the AMF of its relative capacity to the NG-RAN node in order to achieve load-balanced AMFs within the pool area.
[bookmark: _CR5_15][bookmark: _Toc534727698][bookmark: _Toc29391570][bookmark: _Toc29391630][bookmark: _Toc29391690][bookmark: _Toc36552260][bookmark: _Toc45882488][bookmark: _Toc51762813][bookmark: _Toc98401411][bookmark: _Toc105668823][bookmark: _Toc222847488]5.15	Location Reporting function
This function enables the AMF to request the NG-RAN node to report the UE's current location, or the UE's last known location with timestamp, or the UE's presence in a configured area of interest, or the flight information of an aerial UE.
[bookmark: _CR5_16][bookmark: _Toc534727699][bookmark: _Toc29391571][bookmark: _Toc29391631][bookmark: _Toc29391691][bookmark: _Toc36552261][bookmark: _Toc45882489][bookmark: _Toc51762814][bookmark: _Toc98401412][bookmark: _Toc105668824][bookmark: _Toc222847489]5.16	AMF Re-allocation function
This function allows to redirect an initial connection request issued by an NG-RAN node from an initial AMF towards a target AMF selected by 5GC. In this case the NG-RAN node initiates an Initial UE Message procedure over one NG interface instance and receives the first downlink message to close the UE-associated logical connection over a different NG interface instance.
[bookmark: _CR5_17][bookmark: _Toc534727700][bookmark: _Toc29391572][bookmark: _Toc29391632][bookmark: _Toc29391692][bookmark: _Toc36552262][bookmark: _Toc45882490][bookmark: _Toc51762815][bookmark: _Toc98401413][bookmark: _Toc105668825][bookmark: _Toc222847490]5.17	UE Radio Capability Management function 
The UE Radio Capability Management function is related to the UE radio capability handling.
[bookmark: _CR5_18][bookmark: _Toc534727701][bookmark: _Toc29391573][bookmark: _Toc29391633][bookmark: _Toc29391693][bookmark: _Toc36552263][bookmark: _Toc45882491][bookmark: _Toc51762816][bookmark: _Toc98401414][bookmark: _Toc105668826][bookmark: _Toc222847491]5.18	NRPPa Signaling Transport function
The NRPPa (NR Positioning Protocol A) Signalling Transport function provides means to transport an NRPPa (3GPP TS 38.455 [10]) message transparently over the NG interface. 
[bookmark: _CR5_19][bookmark: _Toc534727702][bookmark: _Toc29391574][bookmark: _Toc29391634][bookmark: _Toc29391694][bookmark: _Toc36552264][bookmark: _Toc45882492][bookmark: _Toc51762817][bookmark: _Toc98401415][bookmark: _Toc105668827][bookmark: _Toc222847492]5.19	Overload Control function
The overload function provides means to enable AMF to control the load that the NG-RAN node(s) are generating.
[bookmark: _CR5_20][bookmark: _Toc534727703][bookmark: _Toc29391575][bookmark: _Toc29391635][bookmark: _Toc29391695][bookmark: _Toc36552265][bookmark: _Toc45882493][bookmark: _Toc51762818][bookmark: _Toc98401416][bookmark: _Toc105668828][bookmark: _Toc222847493]5.20	Report of Secondary RAT data volumes Function
The Report of Secondary RAT data volumes Function enables the NG-RAN node to report Secondary RAT usage data information in case of MR-DC, either with a dedicated procedure or by including Secondary RAT usage data information in other messages.
[bookmark: _CR5_21][bookmark: _Toc29391576][bookmark: _Toc29391636][bookmark: _Toc29391696][bookmark: _Toc36552266][bookmark: _Toc45882494][bookmark: _Toc51762819][bookmark: _Toc98401417][bookmark: _Toc105668829][bookmark: _Toc222847494]5.21	RIM Information Transfer function 
The RIM Information Transfer function is a generic mechanism that allows the transfer of Remote Interference Management (RIM) information between two RAN nodes via the core network.
[bookmark: _CR5_22][bookmark: _Toc45882495][bookmark: _Toc51762820][bookmark: _Toc98401418][bookmark: _Toc105668830][bookmark: _Toc222847495]5.22	Retrieve UE Information function
The Retrieve UE Information function enables the NG-RAN node to request UE information (e.g. QoS differentiation information) from the AMF before the setup of the NG connection for NB-IoT UE(s) using Control Plane CIoT 5GS Optimization. 
[bookmark: _CR5_23][bookmark: _Toc45882496][bookmark: _Toc51762821][bookmark: _Toc98401419][bookmark: _Toc105668831][bookmark: _Toc222847496]5.23	RAN CP Relocation Indication function
The RAN CP Relocation Indication function enables the initiation of the UE-associated logical NG-connection for a NB-IoT UE using Control Plane CIoT 5GS Optimisation following a re-establishment request. It allows to have the re-estabblishment request authenticated by the AMF.
[bookmark: _CR5_24][bookmark: _Toc45882497][bookmark: _Toc51762822][bookmark: _Toc98401420][bookmark: _Toc105668832][bookmark: _Toc222847497]5.24	Suspend-Resume function
This function enables to suspend the UE-associated logical NG-connection and release the NG-U tunnel while storing the UE context in the NG-RAN for a faster subsequent resume as specified for User Plane CIoT 5GS optimizations in TS 23.501 [8]. In this version of the specification, this function only applies for long eDRX cycles.
[bookmark: _CR5_25][bookmark: _Toc45882498][bookmark: _Toc51762823][bookmark: _Toc98401421][bookmark: _Toc105668833][bookmark: _Toc222847498]5.25	Connection Establishment Indication Function
The connection establishment indication function enables the AMF to complete the establishment of the UE-associated logical NG-connection.
[bookmark: _CR5_26][bookmark: _Toc45882499][bookmark: _Toc51762824][bookmark: _Toc98401422][bookmark: _Toc105668834][bookmark: _Toc222847499]5.26	AMF CP Relocation Indication Function
The AMF CP relocation indication function enables the AMF to inform the previously serving NG-RAN node that the UE's connection is to be relocated to a new NG-RAN node.
[bookmark: _CR5_27][bookmark: _Toc98401423][bookmark: _Toc105668835][bookmark: _Toc222847500][bookmark: _Ref461498579][bookmark: _Toc534727704][bookmark: _Toc29391577][bookmark: _Toc29391637][bookmark: _Toc29391697][bookmark: _Toc36552267][bookmark: _Toc45882500][bookmark: _Toc51762825]5.27	NR MBS Session Management function
The MBS Session Management function is responsible for establishing, modifying and releasing NG-RAN resources for user data transport of the involved NR MBS sessions once an MBS context is available in the NG-RAN node.
NGAP supports transparent relaying of MBS Session related information by the AMF as described in TS 23.247 [12].
[bookmark: _CR5_28][bookmark: _Toc98401424][bookmark: _Toc105668836][bookmark: _Toc222847501]5.28	Multicast Group Paging Function
The Multicast group paging function supports the sending of multicast group paging requests to the NG-RAN nodes in order to group-page UEs that have joined the Multicast MBS Session.
[bookmark: _CR5_29][bookmark: _Toc98401425][bookmark: _Toc105668837][bookmark: _Toc222847502]5.29	QMC support function
The QMC function provides means to manage the QMC sessions and support the mobility of QMC sessions over the NG interface. 
[bookmark: _CR5_30][bookmark: _Toc222847503]5.30	MT Communication Handling function
The function enables to support MT data and signalling handling within the 5GC for UEs in RRC_INACTIVE state with extended DRX beyond 10.24s as specified in TS 23.501[8]. 
[bookmark: _CR5_31][bookmark: _Toc222847504]5.31	Timing Synchronisation Status Reporting function
The Timing Synchronisation Status Reporting function enables the AMF to request the NG-RAN node to report the RAN timing synchronisation status information, and enables the NG-RAN node to provide the RAN timing synchronisation status information to the AMF.
[bookmark: _Toc222847505]5.32	AIoT Service Management function
The AIoT Service Management function is responsible for handling AIoT services.
[bookmark: _CR6][bookmark: _Toc98401426][bookmark: _Toc105668838][bookmark: _Toc222847506]6	Signalling procedures of the NG interface
[bookmark: _CR6_1][bookmark: _Toc534727705][bookmark: _Toc29391578][bookmark: _Toc29391638][bookmark: _Toc29391698][bookmark: _Toc36552268][bookmark: _Toc45882501][bookmark: _Toc51762826][bookmark: _Toc98401427][bookmark: _Toc105668839][bookmark: _Toc222847507]6.1	PDU Session Management Procedures
The following PDU Session management procedures are used to establish, release or modify PDU sessions.
-	PDU Session Resource Setup;
-	PDU Session Resource Release;
-	PDU Session Resource Modify;
-	PDU Session Resource Notify;
-	PDU Session Resource Modify Indication.
[bookmark: _CR6_2][bookmark: _Toc534727706][bookmark: _Toc29391579][bookmark: _Toc29391639][bookmark: _Toc29391699][bookmark: _Toc36552269][bookmark: _Toc45882502][bookmark: _Toc51762827][bookmark: _Toc98401428][bookmark: _Toc105668840][bookmark: _Toc222847508]6.2	UE Context Management Procedures
The following UE Context management procedures are used to establish, release or modify the UE context. They may also be used to report RRC state transition from NG-RAN to 5GC.
-	Initial Context Setup;
-	UE Context Release Request;
-	UE Context Release;
-	UE Context Modification;
-	RRC Inactive Transition Report.
[bookmark: _CR6_3][bookmark: _Toc534727707][bookmark: _Toc29391580][bookmark: _Toc29391640][bookmark: _Toc29391700][bookmark: _Toc36552270][bookmark: _Toc45882503][bookmark: _Toc51762828][bookmark: _Toc98401429][bookmark: _Toc105668841][bookmark: _Toc222847509]6.3	NAS transport procedures
The NAS transport procedures enable transparent transfer of NAS signalling data between the AMF and the UE. The procedures providing this functionality are:
-	Initial UE Message (NG-RAN node initiated);
-	Uplink NAS transport (NG-RAN node initiated);
-	Downlink NAS transport (AMF initiated);
-	NAS non delivery indication (NG-RAN node initiated);
-	Reroute NAS Request (AMF initiated).
[bookmark: _CR6_4][bookmark: _Toc534727708][bookmark: _Toc29391581][bookmark: _Toc29391641][bookmark: _Toc29391701][bookmark: _Toc36552271][bookmark: _Toc45882504][bookmark: _Toc51762829][bookmark: _Toc98401430][bookmark: _Toc105668842][bookmark: _Toc222847510]6.4	UE Mobility Management Procedures
The following UE Mobility management procedures are used to prepare, execute or cancel handovers:
-	Handover Preparation;
-	Handover Resource Allocation;
-	Handover Notification;
-	Path Switch Request;
-	Uplink RAN Status Transfer;
-	Downlink RAN Status Transfer;
-	Handover Cancellation;
-	Handover Success;
-	Uplink RAN Early Status Transfer;
-	Downlink RAN Early Status Transfer.
[bookmark: _CR6_5][bookmark: _Toc534727709][bookmark: _Toc29391582][bookmark: _Toc29391642][bookmark: _Toc29391702][bookmark: _Toc36552272][bookmark: _Toc45882505][bookmark: _Toc51762830][bookmark: _Toc98401431][bookmark: _Toc105668843][bookmark: _Toc222847511]6.5	Paging procedure
The following paging procedure is used to send paging requests to the NG-RAN nodes involved in the paging area:
-	Paging.
[bookmark: _CR6_6][bookmark: _Toc534727710][bookmark: _Toc29391583][bookmark: _Toc29391643][bookmark: _Toc29391703][bookmark: _Toc36552273][bookmark: _Toc45882506][bookmark: _Toc51762831][bookmark: _Toc98401432][bookmark: _Toc105668844][bookmark: _Toc222847512]6.6	AMF Management procedures
The following AMF management procedures are used by the AMF to inform the NG-RAN nodes about an AMF's status, and to release the UE TNLA binding for specific UE(s):
-	AMF Status Indication;
-	UE TNLA binding release.
[bookmark: _CR6_7][bookmark: _Toc534727711][bookmark: _Toc29391584][bookmark: _Toc29391644][bookmark: _Toc29391704][bookmark: _Toc36552274][bookmark: _Toc45882507][bookmark: _Toc51762832][bookmark: _Toc98401433][bookmark: _Toc105668845][bookmark: _Toc222847513]6.7	NG Interface Management procedures
The following procedures are used to manage the NG interface: 
-	NG Setup;
-	RAN Configuration Update;
-	AMF Configuration Update;
-	NG Reset;
-	Error Indication;
-	NG Removal.
[bookmark: _CR6_8][bookmark: _Toc534727712][bookmark: _Toc29391585][bookmark: _Toc29391645][bookmark: _Toc29391705][bookmark: _Toc36552275][bookmark: _Toc45882508][bookmark: _Toc51762833][bookmark: _Toc98401434][bookmark: _Toc105668846][bookmark: _Toc222847514]6.8	Warning message transmission procedures
The following procedures are used to manage the broadcasting of warning messages:
-	Write-Replace Warning;
-	PWS Cancel;
-	PWS Restart Indication;
-	PWS Failure Indication.
[bookmark: _CR6_9][bookmark: _Toc534727713][bookmark: _Toc29391586][bookmark: _Toc29391646][bookmark: _Toc29391706][bookmark: _Toc36552276][bookmark: _Toc45882509][bookmark: _Toc51762834][bookmark: _Toc98401435][bookmark: _Toc105668847][bookmark: _Toc222847515]6.9	Location Reporting procedures
The following procedures are used to report the location of the UE, or the flight information of an aerial UE:
-	Location Reporting Control;
-	Location Report;
-	Location Reporting Failure Indication.
[bookmark: _CR6_10][bookmark: _Toc534727714][bookmark: _Toc29391587][bookmark: _Toc29391647][bookmark: _Toc29391707][bookmark: _Toc36552277][bookmark: _Toc45882510][bookmark: _Toc51762835][bookmark: _Toc98401436][bookmark: _Toc105668848][bookmark: _Toc222847516]6.10	UE Radio Capability Management procedures
The following procedures are related to the UE radio capability handling:
-	UE Radio Capability Check;
-	UE Radio Capability Info Indication;
-	UE Radio Capability ID Mapping.
[bookmark: _CR6_11][bookmark: _Toc534727715][bookmark: _Toc29391588][bookmark: _Toc29391648][bookmark: _Toc29391708][bookmark: _Toc36552278][bookmark: _Toc45882511][bookmark: _Toc51762836][bookmark: _Toc98401437][bookmark: _Toc105668849][bookmark: _Toc222847517]6.11	UE Tracing procedures
The following procedures are used to trace the UE:
-	Trace Start;
-	Trace Failure Indication;
-	Deactivate Trace;
-	Cell Traffic Trace.
[bookmark: _CR6_12][bookmark: _Toc534727716][bookmark: _Toc29391589][bookmark: _Toc29391649][bookmark: _Toc29391709][bookmark: _Toc36552279][bookmark: _Toc45882512][bookmark: _Toc51762837][bookmark: _Toc98401438][bookmark: _Toc105668850][bookmark: _Toc222847518]6.12	NR Positioning Protocol A (NRPPa) procedures
The following procedures are used for NRPPa signalling:
-	Downlink UE Associated NRPPa Transport;
-	Uplink UE Associated NRPPa Transport;
-	Downlink non-UE Associated NRPPa Transport;
-	Uplink non-UE Associated NRPPa Transport.
[bookmark: _CR6_13][bookmark: _Toc534727717][bookmark: _Toc29391590][bookmark: _Toc29391650][bookmark: _Toc29391710][bookmark: _Toc36552280][bookmark: _Toc45882513][bookmark: _Toc51762838][bookmark: _Toc98401439][bookmark: _Toc105668851][bookmark: _Toc222847519]6.13	Overload Control procedures
The following procedures are used by the AMF to start or stop overload control:
-	Overload Start procedure;
-	Overload Stop procedure.
[bookmark: _CR6_14][bookmark: _Toc534727718][bookmark: _Toc29391591][bookmark: _Toc29391651][bookmark: _Toc29391711][bookmark: _Toc36552281][bookmark: _Toc45882514][bookmark: _Toc51762839][bookmark: _Toc98401440][bookmark: _Toc105668852][bookmark: _Toc222847520]6.14	Configuration Transfer procedures
The following procedures are used by the AMF to transfer the RAN configuration information:
-	Downlink RAN Configuration Transfer procedure;
-	Uplink RAN Configuration Transfer procedure.
[bookmark: _CR6_15][bookmark: _Toc534727719][bookmark: _Toc29391592][bookmark: _Toc29391652][bookmark: _Toc29391712][bookmark: _Toc36552282][bookmark: _Toc45882515][bookmark: _Toc51762840][bookmark: _Toc98401441][bookmark: _Toc105668853][bookmark: _Toc222847521]6.15	Secondary RAT Data Usage Report procedure
The following procedure is used to provide information on the used resources of the secondary RAT:
[bookmark: _MCCTEMPBM_CRPT67880001___2]-	Secondary RAT Data Usage Report procedure.
[bookmark: _CR6_16][bookmark: _Toc29391593][bookmark: _Toc29391653][bookmark: _Toc29391713][bookmark: _Toc36552283][bookmark: _Toc45882516][bookmark: _Toc51762841][bookmark: _Toc98401442][bookmark: _Toc105668854][bookmark: _Toc222847522]6.16	RIM Information Transfer procedures
The following procedures are used by the AMF to transfer the Remote Interference Management (RIM) information:
-	Downlink RIM Information Transfer procedure;
-	Uplink RIM Information Transfer procedure.
[bookmark: _CR6_17][bookmark: _Toc45882517][bookmark: _Toc51762842][bookmark: _Toc98401443][bookmark: _Toc105668855][bookmark: _Toc222847523]6.17	Retrieve UE Information procedures
The following procedures are used by the NG-RAN node to retrieve UE information from the AMF:
-	Retrieve UE Information Request procedure;
-	UE Information Transfer procedure.
[bookmark: _CR6_18][bookmark: _Toc45882518][bookmark: _Toc51762843][bookmark: _Toc98401444][bookmark: _Toc105668856][bookmark: _Toc222847524]6.18	RAN CP Relocation Indication procedures
The following procedure is used by the NG-RAN node to initiate the UE-associated logical NG-connection for the RAN CP Relocation function:
-	RAN CP Relocation Indication procedure.
[bookmark: _CR6_19][bookmark: _Toc45882519][bookmark: _Toc51762844][bookmark: _Toc98401445][bookmark: _Toc105668857][bookmark: _Toc222847525]6.19	UE Context Suspend procedure
The following procedure is to suspend the UE-associated logical NG-connection and release the NG-U tunnel with the 5GC while keeping the UE context in NG-RAN. In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.
[bookmark: _Toc45882520][bookmark: _Toc51762845]-	UE Context Suspend procedure.
[bookmark: _CR6_20][bookmark: _Toc98401446][bookmark: _Toc105668858][bookmark: _Toc222847526]6.20	Connection Establishment Indication procedure
The following procedure is used to enable the AMF to provide information to the NG-RAN node to complete the establishment of the UE-associated logical NG-connection, for UEs using CIoT 5GS Optimization:
-	Connection Establishment Indication.
The UE Radio Capability may be provided from the AMF to the NG-RAN node in this procedure. If the UE Radio Capability is not included, this may trigger the NG-RAN node to request the UE Radio Capability from the UE and to provide it to the AMF in the UE RADIO CAPABILITY INFO INDICATION message.
[bookmark: _CR6_21][bookmark: _Toc45882521][bookmark: _Toc51762846][bookmark: _Toc98401447][bookmark: _Toc105668859][bookmark: _Toc222847527]6.21	AMF CP Relocation Indication procedure
The following procedure is used to inform the previously serving NG-RAN node that the UE's connection is to be relocated to a new NG-RAN node, for UEs using Control Plane CIoT 5GS optimizations:
-	AMF CP Relocation Indication.
[bookmark: _CR6_22][bookmark: _Toc51762847][bookmark: _Toc98401448][bookmark: _Toc105668860][bookmark: _Toc222847528][bookmark: _Ref461498589][bookmark: _Toc534727720][bookmark: _Toc29391594][bookmark: _Toc29391654][bookmark: _Toc29391714][bookmark: _Toc36552284][bookmark: _Toc45882522]6.22	UE Context Resume procedure
The following procedure is used to resume the UE context, resume the suspended logical NG-connection and re-establish the related NG-U tunnel in the 5GC for the involved UE. In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.
[bookmark: _Toc51762848]-	UE Context Resume procedure. 
[bookmark: _CR6_23][bookmark: _Toc98401449][bookmark: _Toc105668861][bookmark: _Toc222847529]6.23	NR MBS Session Management Procedures
The following list of MBS Session management procedures are used to establish, release, or modify NG-RAN resources for a NR MBS session:
-	Broadcast Session Resource Setup;
-	Broadcast Session Modification;
-	Broadcast Session Resource Release;
-	Broadcast Session Resource Release Required;
-	Broadcast Session Transport;
-	Multicast Session Activation;
-	Multicast Session Deactivation;
-	Multicast Session Update;
-	Distribution Setup;
-	Distribution Release.
[bookmark: _CR6_24][bookmark: _Toc98401450][bookmark: _Toc105668862][bookmark: _Toc222847530]6.24	Multicast Group Paging Procedures
The following Multicast Group Paging procedure is used to send multicast group paging requests to the NG-RAN nodes:
-	Multicast Group Paging.
[bookmark: _CR6_25][bookmark: _Toc98401451][bookmark: _Toc105668863][bookmark: _Toc222847531]6.25	The procedures for supporting QMC
The following procedures are used to control the QMC sessions in the UE and to transfer QMC session information to the target NG-RAN node during the intra-system intra-RAT or intra-system inter-RAT mobility of a UE:
-	Initial Context Setup;
-	UE Context Modification;
-	Handover Preparation;
-	Handover Resource Allocation.
[bookmark: _CR6_26][bookmark: _Toc222847532]6.26	MT Communication Handling procedures
[bookmark: _CR6_27]The following procedures are used by the NG-RAN node to request the AMF to activate or deactivate the CN based MT communication handling for UEs in RRC_INACTIVE state with long extended DRX beyond 10.24 seconds, and by the 5GC to indicate availability of downlink data or downlink signalling to the NG-RAN node.
-	MT Communication Handling procedure;
-	RAN Paging Request procedure;
-	Path Switch Request procedure.
[bookmark: _Toc222847533]6.27	Timing Synchronisation Status Reporting procedures
The following procedures are used to report the RAN timing synchronisation status information:
-	Timing Synchronization Status;
-	Timing Synchronization Status Report.
[bookmark: _Toc222847534]6.28	AIoT procedures
The following procedures are used for AIoT services:
-	Inventory Request;
-	Inventory Report;
-	Command Request;
-	A-IoT Session Release (AIoT CN Initiated);
-	A-IoT Session Release Request (gNB initiated).
[bookmark: _CR7][bookmark: _Toc98401452][bookmark: _Toc105668864][bookmark: _Toc222847535]7	NG interface protocol structure
[bookmark: _CR7_1][bookmark: _Toc534727721][bookmark: _Toc29391595][bookmark: _Toc29391655][bookmark: _Toc29391715][bookmark: _Toc36552285][bookmark: _Toc45882523][bookmark: _Toc51762849][bookmark: _Toc98401453][bookmark: _Toc105668865][bookmark: _Toc222847536][bookmark: _Ref461498651]7.1	NG Control Plane
The control plane protocol stack of the NG interface is shown on Figure 7.1-1. The transport network layer is built on IP transport. For the reliable transport of signalling messages, SCTP is added on top of IP. The application layer signalling protocol is referred to as NGAP (NG Application Protocol).


[bookmark: _CRFigure7_11]Figure 7.1-1: NG Interface Control Plane 
[bookmark: _CR7_2][bookmark: _Toc534727722][bookmark: _Toc29391596][bookmark: _Toc29391656][bookmark: _Toc29391716][bookmark: _Toc36552286][bookmark: _Toc45882524][bookmark: _Toc51762850][bookmark: _Toc98401454][bookmark: _Toc105668866][bookmark: _Toc222847537]7.2	NG User Plane
The NG user plane (NG-U) interface is defined between a NG-RAN node and a UPF. The NG-U interface provides non guaranteed delivery of PDU Session/MBS session user plane PDUs between the NG-RAN node and the UPF.
The protocol stack for NG-U is shown in Figure 7.2-1.


[bookmark: _CRFigure7_21]Figure 7.2-1: NG-U protocol structure for PDU/MBS Session
[bookmark: _CR8][bookmark: _Toc534727723][bookmark: _Toc29391597][bookmark: _Toc29391657][bookmark: _Toc29391717][bookmark: _Toc36552287][bookmark: _Toc45882525][bookmark: _Toc51762851][bookmark: _Toc98401455][bookmark: _Toc105668867][bookmark: _Toc222847538]8	Other NG interface specifications
[bookmark: _CR8_1][bookmark: _Toc534727724][bookmark: _Toc29391598][bookmark: _Toc29391658][bookmark: _Toc29391718][bookmark: _Toc36552288][bookmark: _Toc45882526][bookmark: _Toc51762852][bookmark: _Toc98401456][bookmark: _Toc105668868][bookmark: _Toc222847539]8.1	NG-RAN NG interface: NG layer 1 (TS 38.411)
TS 38.411 [2] specifies the physical layer technologies that may be used to support the NG interface. 
[bookmark: _CR8_2][bookmark: _Toc534727725][bookmark: _Toc29391599][bookmark: _Toc29391659][bookmark: _Toc29391719][bookmark: _Toc36552289][bookmark: _Toc45882527][bookmark: _Toc51762853][bookmark: _Toc98401457][bookmark: _Toc105668869][bookmark: _Toc222847540]8.2	NG-RAN NG interface:  NG signalling transport (TS 38.412)
TS 38.412 [3] specifies how the NGAP signalling messages are transported over NG.
[bookmark: _CR8_3][bookmark: _Toc534727726][bookmark: _Toc29391600][bookmark: _Toc29391660][bookmark: _Toc29391720][bookmark: _Toc36552290][bookmark: _Toc45882528][bookmark: _Toc51762854][bookmark: _Toc98401458][bookmark: _Toc105668870][bookmark: _Toc222847541]8.3	NG-RAN NG interface: NG application protocol (NGAP) (TS 38.413)
[bookmark: _CR8_4][bookmark: _Toc534727727][bookmark: _Toc29391601][bookmark: _Toc29391661][bookmark: _Toc29391721][bookmark: _Toc36552291][bookmark: _Toc45882529][bookmark: _Toc51762855][bookmark: _Toc98401459][bookmark: _Toc105668871]TS 38.413 [4] specifies the radio network layer signalling procedures of the control plane between the NG-RAN node and the AMF, or between the NG-RAN node and the A-IoT CN node.
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