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1. Introduction

This document proposes examples on signalling procedures for handover between UMTS and GPRS to be included in [3]. The signalling procedures are based on information in [1] and [2].

2. Handover UMTS <-> GPRS
2.1 GPRS ( UTRAN

This section shows UTRAN signalling procedures for GPRS to UTRAN handover.
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1. The UE selects a UTRAN cell, reads system information, and initiates establishment of a NAS signalling connection.
See section UE Initiated Signalling Connection Establishment.

2. The NAS signalling connection between UE and CN can now be used for NAS message transfer (e.g. execution of security functions).
See section Direct Transfer.

3. After necessary CN-GPRS preparations (e.g. UE context information retrieval), CN initiates establishment of RAB(s).
See section Radio Access Bearer Establishment.

2.2 UTRAN ( GPRS, UE Initiated

This section shows UTRAN signalling procedures for UTRAN to GPRS handover initiated by UE cell reselection.
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1. The UE selects a GPRS cell, reads system information, and initiates establishment of UE-GPRS connection.

2. After necessary CN-GPRS preparations (e.g. UE context information retrieval), CN initiates release of Iu connection. SRNC releases the RRC connection.

2.3 UTRAN ( GPRS, Network Initiated

This section shows UTRAN signalling procedures for UTRAN to GPRS handover triggered by Serving RNC.
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1. Handover Command


1. Based on UE measurements, SRNC triggers the handover to a GPRS cell by sending a Handover Command to the UE. UE initiates establishment of UE-GPRS connection.

2. After necessary CN-GPRS preparations (e.g. UE context information retrieval), CN initiates release of the RRC connection.

3. SRNC releases all resources reserved for the UE. 

3. Proposal

We propose that sections 2.1-2.3 are included as subsections in section ‘HO between UTRAN and GSM/BSS’ in [3].
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