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1. Introduction

This Tdoc proposes to make the “Source RNC to target RNC transparent field” IE a mandatory IE in the Relocation Required and Relocation Request messages, and to use the c-RNTI as UE identifier.

It is also proposed to include a “cause” parameter in the Relocation Required and Relocation Request messages.

2. Discussion

In Tdoc R3 99455, it is proposed to include the “Source RNC to target RNC transparent field” IE only in one Relocation Required message in case the SRNS Relocation procedure involves 2 CN nodes. However, doing so does not allow the target RNC to correlate the 2nd Relocation Request message (not including the transparent IE) to the correct UE. In order to enable to target RNC to correlate both requests, it is proposed to make the “Source RNC to target RNC transparent field” IE a mandatory IE.

According to Tdoc R3 99455, the UE identifier could be the IMSI or the c-RNTI. Since the IMSI is only known by the source SRNC (via the Common ID procedure), it is proposed to use the c-RNTI as a UE identifier in the “Source RNC to target RNC transparent field” IE.

For differentiating a SRNS Relocation procedure from a handover procedure, a “cause” parameter is needed in the Relocation Required and Relocation Request message.

· Contents of the RELOCATION REQUIRED message:

Information element
Reference
Type

Message type

M

Cause

M

Target RNC identification

M (1)

Source RNC to target RNC transparent field

M

(1) The usage and format of this information element is FFS.

· Contents of the RELOCATION REQUEST message: 

Information element
Reference
Type

Message type

M

Cause

M

Source RNC to target RNC transparent field

M

Bearers x n to be setup

M

    Bearer ID

M

    Bearer parameters

M

    Transport address

M

    Iu transport association

M

    Priority level and pre-emption indication

O

    Bearer linking

O

· Format of the “Source RNC to target RNC transparent field”:

8
7
6
5
4
3
2
1


Parameter Identifier
1 (oct)

Length
2

UE identifier
3-n

IMSI
x

Number of CN nodes
x

UE capability information for UTRAN
x

Other system specific information container
x-N

The UE identifier contains the c-RNTI (allocated by the target RNC). The UE identifier is needed to correlate the requests from multiple CN nodes in the target RNC.

The IMSI is needed for page coordination in the target RNC.

The contents of UE capability information for UTRAN are FFS.

· Format of the Cause parameter

8
7
6
5
4
3
2
1


Parameter Identifier
1 (oct)

SRNS Relocation or Hard Handover
2

3. Proposal

Following changes are proposed for chapter 9.1.1 and 9.2.2 of reference [1]:

· The Source RNC to target RNC transparent field in the Relocation Required and Relocation Request messages should be a mandatory IE. 

· The Relocation Required and the Relocation Request messages should contain the cause parameter.

· Content of the UE identifier field should be the c-RNTI.
4. References

[1] UTRAN Iu interface RANAP signalling, TS RAN 25.413

