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1 Introduction

This Tdoc addresses the NBAP message System Information Update.

2 System Information Update

This message is sent from CRNC to Node B to update the system information.

Information Element
Reference
Type

Message Discriminator

M

Message Type

M

CRNC Communication Context ID

M

CN Domain Identity

O

NAS System Information (1)

O

Periodic cell and URA update info (2)

O

Cell selection and re-selection info

O

Measurement identity number (3)

O

Measurement Type (4)

C1

Measurement command (5)

C1

Intra-frequency cell info

C2

Intra-frequency measurement quantity

C2

Intra-frequency measurement reporting criteria

C2

Inter-frequency cell info

C3

Inter-frequency measurement quantity

C3

Inter-frequency measurement reporting criteria

C3

Inter-system cell info

C4

Inter-system measurement quantity

C4

Inter-system measurement reporting criteria

C4

Scheduling info

M

C1
Present if measurement identity number is present.

C2
Present if Measurement Type = intra-frequency and Measurement Command = add or modify.

C3
Present if Measurement Type = inter-frequency and Measurement Command = add or modify.

C4
Present if Measurement Type = inter-system and Measurement Command = add or modify.

(1) This IE shall come from the RANAP message: CN INFORMATION BROADCAST REQUEST and is transparent to the RNC.

(2) The details of these parameters are FFS.

(3) The measurements in the broadcast message are the standard measurements that all UEs shall use unless otherwise told to do so. Measurement report shall contain the Measurement identity number.

(4) Intra-frequency, inter-frequency or inter-system.

(5) This parameter is to tell the Node B what action to take, i.e. add a new measurement type, modify an existing measurement type or release an existing measurement type.

3 Proposal

It is proposed that the message parameter description of the NBAP message System Information Update is added to [1] in the parameters section.

4 References

[1]
UMTS 25.433, NBAP Specification







