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1. Abstract

 We propose the procedure to confirm the normality of Layer 3 level between UTRAN and CN.
2. Discussion
 In the middle of process to restart the UTRAN or CN application, any messages should not be sent from the neighboring CN or UTRAN, because it should be avoid to disturb restarting process for the restarting node. So the neighboring CN and UTRAN need to know if the partner is in the event of failure or not, 
 So we propose a new message that enables for neighboring CN and UTRAN to detect the event of failure each other. We assume that the proposed message is sent from CN to UTRAN, and from UTRAN to CN, which realizes notification of normality of Layer 3 level to neighboring UTRAN and CN simply and quickly.
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Figure1: Health check timer expired at the RAN

3. Proposal

 It has been proposed to add the following statement to proper section in TS25.413 RANAP specification version 1.0.2
8.4.X Health check
 The UTRAN and CN can indicate each other their normality by sending HEALTH CHECK message. This is sent as a connectionless global message.

 Non-receipt of this message in a certain term make each side recognize that the other side is unusual situation.

   Figure2 shows the HEALTH CHECK message sent from UTRAN to CN.
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Figure2:HEALTH CHECK from UTRAN to CN
   Figure3 shows the HEALTH CHECK message sent from CN to UTRAN.
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Figure3: HEALTH CHECK from CN to UTRAN
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