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This contribution proposes a revision of the description of the Physical Channel Reconfiguration procedure in TS 25.423 (section 8.2.6).

Actually the text in this TS does not match the changes agreed at the RAN WG3 meeting # 4.
8.2.6 Physical Channel Reconfiguration


Physical Channel Reconfiguration procedure is initiated by the DRNC when it detects the need to reconfigure one of its physical channels. The DRNC sends a PHYSICAL CHANNEL Reconfiguration Request to the SRNC via the appropriate dedicated connection.
Upon reception of the PHYSICAL CHANNEL Reconfiguration Request, the SRNC decides appropriate execution time for the change. It sends relevant RRC message(s) to the UE and RNSAP PHYSICAL CHANNEL Reconfiguration Command to the DRNS.
If the SRNC can not accept the reconfiguration request it will send the PHYSICAL CHANNEL RECONFIGURATION FAILURE message to the DRNS.
If the DRNC receives RL RECONFIGURATION PREPARE, RL RECONFIGURATION or RL DELETION it should also be interpreted as a physical channel reconfiguration failure. These messages thus override the DRNC request for physical channel reconfiguration.

In FDD Physical Channel Reconfiguration is used to change the DL channelisation codes of radio link(s) related to one UE-UTRAN connection. The spreading factor can not be changed and this procedure is used only to defragment the DL channelisation code pool. It is initiated when the DRNC detects unwanted fragmentation in the DL channelisation code pool(s). In this case the PHYSICAL CHANNEL Reconfiguration Request message includes the radio link ID(s) and proposal for the new DL channelisation codes for them. Upon reception of PHYSICAL CHANNEL Reconfiguration Command, 

DRNS makes the switch to the new codes and releases the old DL channelisation codes. 



In TDD Physical Channel Reconfiguration is used to change the UL/DL TS and/or User Code of the radio link related to one UE-UTRAN connection. In this case the PHYSICAL CHANNEL Reconfiguration Request message includes the radio link ID and proposal for the new UL/DL TS and/or User Code.
