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1. Introduction

This contribution presents the NBAP procedure for deletion of downlink common transport channels, i.e. FACH, PCH, BCH and DSCH.

The Downlink Common Transport Channel Delete procedure informs Node B what downlink common transport channels that the RNC no longer wants to be supported in Node B.  Node B deletes the requested Downlink Common Transport Channels and informs the RNC about the result.

2. DESCRIPTION

2.1 Downlink Common Transport Channel Configuration

2.1.1 Downlink Common Transport Channel Delete

This NBAP common procedure is used by the Controlling RNC to request Node B to delete Downlink Common Transport Channels. This procedure is initiated by CRNC.
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The DOWNLINK COMMON TRANSPORT CHANNEL DELETE message contains the following mandatory information:

· Transaction ID

· Downlink Common Transport Control Channel Id

The DOWNLINK COMMON TRANSPORT CHANNEL DELETE RESPONSE message contains the following mandatory information:

· Transaction ID

2.1.2 Downlink Common Transport Channel Delete

This message is sent to inform the Node B about what downlink common transport that the RNC no longer wants to be supported by Node B.

Information Element
Reference
Type

Message Type

M

Transaction ID

M

DL common transport channel ID

M

2.1.3 Downlink Common Transport Channel Delete Response

This message is sent to inform the RNC about what downlink common transport channels that Node B no longer shall support.

Information Element
Reference
Type

Message Type

M

Transaction ID

M

3. PROPOSAl

It is proposed to

· add the information in chapter 8.1.1.1 .3 in [1] with the contents of chapter 2.1.1 in this contribution.
· add the contents of chapter 2.1.2 in this contribution to chapter 9.1.x in [1].
· add the contents of chapter 2.1.3 in this contribution to chapter 9.1.x+1 in [1].
4. REFERENCES

[1]
TS 25.433 V1.0.2 - NBAP Specification 
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