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1. Introduction

This contribution proposes some modification to the RANAP procedure Initial UE message. The changes align the current procedure definition with the UMTS and UTRAn terminology and functional split between CN and UTRAN.

2. Proposed text for Initial UE message

2.1 Initial UE Message

2.1.1 General
Initial UE message procedure is used to establish Iu signalling connection for an UE which has sent NAS PDU towards CN domain to which Iu signalling connection does not yet exist . The procedure is connection oriented.

2.1.2 Normal Operation
When RNC has received from Uu interface a NAS message to be forwarded to CN domain to which the Iu signalling connection for the UE does not exist, RNC shall initiate Initial UE Message procedure and thus generate the INITIAL UE MESSAGE message. 
In addition to the received NAS-PDU, RNC shall add following information to the INITIAL UE MESSAGE:

· CN domain indicator, indicating the DN domain towards which this message is sent
· For CS domain, the same LAI which was the last LAI indicated to the UE by UTRAN. 

· For PS domain, the same LAI+RAC which were the last LAI+RAC indicated to the UE by UTRAN.

· Area Identity Code indicating one of the cells from which the UE is consuming radio resources.

The signalling flow for Initial UE Message procedure is shown in Figure 1.
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Figure 1. Initial UE Message procedure.
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