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1 Introduction

In 3G TR 23.814 /1/ separating RR and MM specific parts of the MS Classmark has been specified. As described in the document, MS Classmark 2 and MS Classmark 3 defined in UMTS 24.008 for GSM are required in CN to enable intersystem handover from UMTS to GSM.

2 Discussion

The MSC has to be able to include the MS Classmark information 2 and 3 in Handover Request message to be sent to target BSC at A interface during intersystem handover. The information is not sent to CN unless intersystem handover becomes necessary and therefore the CN has to receive it during Relocation Preparation procedure, that is, in Relocation Required message.  

At appropriate time for serving RNC before intersystem handover, the RNC requests the MS Classmark 2 and MS Classmark 3 from the UE by sending a RRC UE Capability Enquiry message to the UE. The classmark information is included in Relocation Required message by RNC to be used by CN in Handover Request message at A interface and also stored by the CN for further needs. 

MODIFICATIONS & ADDITIONS TO RANAP 

3 Relocation Preparation

Following text shall be inserted in the chapter 8.6.2 Successful operation of 25.413.
In case of intersystem handover to GSM the RNC shall include MS Classmark 2 and MS Classmark 3 IEs received from the UE in the RELOCATION REQUIRED message to CN.

4 Message Modifications

Following modifications shall be made to RANAP Relocation  Required message:

4.1 RELOCATION REQUIRED

This message is sent by the source RNC to inform the CN that a relocation is to be performed.

Direction: RNC ( CN

Signalling bearer mode: Connection oriented.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M

9.2.1.1


Relocation Type
M

9.2.1.24


Cause
M

9.2.1.4


Source ID
M

9.2.1.25


Target ID
M

9.2.1.26
 The format for this information element is FFS

Classmark Information 2
C-if_IS

9.2.x
Defined in UMTS 24.008

Classmark Information 3
C-if_IS

9.2.x
Defined in UMTS 24.008

Source RNC to target RNC transparent container
M

9.2.1.27


Condition
Explanation

 if_IS
This IE is only present when initiating an inter system handover towards GSM BSS.

5 New Elements

Following new elements shall be added:

5.1 Classmark Information 2

The coding of this element is described in 24.008. Tabular format is FFS.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Classmark Information 2
M

Octet string
Contents defined in TS 24.008

5.2 Classmark Information 3

The coding of this element is described in 24.008. Tabular format is FFS.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Classmark Information 3
M

Octet string
Contents defined in TS 24.008

6 References

/1/
3G TR 23.814 v 0.5.1 (99-11)


Separating RR and MM specific parts of the MS Classmark







