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1. Introduction

This contribution presents the RNSAP ASN.1 module PDU definitions. It has been developed based on current IE descriptions in RNSAP specification TS 25.423 v 1.5.4 and the ASN.1 module definitions used for RANAP.

2. PRoposal

It is proposed to include the ASN.1 module presented in Section 3 of this contribution to Section 9 of the newest version of RNSAP specification TS 25.423.

3. PDU Definitions

-- **************************************************************

--

-- PDU definitions

--

-- **************************************************************

RNSAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllocationRetentionPriority,


AllowedQueuingTime,


BLER,


BindingID,


BurstType,


C-RNTI,


CCTrCH-ID,


CFN,


CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CPICH-EcIo,


CPICH-Power,


Cause,


CellParameter,


ChipOffset,


D-FieldLength,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-CombinationInd,


DCH-ID,


DL-ChannelisationCode,


DL-DPCCH-SlotFormat,


DL-DPCH-SlotNumber,


DL-EbNo,


DL-EbNoTarget,


DL-Power,


DL-ReferencePower,


DL-ScramblingCode,


DPCH-ID,


DPCH-Offset,


DRX-Parameter,


DeltaTPC,


DedicatedMeasurementValue,


DiversityControlField,


DiversityMode,


DTX-InsertionPoint,


DTX-InsertionPosition,


FACH-DataFrameSize,


FACH-InfoForOptionalS-CCPCH,


FACH-InfoForS-CCPCH-CoupledToPRACH,


FACH-InitialWindowSize,


FACH-PriorityIndicator,


FDD-DL-ChannelisationCodeNumber,


FDD-FL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FrameHandlingPriority,


FrameOffset,


L3-Information,


MaxNrOfUL-DPCHs,


MeanBitRate,


MeasurementCharacteristics,


MeasurementID,


MidambleShift,


MinUL-ChannelisationCodeLength,


MultipleURAsIndicator,


P-CPICH-Power,


PCCPCH-TimeSlot,


PSCH-PCCPCH-Allocation,


PSCH-PCCPCH-TimeSlot,


PayloadCRC-PresenceIndicator,


PilotBitsUsedIndicator,


PowerOffset,


PrimaryCCPCH-RSCP,


PrimaryScramblingCode,


PropagationDelay,


RANAP-RelocationInformation,


RL-ID,


RLC-Mode,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


RNC-ID,


S-FieldLength,


S-RNTI,


SAI,


SRNC-ID,


SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


ScramblingCode,


SecondaryCCPCH-SlotFormat,


TDD-ChannelisationCode,


TDD-ChipOffset,


TFCI-Presence,


TFCI-SignallingMode,


TimeSlot,


ToAWE,


ToAWS,


TransportBearerIndicator,


TransportBearerRequestIndicator,


TransportFormatCombinationSet,


TransportFormatSet,


TransportLayerAddress,


UARFCN,


UC-ID,


UL-DPCCH-SlotFormat,


UL-EbNo,


UL-EbNoTarget,


UL-FP-Mode,


UL-InterferenceLevel,


UL-PunctureLimit,


UL-ScramblingCode,


URA-ID

FROM RNSAP-IEs


PrivateExtensionContainer{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RNSAP-PRIVATE-EXTENSION,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDL-Codes,


maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDPCHs,


maxNrOfFACH-FD-Size,


maxNrOfFDD-Neighbours,


maxNrOfTDD-Neighbours,


maxNrOfRLs,


maxRNCinURA,


id-AllowedQueuingTime,


id-BindingID,


id-C-RNTI,


id-CCTrCH-ID,


id-CFN,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCH-AddItem,


id-DCH-AddItem-RL-ReconfPrepFDD,


id-DCH-AddItem-RL-ReconfPrepTDD,


id-DCH-AddItem-RL-ReconfReadyFDD,


id-DCH-AddItem-RL-ReconfRqstFDD,


id-DCH-AddItem-RL-ReconfRqstTDD,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteItem-RL-ReconfPrepFDD,


id-DCH-DeleteItem-RL-ReconfPrepTDD,


id-DCH-DeleteItem-RL-ReconfRqstFDD,


id-DCH-DeleteItem-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-Information-RL-SetupReqFDD,


id-DCH-InformationItem-RL-SetupReqFDD,


id-DCH-InformationItem-RL-SetupReqTDD,


id-DCH-InformationList-RL-SetupReqTDD,


id-DCH-ModifyItem,


id-DCH-ModifyItem-RL-ReconfPrepFDD,


id-DCH-ModifyItem-RL-ReconfPrepTDD,


id-DCH-ModifyItem-RL-ReconfReadyFDD,


id-DCH-ModifyItem-RL-ReconfRqstFDD,


id-DCH-ModifyItem-RL-ReconfRqstTDD,


id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,


id-DL-CCTrCH-Information-RL-ReconfPrepTDD,


id-DL-CCTrCH-Information-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-DL-CCTrChInformationItem-RL-SetupReqTDD,


id-DL-CCTrChInformationList-RL-SetupReqTDD,


id-DL-CodeInformation-PhyChReconfRqstFDD,


id-DL-DPCH-Information,


id-DL-DPCH-Information-RL-SetupReqFDD,


id-DL-DPCH-InformationList-PhyChReconfRqstTDD,


id-DL-DPCH-InformationList-RL-ReconfReadyTDD,


id-DL-EbNoTarget,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRX-Parameter,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rspns,


id-FACH-InfoForOptionalS-CCPCH,


id-FACH-InfoForS-CCPCH-CoupledToPRACH,


id-L3-Information,


id-MeasurementCharacteristics,


id-MeasurementID,


id-MultipleURAsIndicator,


id-PagingArea-PagingRqst,


id-ProcedureScope-DL-PC-Rqst,


id-RANAP-RelocationInformation,


id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupReqFDD,


id-RL-Information-RL-SetupReqTDD,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rspns,


id-RL-InformationItem-RL-SetupReqFDD,


id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-FailureInd,


id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationList-RL-RestoreInd,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationFailureList-RL-ReconfFail,


id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind,


id-ReportCharacteristics,


id-S-RNTI,


id-SAI,


id-SRNC-ID,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-TDD-ChipOffset,


id-TransportBearerIndicator,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-UL-CCTrCH-Information-RL-ReconfPrepTDD,


id-UL-CCTrCH-Information-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-UL-CCTrChInformationItem-RL-SetupReqTDD,


id-UL-CCTrChInformationList-RL-SetupReqTDD,


id-UL-DPCH-Information,


id-UL-DPCH-Information-RL-SetupReqFDD,


id-UL-DPCH-InformationList-PhyChReconfRqstTDD,


id-UL-DPCH-InformationList-RL-ReconfReadyTDD,


id-UL-EbNoTarget,


id-URA-ID,


id-UnsuccessfulRL-InformationResponse,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

FROM RNSAP-Constants;

-- **************************************************************

--

-- Common Container List

--

-- **************************************************************

DCH-IE-ContainerList {IEsSetParam} 


::= ProtocolIE-ContainerList { 1, maxNrOfDCHs,     { IEsSetParam } }

RL-IE-ContainerList {IEsSetParam} 


::= ProtocolIE-ContainerList { 1, maxNrOfRLs,      { IEsSetParam } }

CCTrCH-IE-ContainerList {IEsSetParam} 


::= ProtocolIE-ContainerList { 1, maxNrOfCCTrCHs,  { IEsSetParam } }

DL-Code-IE-ContainerList {IEsSetParam} 


::= ProtocolIE-ContainerList { 1, maxNrOfDL-Codes, { IEsSetParam } }

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkSetupRequestFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupReqFDD
CRITICALITY ignore
TYPE UL-DPCH-Information-RL-SetupReqFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupReqFDD
CRITICALITY ignore
TYPE DL-DPCH-Information-RL-SetupReqFDD

PRESENCE mandatory
} |


{ ID id-DCH-Information-RL-SetupReqFDD

CRITICALITY ignore
TYPE DCH-InformationList-RL-SetupReqFDD

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupReqFDD

CRITICALITY ignore
TYPE RL-InformationList-RL-SetupReqFDD

PRESENCE mandatory
},


...

}

UL-DPCH-Information-RL-SetupReqFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



UL-PunctureLimit,


ul-TransportFormatCombinationSet

TransportFormatCombinationSet,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-EbNoTarget




UL-EbNoTarget


OPTIONAL,


diversityMode




DiversityMode,


d-FieldLength




D-FieldLength


OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-CellIdLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


ul-meanBitRate




MeanBitRate


OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupReqFDD ::= SEQUENCE {


transportFormatCombinationSet


TransportFormatCombinationSet,


dl-DPCH-SlotNumber



DL-DPCH-SlotNumber,


tFCI-SignallingMode



TFCI-SignallingMode,


dTX-InsertionPosition



DTX-InsertionPosition,


powerOffsetInformation



SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



...


},


deltaTPC




DeltaTPC,


meanBitRate




MeanBitRate


OPTIONAL,


...

}

DCH-InformationList-RL-SetupReqFDD 


::= DCH-IE-ContainerList { DCH-InformationItemIEs-RL-SetupReqFDD }

DCH-InformationItemIEs-RL-SetupReqFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationItem-RL-SetupReqFDD
CRITICALITY ignore
TYPE DCH-InformationItem-RL-SetupReqFDD 
PRESENCE mandatory
},


...

}

DCH-InformationItem-RL-SetupReqFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


dCH-CombinationInd



DCH-CombinationInd

OPTIONAL,


rLC-Mode




RLC-Mode,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


...

}

RL-InformationList-RL-SetupReqFDD 


::= RL-IE-ContainerList { RL-InformationItemIEs-RL-SetupReqFDD }

RL-InformationItemIEs-RL-SetupReqFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupReqFDD
CRITICALITY ignore
TYPE RL-InformationItem-RL-SetupReqFDD 

PRESENCE mandatory
},


...

}

RL-InformationItem-RL-SetupReqFDD ::= SEQUENCE {


rL-ID





RL-ID,


uC-ID





UC-ID,


frameOffset




FrameOffset,


chipOffset




ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField



DiversityControlField

OPTIONAL


-- This IE is present only if the RL is not the first one in the RL-InformationList-RL-SetupReqFDD --,


dl-Power




DL-Power


OPTIONAL


-- Initial DL transmission power -- ,


cPICH-EcIo




CPICH-EcIo


OPTIONAL,


sSDT-CellID




SSDT-CellID


OPTIONAL,


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkSetupRequestTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-CCTrChInformationList-RL-SetupReqTDD
CRITICALITY ignore
TYPE UL-CCTrChInformationList-RL-SetupReqTDD
PRESENCE mandatory
} |


{ ID id-DL-CCTrChInformationList-RL-SetupReqTDD
CRITICALITY ignore
TYPE DL-CCTrChInformationList-RL-SetupReqTDD 
PRESENCE mandatory
} |


{ ID id-DCH-InformationList-RL-SetupReqTDD
CRITICALITY ignore
TYPE DCH-InformationList-RL-SetupReqTDD 
PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupReqTDD

CRITICALITY ignore
TYPE RL-Information-RL-SetupReqTDD

PRESENCE mandatory
},


...

}

UL-CCTrChInformationList-RL-SetupReqTDD


::= CCTrCH-IE-ContainerList { UL-CCTrChInformationItemIEs-RL-SetupReqTDD }

UL-CCTrChInformationItemIEs-RL-SetupReqTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrChInformationItem-RL-SetupReqTDD
CRITICALITY ignore
TYPE UL-CCTrChInformationItem-RL-SetupReqTDD 
PRESENCE mandatory
},


...

}

UL-CCTrChInformationItem-RL-SetupReqTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


-- **NOTE: is this really for DL? **


dl-TFCS





TransportFormatCombinationSet,


...

}

DL-CCTrChInformationList-RL-SetupReqTDD


::= CCTrCH-IE-ContainerList { DL-CCTrChInformationItemIEs-RL-SetupReqTDD }

DL-CCTrChInformationItemIEs-RL-SetupReqTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrChInformationItem-RL-SetupReqTDD
CRITICALITY ignore
TYPE DL-CCTrChInformationItem-RL-SetupReqTDD
PRESENCE mandatory
 },


...

}

DL-CCTrChInformationItem-RL-SetupReqTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TransportFormatCombinationSet,


...

}

DCH-InformationList-RL-SetupReqTDD 


::= DCH-IE-ContainerList { DCH-InformationItemIEs-RL-SetupReqTDD }

DCH-InformationItemIEs-RL-SetupReqTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationItem-RL-SetupReqTDD
CRITICALITY ignore
TYPE DCH-InformationItem-RL-SetupReqTDD

PRESENCE mandatory
 },


...

}

DCH-InformationItem-RL-SetupReqTDD ::= SEQUENCE {


dCH-ID





DCH-ID,



ul-cCTrCH-ID




CCTrCH-ID, -- UL CCTrCH in which the DCH is mapped


dl-cCTrCH-ID




CCTrCH-ID, -- DL CCTrCH in which the DCH is mapped


dCH-CombinationInd



DCH-CombinationInd

OPTIONAL,


rLC-Mode




RLC-Mode,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


...

}

RL-Information-RL-SetupReqTDD ::= SEQUENCE {


rL-ID





RL-ID,


uC-ID





UC-ID,


frameOffset




FrameOffset,


dl-Power




DL-Power


OPTIONAL


-- Initial DL transmission power -- ,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


...

}

RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkSetupResponseFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 


















PRESENCE mandatory
} |


{ ID id-UL-EbNoTarget



CRITICALITY ignore
TYPE UL-EbNoTarget 



PRESENCE optional
} |


{ ID id-DL-EbNoTarget



CRITICALITY ignore
TYPE DL-EbNoTarget 



PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= RL-IE-ContainerList { RL-InformationResponseItemIEs-RL-SetupRspFDD }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



UL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-SetupRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp OPTIONAL,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-SetupRspFDD

DL-CodeInformationItem-RL-SetupRspFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-SetupRspFDD

DCH-InformationResponseList-RL-SetupRspFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspFDD

DCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

-- ** NOTE: Both FDD and TDD messages use these definitions **

NeighbouringFDD-CellInformationList-RL-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-SetupRsp

NeighbouringFDD-CellInformationItem-RL-SetupRsp ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


p-CPICH-Power




P-CPICH-Power


OPTIONAL,


...

}

NeighbouringTDD-CellInformationList-RL-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-SetupRsp

NeighbouringTDD-CellInformationItem-RL-SetupRsp ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameter




CellParameter,


pSCH-PCCPCH-Allocation



PSCH-PCCPCH-Allocation,


pSCH-PCCPCH-TimeSlot



PSCH-PCCPCH-TimeSlot,


pCCPCH-TimeSlot




PCCPCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


...

}

RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupResponseFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkSetupResponseTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE mandatory
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



UL-InterferenceLevel,


ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp
OPTIONAL,


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-CCTrCHInformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD

UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD,


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-DPCH-InformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-SetupRspTDD

-- **NOTE: UL-DPCH-InformationItem-RL-SetupRspTDD and DL-DPCH-InformationItem-RL-SetupRspTDD

--         are currently similar. Combine them? **

UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


dPCH-Offset




DPCH-Offset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CCTrCHInformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-DPCH-InformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-SetupRspTDD

DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


dPCH-Offset




DPCH-Offset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,



...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspTDD

DCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupResponseTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkSetupFailureFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE mandatory
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE mandatory
} |


{ ID id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

















PRESENCE mandatory
} |


{ ID id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD









CRITICALITY ignore
TYPE SuccessfulRL-InformationResponseList-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= RL-IE-ContainerList { UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= RL-IE-ContainerList { SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD








CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



UL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-SetupFailureFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupFailureFDD OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupFailureFDD OPTIONAL,


ul-EbNoTarget




UL-EbNo,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


dl-EbNoTarget




DL-EbNo,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-SetupFailureFDD

DL-CodeInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-SetupFailureFDD

DCH-InformationResponseList-RL-SetupFailureFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupFailureFDD

DCH-InformationResponseItem-RL-SetupFailureFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

NeighbouringFDD-CellInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD

NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


p-CPICH-Power




P-CPICH-Power


OPTIONAL,


...

}

NeighbouringTDD-CellInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD

NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameter




CellParameter,


pSCH-PCCPCH-Allocation



PSCH-PCCPCH-Allocation,


pSCH-PCCPCH-TimeSlot



PSCH-PCCPCH-TimeSlot,


pCCPCH-TimeSlot




PCCPCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


...

}

RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkSetupFailureTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD










CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD



















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


...

}

RadioLinkSetupFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkAdditionRequestFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-EbNoTarget



CRITICALITY ignore
TYPE UL-EbNoTarget



PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY ignore
TYPE RL-InformationList-RL-AdditionRqstFDD
PRESENCE mandatory
},


...

}

RL-InformationList-RL-AdditionRqstFDD


::= RL-IE-ContainerList { RL-Information-RL-AdditionRqstFDD-IEs }

RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstFDD
CRITICALITY ignore
TYPE RL-Information-RL-AdditionRqstFDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID





RL-ID,


uC-ID





UC-ID,


frameOffset




FrameOffset,


chipOffset




ChipOffset,


diversityControlField



DiversityControlField,


cPICH-EcIo




CPICH-EcIo


OPTIONAL,


sSDT-CellID




SSDT-CellID


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkAdditionRequestTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstTDD
CRITICALITY ignore
TYPE RL-Information-RL-AdditionRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


uC-ID





UC-ID,


frameOffset




FrameOffset,


chipOffset




ChipOffset,


diversityControlField



DiversityControlField,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP,


...

}

RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkAdditionResponseFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-AdditionRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-AdditionRspFDD 


















PRESENCE mandatory
},


...

}

RL-InformationResponseList-RL-AdditionRspFDD 

::= RL-IE-ContainerList { RL-InformationResponseItemIEs-RL-AdditionRspFDD }

RL-InformationResponseItemIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-AdditionRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-AdditionRspFDD 
PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



UL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp OPTIONAL,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-AdditionRspFDD

DL-CodeInformationItem-RL-AdditionRspFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-AdditionRspFDD

DCH-InformationResponseList-RL-AdditionRspFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionRspFDD

DCH-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

-- ** NOTE: Both FDD and TDD messages use these definitions **

NeighbouringFDD-CellInformationList-RL-AdditionRsp ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-AdditionRsp

NeighbouringFDD-CellInformationItem-RL-AdditionRsp ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


p-CPICH-Power




P-CPICH-Power


OPTIONAL,


...

}

NeighbouringTDD-CellInformationList-RL-AdditionRsp ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-AdditionRsp

NeighbouringTDD-CellInformationItem-RL-AdditionRsp ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameter




CellParameter,


pSCH-PCCPCH-Allocation



PSCH-PCCPCH-Allocation,


pSCH-PCCPCH-TimeSlot



PSCH-PCCPCH-TimeSlot,


pCCPCH-TimeSlot




PCCPCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


...

}

RadioLinkAdditionResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionResponseFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkAdditionResponseTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-AdditionRspTDD









CRITICALITY ignore
TYPE RL-InformationResponse-RL-AdditionRspTDD 
PRESENCE mandatory
},


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



UL-InterferenceLevel,


ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-AdditionRspTDD,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-AdditionRspTDD,


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-AdditionRspFDD

DCH-InformationResponseList-RL-AdditionRspFDD
OPTIONAL



}


}









OPTIONAL,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-AdditionRspTDD 
OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-AdditionRspTDD
OPTIONAL,


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-CCTrCHInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-AdditionRspTDD

UL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-AdditionRspTDD,


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-DPCH-InformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-AdditionRspTDD

UL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


dPCH-Offset




DPCH-Offset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CCTrCHInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-AdditionRspTDD

DL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-AdditionRspTDD,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-DPCH-InformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-AdditionRspTDD

DL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


dPCH-Offset




DPCH-Offset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,



...

}

NeighbouringFDD-CellInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-AdditionRspTDD

NeighbouringFDD-CellInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


p-CPICH-Power




P-CPICH-Power


OPTIONAL,


...

}

NeighbouringTDD-CellInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-AdditionRspTDD

NeighbouringTDD-CellInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameter




CellParameter,


pSCH-PCCPCH-Allocation



PSCH-PCCPCH-Allocation,


pSCH-PCCPCH-TimeSlot



PSCH-PCCPCH-TimeSlot,


pCCPCH-TimeSlot




PCCPCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


...

}

RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionResponseTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkAdditionFailureFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

















PRESENCE mandatory
} |


{ ID id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD









CRITICALITY ignore
TYPE SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= RL-IE-ContainerList { UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs }

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


...

}

SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= RL-IE-ContainerList { SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs }

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



UL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionFailureFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-AdditionFailureFDD OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-AdditionFailureFDD OPTIONAL,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-AdditionFailureFDD

DL-CodeInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


dl-ChannelisationCode



DL-ChannelisationCode,


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-AdditionFailureFDD

DCH-InformationResponseList-RL-AdditionFailureFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionFailureFDD

DCH-InformationResponseItem-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

NeighbouringFDD-CellInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD

NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


cPICH-Power




CPICH-Power


OPTIONAL,


...

}

NeighbouringTDD-CellInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD

NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


uC-ID





UC-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameter




CellParameter,


pSCH-PCCPCH-Allocation



PSCH-PCCPCH-Allocation,


pSCH-PCCPCH-TimeSlot



PSCH-PCCPCH-TimeSlot,


pCCPCH-TimeSlot




PCCPCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


...

}

RadioLinkAdditionFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionFailureFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE TDD

--

-- **************************************************************

RadioLinkAdditionFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkAdditionFailureTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkAdditionFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse
CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse

PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


...

}

RadioLinkAdditionFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionFailureTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION REQUEST

--

-- **************************************************************

RadioLinkDeletionRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkDeletionRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkDeletionRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkDeletionRequest-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkDeletionRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-DeletionRqst
CRITICALITY ignore
TYPE RL-InformationList-RL-DeletionRqst

PRESENCE mandatory
},


...

}

RL-InformationList-RL-DeletionRqst


::= RL-IE-ContainerList { RL-Information-RL-DeletionRqst-IEs }

RL-Information-RL-DeletionRqst-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-DeletionRqst

CRITICALITY ignore
TYPE RL-Information-RL-DeletionRqst

PRESENCE mandatory
},


...

}

RL-Information-RL-DeletionRqst ::= SEQUENCE {


rL-ID





RL-ID,


...

}

RadioLinkDeletionRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkDeletionRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION RESPONSE

--

-- **************************************************************

RadioLinkDeletionResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkDeletionResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkDeletionResponse-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkDeletionResponse-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkDeletionResponse-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkDeletionResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkDeletionResponse-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationPrepareFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime



PRESENCE mandatory
} |


{ ID id-UL-DPCH-Information


CRITICALITY ignore
TYPE UL-DPCH-Information


PRESENCE optional
} |


{ ID id-DL-DPCH-Information


CRITICALITY ignore
TYPE DL-DPCH-Information


PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-RL-InformationList-RL-ReconfPrepFDD
CRITICALITY ignore
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE mandatory
},


...

}

UL-DPCH-Information ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode
OPTIONAL,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength OPTIONAL,


maxNrOfUL-DPDCHs



MaxNrOfUL-DPCHs

OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 --,


ul-PunctureLimit



UL-PunctureLimit
OPTIONAL,


tFCS





TransportFormatCombinationSet OPTIONAL,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat
OPTIONAL,


sSDT-CellIDLength



SSDT-CellID-Length
OPTIONAL,


s-FieldLength




S-FieldLength

OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


...

}

DL-DPCH-Information ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


dl-DPCCH-SlotFormat



DL-DPCCH-SlotFormat
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode
OPTIONAL,


dTX-InsertionPoint



DTX-InsertionPoint
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


...

}

DCH-ModifyList-RL-ReconfPrepFDD



::= DCH-IE-ContainerList { DCH-Modify-RL-ReconfPrepFDD-IEs }

DCH-Modify-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfPrepFDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


...

}

DCH-AddList-RL-ReconfPrepFDD



::= DCH-IE-ContainerList { DCH-Add-RL-ReconfPrepFDD-IEs }

DCH-Add-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfPrepFDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


...

}

DCH-DeleteList-RL-ReconfPrepFDD



::= DCH-IE-ContainerList { DCH-Delete-RL-ReconfPrepFDD-IEs }

DCH-Delete-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-DeleteItem-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE DCH-DeleteItem-RL-ReconfPrepFDD

PRESENCE mandatory
},


...

}

DCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


...

}

RL-InformationList-RL-ReconfPrepFDD


::= RL-IE-ContainerList { RL-Information-RL-ReconfPrepFDD-IEs }

RL-Information-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDD

CRITICALITY ignore
TYPE RL-Information-RL-ReconfPrepFDD

PRESENCE mandatory
},


...

}

RL-Information-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID





RL-ID,


sSDT-Indication




SSDT-Indication

OPTIONAL,


sSDT-CellIdentity



SSDT-CellID

OPTIONAL


-- The IE may be present if the sSDT-Indication is set to 'sSDT-active-in-the-UE' --,


...

}

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationPrepareFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationPrepareTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD










CRITICALITY ignore
TYPE UL-CCTrCH-InformationList-RL-ReconfPrepTDD
PRESENCE mandatory
} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD










CRITICALITY ignore
TYPE DL-CCTrCH-InformationList-RL-ReconfPrepTDD
PRESENCE mandatory
} |


{ ID id-DCH-ModifyList-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfPrepTDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfPrepTDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfPrepTDD

PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationList-RL-ReconfPrepTDD

::= CCTrCH-IE-ContainerList { UL-CCTrCH-Information-RL-ReconfPrepTDD-IEs }

UL-CCTrCH-Information-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-Information-RL-ReconfPrepTDD
CRITICALITY ignore
TYPE UL-CCTrCH-Information-RL-ReconfPrepTDD
PRESENCE mandatory
},


...

}

UL-CCTrCH-Information-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet

OPTIONAL,


...

}

DL-CCTrCH-InformationList-RL-ReconfPrepTDD

::= CCTrCH-IE-ContainerList { DL-CCTrCH-Information-RL-ReconfPrepTDD-IEs }

DL-CCTrCH-Information-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-Information-RL-ReconfPrepTDD
CRITICALITY ignore
TYPE DL-CCTrCH-Information-RL-ReconfPrepTDD
PRESENCE mandatory
},


...

}

DL-CCTrCH-Information-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet

OPTIONAL,


...

}

DCH-ModifyList-RL-ReconfPrepTDD



::= DCH-IE-ContainerList { DCH-Modify-RL-ReconfPrepTDD-IEs }

DCH-Modify-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfPrepTDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


...

}

DCH-AddList-RL-ReconfPrepTDD



::= DCH-IE-ContainerList { DCH-Add-RL-ReconfPrepTDD-IEs }

DCH-Add-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfPrepTDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


ul-CCTrCH-ID




CCTrCH-ID,


dl-CCTrCH-ID




CCTrCH-ID,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


...

}

DCH-DeleteList-RL-ReconfPrepTDD



::= DCH-IE-ContainerList { DCH-Delete-RL-ReconfPrepTDD-IEs }

DCH-Delete-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-DeleteItem-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-DeleteItem-RL-ReconfPrepTDD

PRESENCE mandatory
},


...

}

DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


...

}

RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationPrepareTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY FDD

--

-- **************************************************************

RadioLinkReconfigurationReadyFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationReadyFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfReadyFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfReadyFDD

















PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfReadyFDD

::= RL-IE-ContainerList { RL-InformationResponse-RL-ReconfReadyFDD-IEs }

RL-InformationResponse-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfReadyFDD










CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfReadyFDD



















PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD ::= SEQUENCE {


rL-ID





RL-ID,


max-UL-EbNo




UL-EbNo,


min-UL-EbNo




UL-EbNo,


dCHsToBeAdded




DCH-AddList-RL-ReconfReadyFDD


OPTIONAL,


dCHsToBeModified



DCH-ModifyList-RL-ReconfReadyFDD

OPTIONAL,


...

}

DCH-AddList-RL-ReconfReadyFDD



::= DCH-IE-ContainerList { DCH-Add-RL-ReconfReadyFDD-IEs }

DCH-Add-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfReadyFDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfReadyFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

DCH-ModifyList-RL-ReconfReadyFDD


::= DCH-IE-ContainerList { DCH-Modify-RL-ReconfReadyFDD-IEs }

DCH-Modify-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfReadyFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

RadioLinkReconfigurationReadyFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationReadyFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY TDD

--

-- **************************************************************

RadioLinkReconfigurationReadyTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationReadyTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-ReconfReadyTDD








CRITICALITY ignore
TYPE RL-InformationResponse-RL-ReconfReadyTDD
PRESENCE optional
},


...

}

RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE {


rL-ID





RL-ID,


max-UL-EbNo




UL-EbNo,


min-UL-EbNo




UL-EbNo,


ul-CCTrCH-Information



UL-CCTrCH-InformationList-RL-ReconfReadyTDD 
OPTIONAL,


dl-CCTrCH-Information



DL-CCTrCH-InformationList-RL-ReconfReadyTDD
OPTIONAL,


dCHsToBeAdded




DCH-AddList-RL-ReconfReadyTDD


OPTIONAL,


dCHsToBeModified



DCH-ModifyList-RL-ReconfReadyTDD

OPTIONAL,


...

}

UL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= CCTrCH-IE-ContainerList { UL-CCTrCH-InformationList-RL-ReconfReadyTDD-IEs }

UL-CCTrCH-InformationList-RL-ReconfReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CCTrCH-ID



CRITICALITY ignore
TYPE CCTrCH-ID




PRESENCE mandatory
} |


{ ID id-UL-DPCH-InformationList-RL-ReconfReadyTDD










CRITICALITY ignore
TYPE UL-DPCH-InformationList-RL-ReconfReadyTDD

















PRESENCE mandatory
},


...

}

UL-DPCH-InformationList-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



dPCH-Offset




DPCH-Offset



OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



...


}

DL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= CCTrCH-IE-ContainerList { DL-CCTrCH-InformationList-RL-ReconfReadyTDD-IEs }

DL-CCTrCH-InformationList-RL-ReconfReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CCTrCH-ID



CRITICALITY ignore
TYPE CCTrCH-ID




PRESENCE mandatory
} |


{ ID id-DL-DPCH-InformationList-RL-ReconfReadyTDD










CRITICALITY ignore
TYPE DL-DPCH-InformationList-RL-ReconfReadyTDD

















PRESENCE mandatory
},


...

}

DL-DPCH-InformationList-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



dPCH-Offset




DPCH-Offset



OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



...


}

DCH-AddList-RL-ReconfReadyTDD



::= DCH-IE-ContainerList { DCH-Add-RL-ReconfReadyTDD-IEs }

DCH-Add-RL-ReconfReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem



CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfReadyTDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfReadyTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

DCH-ModifyList-RL-ReconfReadyTDD


::= DCH-IE-ContainerList { DCH-Modify-RL-ReconfReadyTDD-IEs }

DCH-Modify-RL-ReconfReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem



CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfReadyTDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


...

}

RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationReadyTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCommit-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationCommit-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
},


...

}

RadioLinkReconfigurationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationCommit-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION FAILURE

--

-- **************************************************************

RadioLinkReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationFailure-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationFailure-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-RL-ReconfigurationFailureList-RL-ReconfFail










CRITICALITY ignore
TYPE RL-ReconfigurationFailureList-RL-ReconfFail

















PRESENCE mandatory
},


...

}

RL-ReconfigurationFailureList-RL-ReconfFail

::= RL-IE-ContainerList { RL-ReconfigurationFailure-RL-ReconfFail-IEs }

RL-ReconfigurationFailure-RL-ReconfFail-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-ReconfigurationFailure-RL-ReconfFail
CRITICALITY ignore
TYPE RL-ReconfigurationFailure-RL-ReconfFail
PRESENCE mandatory
},


...

}

RL-ReconfigurationFailure-RL-ReconfFail ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


...

}

RadioLinkReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationFailure-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION CANCEL

--

-- **************************************************************

RadioLinkReconfigurationCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCancel-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCancel-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationCancel-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationCancel-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkReconfigurationCancel-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationCancel-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationRequestFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime



PRESENCE mandatory
} |


{ ID id-UL-DPCH-Information


CRITICALITY ignore
TYPE UL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-Information


CRITICALITY ignore
TYPE DL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


...

}

DCH-ModifyList-RL-ReconfRqstFDD



::= DCH-IE-ContainerList { DCH-Modify-RL-ReconfRqstFDD-IEs }

DCH-Modify-RL-ReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


...

}

DCH-AddList-RL-ReconfRqstFDD



::= DCH-IE-ContainerList { DCH-Add-RL-ReconfRqstFDD-IEs }

DCH-Add-RL-ReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


...

}

DCH-DeleteList-RL-ReconfRqstFDD



::= DCH-IE-ContainerList { DCH-Delete-RL-ReconfRqstFDD-IEs }

DCH-Delete-RL-ReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-DeleteItem-RL-ReconfRqstFDD

CRITICALITY ignore
TYPE DCH-DeleteItem-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

DCH-DeleteItem-RL-ReconfRqstFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


...

}

RadioLinkReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationRequestTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY ignore
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD










CRITICALITY ignore
TYPE UL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE mandatory
} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD










CRITICALITY ignore
TYPE DL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE mandatory
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfRqstTDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfRqstTDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList { UL-CCTrCH-Information-RL-ReconfRqstTDD-IEs }

UL-CCTrCH-Information-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-Information-RL-ReconfRqstTDD
CRITICALITY ignore
TYPE UL-CCTrCH-Information-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

UL-CCTrCH-Information-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet,


...

}

DL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList { DL-CCTrCH-Information-RL-ReconfRqstTDD-IEs }

DL-CCTrCH-Information-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-Information-RL-ReconfRqstTDD
CRITICALITY ignore
TYPE DL-CCTrCH-Information-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

DL-CCTrCH-Information-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet,


...

}

DCH-ModifyList-RL-ReconfRqstTDD



::= DCH-IE-ContainerList { DCH-Modify-RL-ReconfRqstTDD-IEs }

DCH-Modify-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyItem-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-ModifyItem-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


...

}

DCH-AddList-RL-ReconfRqstTDD



::= DCH-IE-ContainerList { DCH-Add-RL-ReconfRqstTDD-IEs }

DCH-Add-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddItem-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-AddItem-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


ul-CCTrCH-ID




CCTrCH-ID,


dl-CCTrCH-ID




CCTrCH-ID,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


...

}

DCH-DeleteList-RL-ReconfRqstTDD



::= DCH-IE-ContainerList { DCH-Delete-RL-ReconfRqstTDD-IEs }

DCH-Delete-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-DeleteItem-RL-ReconfRqstTDD

CRITICALITY ignore
TYPE DCH-DeleteItem-RL-ReconfRqstTDD

PRESENCE mandatory
},


...

}

DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


...

}

RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE FDD

--

-- **************************************************************

RadioLinkReconfigurationResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponseFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationResponseFDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkReconfigurationResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationResponseFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE TDD

--

-- **************************************************************

RadioLinkReconfigurationResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponseTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkReconfigurationResponseTDD-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkReconfigurationResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkReconfigurationResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationResponseTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK FAILURE INDICATION

--

-- **************************************************************

RadioLinkFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkFailureIndication-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkFailureIndication-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkFailureIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-FailureInd
CRITICALITY ignore
TYPE RL-InformationList-RL-FailureInd

PRESENCE mandatory
},


...

}

RL-InformationList-RL-FailureInd

 
::= RL-IE-ContainerList { RL-Information-RL-FailureInd-IEs }

RL-Information-RL-FailureInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-FailureInd

CRITICALITY ignore
TYPE RL-Information-RL-FailureInd

PRESENCE mandatory
},


...

}

RL-Information-RL-FailureInd ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


...

} 

RadioLinkFailureIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkFailureIndication-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkRestoreIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkRestoreIndication-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkRestoreIndication-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-RestoreInd
CRITICALITY ignore
TYPE RL-InformationList-RL-RestoreInd

PRESENCE mandatory
},


...

}

RL-InformationList-RL-RestoreInd

 
::= RL-IE-ContainerList { RL-Information-RL-RestoreInd-IEs }

RL-Information-RL-RestoreInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-RestoreInd

CRITICALITY ignore
TYPE RL-Information-RL-RestoreInd

PRESENCE mandatory
},


...

}

RL-Information-RL-RestoreInd ::= SEQUENCE {


rL-ID





RL-ID,


...

} 

RadioLinkRestoreIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkRestoreIndication-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DOWNLINK POWER CONTROL REQUEST

--

-- **************************************************************

DownlinkPowerControlRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkPowerControlRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DownlinkPowerControlRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DownlinkPowerControlRequest-PrivateExtensions}}            OPTIONAL,


...

}

DownlinkPowerControlRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-ProcedureScope-DL-PC-Rqst

CRITICALITY ignore
TYPE ProcedureScope-DL-PC-Rqst


PRESENCE mandatory
},


...

}

ProcedureScope-DL-PC-Rqst ::= CHOICE {


allRLs





DL-ReferencePower,


individualRLs




DL-ReferencePowerInformationList-DL-PC-Rqst,


...

}

DL-ReferencePowerInformationList-DL-PC-Rqst 

::= RL-IE-ContainerList { DL-ReferencePowerInformation-DL-PC-Rqst-IEs }

DL-ReferencePowerInformation-DL-PC-Rqst-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-ReferencePowerInformation-DL-PC-Rqst
CRITICALITY ignore
TYPE DL-ReferencePowerInformation-DL-PC-Rqst
PRESENCE mandatory
},


...

}

DL-ReferencePowerInformation-DL-PC-Rqst ::= SEQUENCE {


rL-ID





RL-ID,


dl-ReferencePower



DL-ReferencePower,


...

}

DownlinkPowerControlRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DownlinkPowerControlRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{PhysicalChannelReconfigurationRequestFDD-PrivateExtensions}}            OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstFDD
CRITICALITY ignore
TYPE RL-Information-PhyChReconfRqstFDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstFDD ::= SEQUENCE {


rL-ID





RL-ID,


dl-CodeInformations



DL-CodeInformationList-PhyChReconfRqstFDD,


...

}

DL-CodeInformationList-PhyChReconfRqstFDD 

::= DL-Code-IE-ContainerList { DL-CodeInformation-PhyChReconfRqstFDD-IEs }

DL-CodeInformation-PhyChReconfRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformation-PhyChReconfRqstFDD
CRITICALITY ignore
TYPE DL-CodeInformation-PhyChReconfRqstFDD
PRESENCE mandatory
},


...

}

DL-CodeInformation-PhyChReconfRqstFDD ::= SEQUENCE {


dl-scramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


...

}

PhysicalChannelReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationRequestFDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{PhysicalChannelReconfigurationRequestTDD-PrivateExtensions}}            OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstTDD
CRITICALITY ignore
TYPE RL-Information-PhyChReconfRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


ul-CCTrCH-Information



UL-CCTrCH-InformationList-PhyChReconfRqstTDD,


dl-CCTrCH-Information



DL-CCTrCH-InformationList-PhyChReconfRqstTDD,


...

}

UL-CCTrCH-InformationList-PhyChReconfRqstTDD 

::= CCTrCH-IE-ContainerList { UL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs }

UL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CCTrCH-ID



CRITICALITY ignore
TYPE CCTrCH-ID




PRESENCE mandatory
} |


{ ID id-UL-DPCH-InformationList-PhyChReconfRqstTDD










CRITICALITY ignore
TYPE UL-DPCH-InformationList-PhyChReconfRqstTDD

















PRESENCE mandatory
},


...

}

-- List items have same criticality as parent

UL-DPCH-InformationList-PhyChReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



dPCH-Offset




DPCH-Offset



OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



...


}

DL-CCTrCH-InformationList-PhyChReconfRqstTDD 

::= CCTrCH-IE-ContainerList { DL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs }

DL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CCTrCH-ID



CRITICALITY ignore
TYPE CCTrCH-ID




PRESENCE mandatory
} |


{ ID id-DL-DPCH-InformationList-PhyChReconfRqstTDD










CRITICALITY ignore
TYPE DL-DPCH-InformationList-PhyChReconfRqstTDD

















PRESENCE mandatory
},


...

}

-- List items have same criticality as parent

DL-DPCH-InformationList-PhyChReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF


SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



dPCH-Offset




DPCH-Offset



OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



...


}

PhysicalChannelReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationRequestTDD-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMMAND

--

-- **************************************************************

PhysicalChannelReconfigurationCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationCommand-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationCommand-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{PhysicalChannelReconfigurationCommand-PrivateExtensions}}            OPTIONAL,


...

}

PhysicalChannelReconfigurationCommand-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
},


...

}

PhysicalChannelReconfigurationCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationCommand-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- **************************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationFailure-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{PhysicalChannelReconfigurationFailure-PrivateExtensions}}            OPTIONAL,


...

}

PhysicalChannelReconfigurationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

PhysicalChannelReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationFailure-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UPLINK SIGNALLING TRANSFER INDICATION

--

-- **************************************************************

UplinkSignallingTransferIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UplinkSignallingTransferIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{UplinkSignallingTransferIndication-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{UplinkSignallingTransferIndication-PrivateExtensions}}            OPTIONAL,


...

}

UplinkSignallingTransferIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UC-ID




CRITICALITY ignore
TYPE UC-ID




PRESENCE mandatory
} |


{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE mandatory
} |


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-URA-ID




CRITICALITY ignore
TYPE URA-ID




PRESENCE mandatory
} |


{ ID id-MultipleURAsIndicator


CRITICALITY ignore
TYPE MultipleURAsIndicator


PRESENCE mandatory
} |


{ ID id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind










CRITICALITY ignore
TYPE RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind



















PRESENCE mandatory
},


...

}

-- All RNC-IDs share same criticality!

RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind ::= SEQUENCE (SIZE (1..maxRNCinURA)) OF


SEQUENCE {



rNC-ID





RNC-ID,



...


}

UplinkSignallingTransferIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UplinkSignallingTransferIndication-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DOWNLINK SIGNALLING TRANSFER REQUEST

--

-- **************************************************************

DownlinkSignallingTransferRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkSignallingTransferRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DownlinkSignallingTransferRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DownlinkSignallingTransferRequest-PrivateExtensions}}            OPTIONAL,


...

}

DownlinkSignallingTransferRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UC-ID




CRITICALITY ignore
TYPE UC-ID




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE mandatory
} |


{ ID id-D-RNTI-ReleaseIndication

CRITICALITY ignore
TYPE D-RNTI-ReleaseIndication


PRESENCE mandatory
},


...

}

DownlinkSignallingTransferRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DownlinkSignallingTransferRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION COMMIT

--

-- **************************************************************

RelocationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RelocationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RelocationCommit-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RelocationCommit-PrivateExtensions}}            OPTIONAL,


...

}

RelocationCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-RANAP-RelocationInformation

CRITICALITY ignore
TYPE RANAP-RelocationInformation

PRESENCE mandatory
},


...

}

RelocationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationCommit-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PAGING REQUEST

--

-- **************************************************************

PagingRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PagingRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PagingRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{PagingRequest-PrivateExtensions}}            OPTIONAL,


...

}

PagingRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-PagingArea-PagingRqst


CRITICALITY ignore
TYPE PagingArea-PagingRqst


PRESENCE mandatory
} |


{ ID id-SRNC-ID




CRITICALITY ignore
TYPE SRNC-ID




PRESENCE mandatory
} |


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-DRX-Parameter



CRITICALITY ignore
TYPE DRX-Parameter



PRESENCE mandatory
},


...

}

PagingArea-PagingRqst ::= CHOICE {


uRA





URA-ID,


cell





UC-ID,


...

}

PagingRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PagingRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

DedicatedMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DedicatedMeasurementInitiationRequest-PrivateExtensions}}            OPTIONAL,


...

}

DedicatedMeasurementInitiationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rqst
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rqst
PRESENCE mandatory
} |


{ ID id-MeasurementCharacteristics

CRITICALITY ignore
TYPE MeasurementCharacteristics


PRESENCE mandatory
} |


{ ID id-ReportCharacteristics


CRITICALITY ignore
TYPE ReportCharacteristics


PRESENCE mandatory
},


...

}

DedicatedMeasurementObjectType-DM-Rqst ::= CHOICE {


rLs





RL-InformationList-DM-Rqst,


...

}

RL-InformationList-DM-Rqst




::= RL-IE-ContainerList { RL-Information-DM-Rqst-IEs }

RL-Information-DM-Rqst-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rqst

CRITICALITY ignore
TYPE RL-InformationItem-DM-Rqst


PRESENCE mandatory
},


...

}

RL-InformationItem-DM-Rqst ::= SEQUENCE {


rL-ID





RL-ID,


dedicatedMeasurementValue


DedicatedMeasurementValue,


...

}

DedicatedMeasurementInitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementInitiationRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

DedicatedMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationResponse-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DedicatedMeasurementInitiationResponse-PrivateExtensions}}            OPTIONAL,


...

}

DedicatedMeasurementInitiationResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rspns
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rspns
PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
},


...

}

DedicatedMeasurementObjectType-DM-Rspns ::= CHOICE {


rLs





RL-InformationList-DM-Rspns,


allRL





AllRL-Information-DM-Rspns,


...

}

RL-InformationList-DM-Rspns




::= RL-IE-ContainerList { RL-Information-DM-Rspns-IEs }

RL-Information-DM-Rspns-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rspns

CRITICALITY ignore
TYPE RL-InformationItem-DM-Rspns

PRESENCE mandatory
},


...

}

RL-InformationItem-DM-Rspns ::= SEQUENCE {


rL-ID





RL-ID,


dedicatedMeasurementValue


DedicatedMeasurementValue,


...

}

AllRL-Information-DM-Rspns ::= SEQUENCE {


dedicatedMeasurementValue


DedicatedMeasurementValue,


...

}

DedicatedMeasurementInitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementInitiationResponse-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

DedicatedMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationFailure-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DedicatedMeasurementInitiationFailure-PrivateExtensions}}            OPTIONAL,


...

}

DedicatedMeasurementInitiationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

DedicatedMeasurementInitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementInitiationFailure-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT REPORT

--

-- **************************************************************

DedicatedMeasurementReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementReport-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementReport-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DedicatedMeasurementReport-PrivateExtensions}}            OPTIONAL,


...

}

DedicatedMeasurementReport-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rprt
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rprt
PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE optional
},


...

}

DedicatedMeasurementObjectType-DM-Rprt ::= CHOICE {


rLs





RL-InformationList-DM-Rprt,


allRL





AllRL-Information-DM-Rprt,


...

}

RL-InformationList-DM-Rprt




::= RL-IE-ContainerList { RL-Information-DM-Rprt-IEs }

RL-Information-DM-Rprt-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rprt

CRITICALITY ignore
TYPE RL-InformationItem-DM-Rprt


PRESENCE mandatory
},


...

}

RL-InformationItem-DM-Rprt ::= SEQUENCE {


rL-ID





RL-ID,


dedicatedMeasurementValue


DedicatedMeasurementValue,


...

}

AllRL-Information-DM-Rprt ::= SEQUENCE {


dedicatedMeasurementValue


DedicatedMeasurementValue,


...

}

DedicatedMeasurementReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementReport-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

DedicatedMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementTerminationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementTerminationRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DedicatedMeasurementTerminationRequest-PrivateExtensions}}            OPTIONAL,


...

}

DedicatedMeasurementTerminationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
},


...

}

DedicatedMeasurementTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementTerminationRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

DedicatedMeasurementFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementFailureIndication-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DedicatedMeasurementFailureIndication-PrivateExtensions}}            OPTIONAL,


...

}

DedicatedMeasurementFailureIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

DedicatedMeasurementFailureIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementFailureIndication-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

--

-- **************************************************************

CommonTransportChannelResourcesReleaseRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesReleaseRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesReleaseRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CommonTransportChannelResourcesReleaseRequest-PrivateExtensions}}            OPTIONAL,


...

}

CommonTransportChannelResourcesReleaseRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE optional
},


...

}

CommonTransportChannelResourcesReleaseRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelResourcesReleaseRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- LOAD INFORMATION REQUEST

--

-- **************************************************************

LoadInformationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{LoadInformationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{LoadInformationRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{LoadInformationRequest-PrivateExtensions}}            OPTIONAL,


...

}

LoadInformationRequest-IEs RNSAP-PROTOCOL-IES ::= {


...

}

LoadInformationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

LoadInformationRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- LOAD INFORMATION INDICATION

--

-- **************************************************************

LoadInformationIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{LoadInformationIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{LoadInformationIndication-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{LoadInformationIndication-PrivateExtensions}}            OPTIONAL,


...

}

LoadInformationIndication-IEs RNSAP-PROTOCOL-IES ::= {


...

}

LoadInformationIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

LoadInformationIndication-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL REQUEST

--

-- **************************************************************

CommonTransportChannelRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CommonTransportChannelRequest-PrivateExtensions}}            OPTIONAL,


...

}

CommonTransportChannelRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-TransportBearerRequestIndicator

CRITICALITY ignore
TYPE TransportBearerRequestIndicator

PRESENCE mandatory
} |


{ ID id-TransportBearerIndicator

CRITICALITY ignore
TYPE TransportBearerIndicator


PRESENCE optional
},


...

}

CommonTransportChannelRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESPONSE

--

-- **************************************************************

CommonTransportChannelResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResponse-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CommonTransportChannelResponse-PrivateExtensions}}            OPTIONAL,


...

}

CommonTransportChannelResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-FACH-InfoForS-CCPCH-CoupledToPRACH
CRITICALITY ignore
TYPE FACH-InfoForS-CCPCH-CoupledToPRACH

PRESENCE mandatory
} |


{ ID id-FACH-InfoForOptionalS-CCPCH

CRITICALITY ignore
TYPE FACH-InfoForOptionalS-CCPCH

PRESENCE optional
} |


{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
} |


{ ID id-BindingID



CRITICALITY ignore
TYPE BindingID




PRESENCE optional
},


...

}

FACH-InfoForS-CCPCH-CoupledToPRACH ::= SEQUENCE {


priorityIndicatorAndInitialWindowSizes

PriorityIndicatorAndInitialWindowSizeList,


...

}

PriorityIndicatorAndInitialWindowSizeList ::= SEQUENCE (SIZE (1..16)) OF


SEQUENCE {



fACH-PriorityIndicator



FACH-PriorityIndicator,



fACH-DataFrameSizes



FACH-DataFrameSizeList,



fACH-InitialWindowSize



FACH-InitialWindowSize,



...


}

FACH-DataFrameSizeList ::= SEQUENCE (SIZE (1..maxNrOfFACH-FD-Size)) OF


SEQUENCE {



fACH-DataFrameSize



FACH-DataFrameSize,



...


}

FACH-InfoForOptionalS-CCPCH ::= SEQUENCE {


fDD-S-CCPCH-Offset



FDD-S-CCPCH-Offset,


dl-ScramblingCode



ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-FL-ChannelisationCodeNumber,


dl-tFCS





TransportFormatCombinationSet,


secondaryCCPCH-SlotFormat


SecondaryCCPCH-SlotFormat,


pilotBitsUsedIndicator



PilotBitsUsedIndicator,


dTX-InsertionPosition



DTX-InsertionPosition,


sSDT-Indication




SSDT-Indication,


priorityIndicatorAndInitialWindowSizeList
PriorityIndicatorAndInitialWindowSizeList,


fACH-DataFrameSize



FACH-DataFrameSize,


fACH-InitialWindowSize



FACH-InitialWindowSize,


...

}

CommonTransportChannelResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelResponse-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK LOAD INDICATION

--

-- **************************************************************

RadioLinkLoadIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkLoadIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkLoadIndication-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{RadioLinkLoadIndication-PrivateExtensions}}            OPTIONAL,


...

}

RadioLinkLoadIndication-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkLoadIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkLoadIndication-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- NEIGHBOURING CELL MEASUREMENT REQUEST

--

-- **************************************************************

NeighbouringCellMeasurementRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{NeighbouringCellMeasurementRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{NeighbouringCellMeasurementRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{NeighbouringCellMeasurementRequest-PrivateExtensions}}            OPTIONAL,


...

}

NeighbouringCellMeasurementRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UC-ID




CRITICALITY ignore
TYPE UC-ID




PRESENCE mandatory
},


-- Second UC-ID is removed


...

}

NeighbouringCellMeasurementRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringCellMeasurementRequest-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- NEIGHBOURING CELL MEASUREMENT RESPONSE 

--

-- **************************************************************

NeighbouringCellMeasurementResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{NeighbouringCellMeasurementResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{NeighbouringCellMeasurementResponse-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{NeighbouringCellMeasurementResponse-PrivateExtensions}}            OPTIONAL,


...

}

NeighbouringCellMeasurementResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-TDD-ChipOffset



CRITICALITY ignore
TYPE TDD-ChipOffset



PRESENCE mandatory
},


...

}

NeighbouringCellMeasurementResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringCellMeasurementResponse-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- NEIGHBOURING CELL MEASUREMENT FAILURE

--

-- **************************************************************

NeighbouringCellMeasurementFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{NeighbouringCellMeasurementFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{NeighbouringCellMeasurementFailure-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{NeighbouringCellMeasurementFailure-PrivateExtensions}}            OPTIONAL,


...

}

NeighbouringCellMeasurementFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

NeighbouringCellMeasurementFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringCellMeasurementFailure-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE PREPARE

--

-- **************************************************************

CompressedModePrepare ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModePrepare-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModePrepare-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CompressedModePrepare-PrivateExtensions}}            OPTIONAL,


...

}

CompressedModePrepare-IEs RNSAP-PROTOCOL-IES ::= {


...

}

CompressedModePrepare-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CompressedModePrepare-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE READY

--

-- **************************************************************

CompressedModeReady ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeReady-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeReady-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CompressedModeReady-PrivateExtensions}}            OPTIONAL,


...

}

CompressedModeReady-IEs RNSAP-PROTOCOL-IES ::= {


...

}

CompressedModeReady-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CompressedModeReady-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE FAILURE

--

-- **************************************************************

CompressedModeFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeFailure-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CompressedModeFailure-PrivateExtensions}}            OPTIONAL,


...

}

CompressedModeFailure-IEs RNSAP-PROTOCOL-IES ::= {


...

}

CompressedModeFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CompressedModeFailure-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE COMMIT

--

-- **************************************************************

CompressedModeCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCommit-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CompressedModeCommit-PrivateExtensions}}            OPTIONAL,


...

}

CompressedModeCommit-IEs RNSAP-PROTOCOL-IES ::= {


...

}

CompressedModeCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CompressedModeCommit-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE CANCEL

--

-- **************************************************************

CompressedModeCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCancel-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCancel-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CompressedModeCancel-PrivateExtensions}}            OPTIONAL,


...

}

CompressedModeCancel-IEs RNSAP-PROTOCOL-IES ::= {


...

}

CompressedModeCancel-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CompressedModeCancel-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR REPORT

--

-- **************************************************************

ErrorReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorReport-IEs}},


protocolExtensions              ProtocolExtensionContainer {{ErrorReport-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{ErrorReport-PrivateExtensions}}            OPTIONAL,


...

}

ErrorReport-IEs RNSAP-PROTOCOL-IES ::= {


...

}

ErrorReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

ErrorReport-PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

END

