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1 Introduction

This contribution reflects the decision from the RAN2 meeting at November 29th – December 3rd 99 and proposes the update of the Cell Setup procedure and Cell Reconfiguration procedure for TDD.

Within RAN2 the broadcasting of SCCH information with the transmission of the PSCH was decided, which is reflected in the CR 057: R2-99h81 [2].

Within the update of the Cell Setup and Cell Reconfiguration procedures it is therefore proposed to add the IE: “SCCH Information” within the (re)configuration of the PSCH information.

2 Updates

2.1 Update of CELL Reconfiguration procedure description

In the procedure description the following changes shall be made:

“If the CELL SETUP RECONFIGURATION REQUEST  message includes the PSCH Information IE group the Node B shall reconfigure PSCH power or SCCH Information in the cell according to the PSCH  IE group value “.

2.2 Update of CELL SETUP REQUEST message

In this message the following changes have been made:

· SCCH Information element added
Information Element
Presence
Range
IE type and reference
Semantics description

Message discriminator
M




Message Type
M




Transaction ID
M




Local Cell Id
M




UC-Id
M




Configuration Generation Id
M




UARFCN
M




Cell Parameter ID
M




Maximum Transmission Power
O




Transmission Diversity Applied
M


On DCHs

Sync Case
M




PSCH Information

1



      Common physical channel ID





      CHOICE Sync Case





      Case 1



The same TS is used for PCCPCH

    Time Slot
M




      Case 2 and Case 3



In Case 2 the same TS is used for PCCPCH

         PCCSCH Time Slot 
M




      PSCH Power
M


DL Power

      SCCH Information
O




      TSTD Indicator
M




PCCPCH Information

1



      Common physical channel ID





      CHOICE Sync Case





      Case 3





           Time Slot





      Offset
M




      Repetition Period
M




      Repetition Length
M




      PCCPCH Power
M




      STTD Indicator
M




Time Slot Configuration

1 .. 15



Time Slot
M




Time Slot Status
M




Time Slot Direction
M




2.3 Update of CELL RECONFIGURATION REQUEST message

In this message the following change has been made:

· SCCH Information element added
Information Element
Presence
Range
IE type and reference
Semantics description

Message discriminator
M




Message Type
M




Transaction ID
M




UC-ID
M




Configuration Generation ID
M




Max Transmission Power
O




PSCH Information

0 ..1



    Common physical channel ID
M




    SCCH Information
O




    PSCH Power
O




PCCPCH Information

0 ..1



    Common physical channel ID
M




    PCCPCH Power
M




Time Slot Configuration

0 .. 15



Time Slot
M




Time Slot Status
M




Time Slot Direction
M




2.4 Update of Information Element Description

9.2.3.xx

SCCH Information

The SCCH information is continuously broadcasted on a regular basis in accordance with the transmission of PSCH.
Information Element/Group Name
Presence
Range
IE type and reference
Semantics description

SCCH Information
M

INTEGER

 (0..7)
Reserved
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