TSG-RAN Working Group3                                TSGR3#9(99)h38

Paris, France 6th to 10th December 1999


Agenda Item:
16

Source: 
Telecom Modus


Title: 
D field Length

Document for:
Decision

________________________________________________________________________

1 Introduction

This tdoc is put in, in order to full fill the gap between WG1 and WG3.  

2 Background

The following is the extract from TS25.411 V3.0.0 sec 5.2.1.

The exact details of the FBI field are shown in the following figure and described below.  
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The S field is used for SSDT signalling, while the D field is used for FB Mode Transmit Diversity Signalling.  Each of the S and D fields can be length 0, 1 or 2, with a total FBI field size.  

Simultaneous use of SSDT power control & FB Mode Transmit Diversity requires both S and D fields to be of length 1.

3 Discussion & Proposal

The current state in WG3 is that ‘S’ field can be changed by RL Reconfiguration, However, ‘D’ field length is never changed.  In order to operate the SSDT and the Transmit Diversity Signalling in parallel as agreed in WG1, there is need to add the ‘D field Length’ parameter in the RL Reconfiguration Prepare Message across NBAP & RNSAP.

UL DPCH Information

1



……





      D Field Length
C – FB





O




      S Field Length
O




_992943404.doc


S field



















D field







NFBI
















