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At the IE Content Ad Hoc in Helsinki, it has been agreed to introduce “DL DPCH slot format” IE in both RNSAP and NBAP messages. A role of this IE is to defined the length of TFCI bits in DPCCH. As a result, the “TFCI used flag” IE has been removed from the messages.

However, according to TS25.211 specification, it is assumed that NodeB shall be notified whether TFCI should be used or not for DL. Since such notification is not included in the current “DL DPCH slot format”, a new IE is required. This new IE shall be introduced as a member of DL DPCH Information in order to indicate to NodeB whether TFCI should be used or not.

------------- Quotation from TS25.211 Chapter 5.3.2 Dedicated downlink physical channels --------

Table 1: DPDCH and DPCCH fields.

Slot Format  #i
Channel Bit Rate (kbps)
Channel Symbol Rate (ksps)
SF
Bits/Frame
Bits/ Slot
DPDCH Bits/Slot
DPCCH     Bits/Slot





DPDCH
DPCCH
TOT

NData1
NData2
NTFCI
NTPC
NPilot

0
15
7.5
512
60
90
150
10
2
2
0
2
4

1
15
7.5
512
30
120
150
10
0
2
2
2
4

2
30
15
256
240
60
300
20
2
14
0
2
2

3
30
15
256
210
90
300
20
0
14
2
2
2

4
30
15
256
210
90
300
20
2
12
0
2
4

5
30
15
256
180
120
300
20
0
12
2
2
4

6
30
15
256
150
150
300
20
2
8
0
2
8

7
30
15
256
120
180
300
20
0
8
2
2
8

8
60
30
128
510
90
600
40
6
28
0
2
4

9
60
30
128
480
120
600
40
4
28
2
2
4

10
60
30
128
450
150
600
40
6
24
0
2
8

11
60
30
128
420
180
600
40
4
24
2
2
8

12
120
60
64
900
300
1200
80
4
56
8*
4
8

13
240
120
32
2100
300
2400
160
20
120
8*
4
8

14
480
240
16
4320
480
4800
320
48
240
8*
8
16

15
960
480
8
9120
480
9600
640
112
496
8*
8
16

16
1920
960
4
18720
480
19200
1280
240
1008
8*
8
16

* If TFCI bits are not used, then DTX shall be used in TFCI field.
-----------------------------------------------------------------------------------------------------------------------------------

Proposal

It is proposed to introduce a new IE “TFCI presence” as a member of “DL DPCH information” in the following messages. The naming takes into consideration the consistency with TDD.

· RNSAP: RADIO LINK SETUP REQUEST

· RNSAP: RADIO LINK RECONFIGURATION PREPARE

· NBAP:  RADIO LINK SETUP REQUEST

· NBAP:  RADIO LINK RECONFIGURATION PREPARE

It is also proposed to move the IE definition text of “TFCI presence” from “TDD specific parameters” section to “FDD/TDD commonly used parameters” section.

Reference

· TS25.211 Physical channels and mapping of transport channels onto physical channels (FDD) V3.0.0

· TS25.423 RNSAP specification V1.5.4 (Editor’s proposal)

· TS25.433 NBAP specification V1.4.4 (Editor’s proposal)
