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1. Abstract

This contribution presents the NBAP ASN.1 module CONSTANT definitions. It has been developed based on current NBAP specification TS 25.433[1] .

2. Proposal

It is proposed to include this ASN.1 in Chapter 9.3 of the 25.433

3. ASN.1 for NBAP Module CONSTANT

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-CommonTransportChannelSetupRequestFDD


INTEGER ::= 0

id-CommonTransportChannelSetupRequestTDD


INTEGER ::= 1

id-CommonTransportChannelSetupResponse


INTEGER ::= 2

id-CommonTransportChannelSetupFailure


INTEGER ::= 3

id-CommonTransportChannelReconfigurationRequestFDD

INTEGER ::= 4

id-CommonTransportChannelReconfigurationRequestTDD

INTEGER ::= 5

id-CommonTransportChannelReconfigurationResponse

INTEGER ::= 6

id-CommonTransportChannelReconfigurationFailure

INTEGER ::= 7

id-CommonTransportChannelDeletionRequest


INTEGER ::= 8

id-CommonTransportChannelDeletionResponse


INTEGER ::= 9

id-BlockResourceRequest




INTEGER ::= 10

id-BlockResourceResponse




INTEGER ::= 11

id-BlockResourceFailure




INTEGER ::= 12

id-UnblockResourceIndication




INTEGER ::= 13

id-AuditRequiredIndication




INTEGER ::= 14

id-AuditRequest





INTEGER ::= 15

id-AuditResponse





INTEGER ::= 16

id-CommonMeasurementInitiationRequest


INTEGER ::= 17

id-CommonMeasurementInitiationResponse


INTEGER ::= 18

id-CommonMeasurementInitiationFailure



INTEGER ::= 19

id-CommonMeasurementTerminationRequest


INTEGER ::= 20

id-CommonMeasurementFailureIndication


INTEGER ::= 21

id-CommonMeasurementReport



INTEGER ::= 22

id-CellSetupRequestFDD




INTEGER ::= 23

id-CellSetupRequestTDD




INTEGER ::= 24

id-CellSetupResponse




INTEGER ::= 25

id-CellSetupFailure





INTEGER ::= 26

id-CellReconfigurationRequestFDD



INTEGER ::= 27

id-CellReconfigurationRequestTDD



INTEGER ::= 28

id-CellReconfigurationResponse



INTEGER ::= 29

id-CellReconfigurationFailure




INTEGER ::= 30

id-CellDeletionRequest




INTEGER ::= 31

id-CellDeletionResponse




INTEGER ::= 32

id-ResourceStatusIndication




INTEGER ::= 33

id-SystemInformationUpdateRequest



INTEGER ::= 34

id-SystemInformationUpdateResponse



INTEGER ::= 35

id-SystemInformationUpdateFailure



INTEGER ::= 36

id-RadioLinkSetupRequestFDD



INTEGER ::= 37

id-RadioLinkSetupRequestTDD



INTEGER ::= 38

id-RadioLinkSetupResponseFDD



INTEGER ::= 39

id-RadioLinkSetupResponseTDD



INTEGER ::= 40

id-RadioLinkSetupFailureFDD




INTEGER ::= 41

id-RadioLinkSetupFailureTDD




INTEGER ::= 42

id-Neighbourid-CellMeasurementRequestTDD


INTEGER ::= 43

id-Neighbourid-CellMeasurementResponseTDD


INTEGER ::= 44

id-Neighbourid-CellMeasurementFailureFDD


INTEGER ::= 45

id-SynchronisationAdjustmentRequestTDD


INTEGER ::= 46

id-SynchronisationAdjustmentResponseTDD


INTEGER ::= 47

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateExtensions 


INTEGER ::= 65535

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxSF




INTEGER ::= TBD

maxnoofDLCodes



INTEGER ::= TBD

maxnoofRLs



INTEGER ::= TBD

maxnoofDPCHs



INTEGER ::= TBD

maxnoofSCCPCHs



INTEGER ::= TBD

maxnoofPRACHs



INTEGER ::= TBD

maxnoofDCHs



INTEGER ::= TBD

maxnoofDSCHs



INTEGER ::= TBD

maxnoofFACHs



INTEGER ::= TBD
maxnoofCCTrCHs



INTEGER ::= TBD

maxnoofPCHs



INTEGER ::= TBD

maxnoofPUCSHs



INTEGER ::= TBD

maxnoofUSCHs



INTEGER ::= TBD

maxUCIDinNodeB



INTEGER ::= TBD

maxCellinNodeB



INTEGER ::= TBD

maxCCPinNodeB



INTEGER ::= TBD

maxLocalCellinNodeB


INTEGER ::= TBD

maxPCHinNodeB



INTEGER ::= TBD

maxRACHCell



INTEGER ::= TBD

maxnoofFACHCell



INTEGER ::= TBD

maxPCHCell



INTEGER ::= TBD

maxUSCHCell



INTEGER ::= TBD

maxAICHCell



INTEGER ::= TBD

maxMIBSEG



INTEGER ::= TBD

maxSIBSEG



INTEGER ::= TBD

maxnoofFDDNeighbours


INTEGER ::= TBD

maxnoofTDDNeighbours


INTEGER ::= TBD

maxTFcount



INTEGER ::= TBD

maxnoofTFCs



INTEGER ::= TBD

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Acknowledged-Tries-Value


INTEGER ::= 0

id-AICH-Transmission-Timing


INTEGER ::= 1

id-Averaging-Duration


INTEGER ::= 2

id-Binding-ID



INTEGER ::= 3
id-Blocking-Priority-Indicator


INTEGER ::= 4

id-Burst-Type



INTEGER ::= 5
id-Cause




INTEGER ::= 6
id-CCTrCH-ID



INTEGER ::= 7
id-Cell-ID-Length



INTEGER ::= 8
id-CFN




INTEGER ::= 9

id-Chip-Offset



INTEGER ::= 10
id-C-ID




INTEGER ::= 11
id-Coding-Rate



INTEGER ::= 12

id-Communication-Control-Port-ID

INTEGER ::= 13
id-Common-Measurement-Object-Type

INTEGER ::= 14

id-Common-Measurement-Type

INTEGER ::= 15

id-Common-Physical-Channel-ID

INTEGER ::= 16

id-Common-Transport-Channel-ID

INTEGER ::= 17

id-Configuration-Generation-ID

INTEGER ::= 18

id-CRC-Size



INTEGER ::= 19

id-CRNC-Communication-Context-ID

INTEGER ::= 20
id-CTFC




INTEGER ::= 21
id-DCH-Combination-Ind


INTEGER ::= 22
id-DCH-ID



INTEGER ::= 23
id-Diversity-Control-Field


INTEGER ::= 24
id-Diversity-Indication


INTEGER ::= 25
id-Diversity-Mode



INTEGER ::= 26
id-Dedicated-Measurement-Object-Type

INTEGER ::= 27

id-Dedicated-Measurement-Type

INTEGER ::= 28

id-D-Field-Length



INTEGER ::= 29
id-DL-DPCH-Slot-Format


INTEGER ::= 30
id-DL-Power



INTEGER ::= 31

id-DL-Scrambling-Code


INTEGER ::= 32
id-DL-Transport-Format-Set


INTEGER ::= 33
id-DPCH-ID



INTEGER ::= 34
id-DPCH-Offset



INTEGER ::= 35
id-DTX-Insertion-Position


INTEGER ::= 36
id-Dynamic-Transport-Format-Information
INTEGER ::= 37

id-Event-A



INTEGER ::= 38

id-Event-B



INTEGER ::= 39

id-Event-C



INTEGER ::= 40

id-Event-D



INTEGER ::= 41

id-Event-E



INTEGER ::= 42

id-Event-F



INTEGER ::= 43

id-FDD-DL-ChannalisationCode-Number

INTEGER ::= 44
id-FDD-S-CCPCH-Offset


INTEGER ::= 45

id-Frame-Handling-Priority


INTEGER ::= 46
id-Frame-Offset



INTEGER ::= 47
id-Local-Cell-ID



INTEGER ::= 48

id-Maximum-Transmission-Power

INTEGER ::= 49

id-Max-Number-Of-UL-DPDCHs

INTEGER ::= 50
id-Max-PRACH-Midamble-Shifts

INTEGER ::= 51
id-Measurement-Change-Time


INTEGER ::= 52

id-Measurement-Characteristics

INTEGER ::= 53

id-Measurement-Decrease-Threshold

INTEGER ::= 54

id-Measurement-Frequency


INTEGER ::= 55
id-Measurement-Increase-Threshold

INTEGER ::= 56

id-Measurement-Hysteresis-Time

INTEGER ::= 57

id-Measurement-ID



INTEGER ::= 58

id-Measurement-Threshold


INTEGER ::= 59

id-Measurement-Threshold1


INTEGER ::= 60

id-Measurement-Threshold2


INTEGER ::= 61

id-Measurement-Type


INTEGER ::= 62

id-Message-Discriminator


INTEGER ::= 63
id-Message-Type



INTEGER ::= 64
id-Midamble-Shift



INTEGER ::= 65
id-Minimum-Spreading-Factor


INTEGER ::= 66

id-Min-UL-Channelisation-Code-Length

INTEGER ::= 67
id-Number Of Channel Elements

INTEGER ::= 68

id-NodeB-Communication-Context-ID

INTEGER ::= 69
id-Number-Of-Transport-Blocks

INTEGER ::= 70

id-Paging-Indicator-Length


INTEGER ::= 71

id-Payload-CRC-Presence-Indicator

INTEGER ::= 72
id-PICH-Mode



INTEGER ::= 73

id-Pilot-Bits-Used-Indicator


INTEGER ::= 74

id-Power-Offset



INTEGER ::= 75

id-PRACH-Midamble


INTEGER ::= 76
id-Preamble-Scrambling-Code


INTEGER ::= 77

id-Preamble-Signatures


INTEGER ::= 78

id-Primary-CPICH-Power


INTEGER ::= 79

id-Primary-Scrambling-Code


INTEGER ::= 80

id-PSCH-Power



INTEGER ::= 81

id-PUSCH-Offset



INTEGER ::= 82

id-RACH-Slot-Format


INTEGER ::= 83

id-RACH-Sub-Channel-Numbers

INTEGER ::= 84

id-Rate-Matching-Attribute


INTEGER ::= 85

id-Repetition-Length



INTEGER ::= 86
id-Report-Characteristics-Type


INTEGER ::= 87

id-Report-Periodicity


INTEGER ::= 88

id-RLC-Mode



INTEGER ::= 89
id-RL-ID




INTEGER ::= 90
id-RNC-ID



INTEGER ::= 91

id-RSSI-Value



INTEGER ::= 92

id-Secondary-CCPCH-Slot-Format

INTEGER ::= 93

id-Semi-Static-Transport-Format-Information
INTEGER ::= 94

id-S-Field-Length



INTEGER ::= 95
id-SIR-Error-Value



INTEGER ::= 96

id-SIR-Value



INTEGER ::= 97

id-SSDT-Cell-Identity


INTEGER ::= 98
id-SSDT-Indication



INTEGER ::= 99

id-STTD-Indicator



INTEGER ::= 100

id-SSDT-Support-Indicator


INTEGER ::= 101

id-Shutdown-Timer



INTEGER ::= 102

id-Synchronisation-Method


INTEGER ::= 103

id-T-Cell




INTEGER ::= 104

id-TDD-Channelisation-Code


INTEGER ::= 105
id-TDD-Chip-Offset



INTEGER ::= 106

id-TDD-S-CCPCH-Offset


INTEGER ::= 107

id-TFCI-Presence



INTEGER ::= 108
id-TFCI-Signalling-Mode


INTEGER ::= 109

id-TFCS




INTEGER ::= 110

id-Time-Slot



INTEGER ::= 111
id-Time-Slot-Direction


INTEGER ::= 112

id-Timeslot-ISCP



INTEGER ::= 113

id-Time-Slot-Status



INTEGER ::= 114

id-ToAWE



INTEGER ::= 115
id-ToAWS



INTEGER ::= 116
id-Transaction ID



INTEGER ::= 117
id-Transmission-Time-Interval


INTEGER ::= 118

id-Transmitted-Carrier-Power-Value

INTEGER ::= 119

id-Transmitted-Code-Power-Value

INTEGER ::= 120

id-Transport-Block-Size


INTEGER ::= 121

id-TSTD-Indicator



INTEGER ::= 122

id-Transport-Layer-Address


INTEGER ::= 123
id-Type-Of-Channel-Coding


INTEGER ::= 124

id-UC-ID




INTEGER ::= 125

id-UL-DPCH-Slot-Format


INTEGER ::= 126
id-UL-Eb/No



INTEGER ::= 127
id-UL-FP-Mode



INTEGER ::= 128
id-UL-Interference-Level


INTEGER ::= 129
id-UL-Puncture-Limit


INTEGER ::= 130
id-UL-Scrambling-Code


INTEGER ::= 131

id-UL-Scrambling-Code-Length

INTEGER ::= 132

id-UL-Scrambling-Code-Number

INTEGER ::= 133

END

