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Intellectual Property Rights

Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project, Technical Specification Group <TSG name>.

The contents of this TS may be subject to continuing work within the 3GPP and may change following formal TSG approval. Should the TSG modify the contents of this TS, it will be re-released with an identifying change of release date and an increase in version number as follows:

Version m.t.e

where:

m
indicates [major version number]

x
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

y
the third digit is incremented when editorial only changes have been incorporated into the specification.

1 Scope

This Technical Specification (TS) specifies the Cell Broadcast Protocol (CBP) between the Cell Broadcast Centre (CBC) and the Radio Network Controller  (RNC). It fulfils the CBC - RNC communication requirements specified in 3G TS 23.041 and is defined over the Iu – reference point.

2 References

[Editor's note: To be updated.]

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

· A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.

[1]



UMTS 23.930, Iu Principles

[2]



UMTS 25.410, UTRAN Iu Interface; General Aspects and Principles

[3]



UMTS 25.401, UTRAN Overall Description

[4]



UMTS 25.931, UTRAN Functions, Examples on Signalling Procedures

[5]



UMTS 25.412, UTRAN Iu Interface Signalling Transport

[6]



UMTS 25.415, Iu Interface CN-UTRAN User Plane Protocol

[7]

UMTS 23.041, “Technical realization of Cell Broadcast Service (CBS)"

[8]

UMTS 25.414, UTRAN Iu Interface Data Transport and Transport Signalling

3 Definitions and abbreviations

3.1 Definitions

3.2 Abbreviations

AAL2
ATM Adaptation Layer type 2

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

ATM
Asynchronous Transfer Mode

CB
Cell Broadcast

CBC
Cell Broadcast Centre

CBP
Cell Broadcast Protocol

CBS
Cell Broadcast Service

CN
Core Network

CS
Circuit Switched

EP
Elementary Procedure

MSC
Mobile services Switching Center

NAS
Non Access Stratum

PDU
Protocol Data Unit

PS
Packet Switched

QoS
Quality of Service

RAB
Radio Access Bearer

RNC
Radio Network Controller

RNS
Radio Network Subsystem

SCCP
Signalling Connection Control Part

SGSN
Serving GPRS Support Node

TCP
Transport Control Protocol

UE
User Equipment

UTRAN
UMTS Terrestrial Radio Access Network
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Annex B
Document Stability Assessment Table

Section
Content missing
Incomplete
Restructuring needed
Checking needed
Editorial work required
Finalisation needed
Almost stable
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