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8.3
DCH procedures

8.3.1
Radio Link Setup

8.3.1.1
General

8.3.1.2
Successful Operation
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Figure 1: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific RRC connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request setup of the radio link(s).
The message is also used to establish the connection-oriented service of the signalling bearer in the DRNC. The message includes the S-RNTI associated to the UE, and, if the UE context is already present in the DRNC, the corresponding D-RNTI.

[FDD - The Diversity Control Field indicates for each RL except for the first RL whether the DRNS shall combine the RL with any of the other RLs or not on the Iur. If the Diversity Control Field IE is set to "May" (be combined with another RL), then the DRNS shall decide for any of the alternatives. When an RL is to be combined the DRNS shall choose which RL(s) to combine it with.]

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
If the Initial DL TX Power IE and UL Eb/No Target IE [FDD] are present in the message, the DRNS shall use the indicated DL TX Power and UL Eb/No Target [FDD] as initial value.

If the Primary CPICH Eb/No IE [FDD] or the Primary CCPCH RSCP IE [TDD] is present, the DRNC should use them when deciding the Initial DL TX Power.

If the RADIO LINK SETUP REQUEST message includes the DCH Combination Indicator IE for a DCH, the DRNS shall treat all DCHs with the same value of this IE as a set of co-ordinated DCHs.The included RLC Mode IE of the DCH may be used by the DRNS to optimise the power control.

The Allocation/Retention Priority IE defines the priority level that should be used by the DRNS to prioritise the allocation and the retention of the resources used by the DCH. The Frame Handling Priority IE defines the priority level that should be used by the DRNS to prioritise the discard/delay of the data frames of the DCH.

The DRNS shall use the included UL DCH FP Mode IE for a DCH as the new DCH FP Mode in the Uplink of the user plane for this DCH.

The DRNS shall use the included ToAWS IE for a DCH as the new Time of Arrival Window Start Point in the user plane for this DCH.

The DRNS shall use the included ToAWE IE for a DCH as the new Time of Arrival Window End Point in the user plane for this DCH.

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE, the DRNS may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

At the reception of the RADIO LINK SETUP REQUEST message, DRNS allocates requested type of channelisation codes and other physical channel resources for each RL and assigns a binding identifier and a transport layer address for each DCH or set of co-ordinated DCHs. This information shall be sent to the SRNS in the message RADIO LINK SETUP RESPONSE when all the RLs have been successfully setup.

If the Initial DL TX Power and the UL Eb/No Target IEs are not present in the RADIO LINK SETUP REQUEST message, then DRNC shall include the suggested initial UL Eb/No Target and the DL Eb/No Target in the RADIO LINK SETUP RESPONSE message.

In the case of combining one or more RLs the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication that the RL is combined with another RL. In this case the Reference RL ID shall be included to indicate with which RL the combination is performed. The Reference RL ID shall be included for all but one of the combined RLs, for which the Transport Layer Address IE and the Binding ID IE shall be included.

In the case of not combining an RL with another RL, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication that no combining is done. In this case the DRNC shall include both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH of the RL in the RADIO LINK SETUP RESPONSE message.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the Binding Identifier IE and the Transport Layer Address IE shall be included only for one of the DCH in the set of co-ordinated DCHs.

[FDD - Irrespective of SSDT activation, the DRNS shall include in the RADIO LINK SETUP RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK SETUP REQUEST message requested SSDT activation and the RADIO LINK SETUP RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the DRNS.]

The DRNS shall also provide the SRNC with the UTRAN Cell Identifier (UC-Id), the Frequency Number, the [FDD-Primary Scrambling Code], the [TDD-Cell Parameter ID, the Sync Case, the PSCH Time Slot information]  of the neighbouring cells to the cell(s) where the radio link(s) are added. In addition, if the information is available, the DRNC shall also provide the [FDD-CPICH Power level]/[TDD-PCCPCH Power level] and Frame Offset of the neighbouring cell.
If a neighbouring cell is controlled by another RNC, the DRNC shall report also the node identifications (i.e. RNC, CN domain nodes) of the RNC controlling the neighbouring cell.
If there was no UE context for this UE in the DRNS before the RADIO LINK SETUP REQUEST message was received the DRNC shall include the node identifications of the CN Domain nodes that the RNC is connected to (using LAC and RAC of the current cell), and the D-RNTI in the RADIO LINK SETUP RESPONSE message.

8.3.2
Radio Link Addition

8.3.2.2
Successful Operation
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Figure 2: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon reception, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

[FDD - The Diversity Control Field indicates for each RL whether the DRNS shall combine the new RL with existing RL(s) or not on the Iur. If the Diversity Control Field IE is set to "May" (be combined with another RL), then the DRNS shall decide for any of the alternatives. When a new RL is to be combined the DRNS shall choose which RL(s) to combine it with.]

If the Primary CCPCH Ec/Io IE [FDD] or the Primary CCPCH RSCP IE [TDD] measured by the UE is included in the RADIO LINK ADDITION REQUEST message, the DRNS shall use this in the calculation of the Initial DL TX Power. If the Primary CCPCH Ec/Io IE is not present, the DRNS sets the Initial DL TX Power accordingly to the power used by the existing RLs.

[FDD - The DRNS shall use the provided UL Eb/No Target value as the current target for the inner-loop power control.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains an SSDT Cell Identity IE, SSDT may be activated for the concerned new RL, with the indicated SSDT Cell Identity used for that RL.]

The DRNS shall activate any feedback mode diversity according to the received settings.

If all requested RLs are successfully added, the DRNC shall respond with a RADIO LINK ADDITION RESPONSE message.

In the case of combining an RL with existing RL(s) the DRNC shall indicate in the RADIO LINK ADDITION RESPONSE message with the Diversity Indication that the RL is combined. In this case the Reference RL ID shall be included to indicate one of the existing RLs that the new RL is combined with.

In the case of not combining an RL with existing RL(s), the DRNC shall indicate in the RADIO LINK ADDITION RESPONSE message with the Diversity Indication that no combining is done. In this case the DRNC shall include both the Transport Layer Address and the binding ID for the transport bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message.

In case of co-ordinated DCH, the binding ID and the transport address shall be included for only one of the co-ordinated DCHs.

[FDD - Irrespective of SSDT activation, the DRNS shall include in the RADIO LINK ADDITION RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK ADDITION REQUEST message requested SSDT activation and the RADIO LINK ADDITION RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the DRNS.]

For any cell neighbouring of a cell in which a RL was added, the DRNC shall provide in the RADIO LINK ADDITION RESPONSE message the UTRAN Cell Identifier (UC-Id),  and the node identification of CN nodes connected to the RNC controlling the neighbouring cell if the neighbouring cell is not controlled by the DRNC. In addition, if the information is available, the DRNC shall also provide the [FDD-CPICH Power level]/[TDD-PCCPCH Power level] and Frame Offset of the neighbouring cell.

The DRNC shall also provide the configured uplink Maximum Eb/No and UL Minimum Eb/No for every new RL to the SRNC in the RADIO LINK ADDITION RESPONSE message. These values are taken into consideration by DRNS admission control and shall be used by the SRNC as limits for the UL inner-loop power control target.

The DRNC shall also provide the selected scrambling- and channelisation codes of the new RLs in order to enable the SRNC to inform the UE about the selected codes.

After sending of the RADIO LINK ADDITION RESPONSE message the DRNS shall continuously attempt to obtain UL synchronisation and start reception on the new RL. The DRNS shall start transmission on the new RL after synchronisation is achieved in the Iur user plane as specified in ref. [Fehler! Verweisquelle konnte nicht gefunden werden.].

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID 
M




D-RNTI 
O




CN PS Domain Identifier
O




CN CS Domain Identifier
O




RL Information Response

1..<maxnoofRLs>



   RL ID
M




   SAI
M




   UL Interference Level
M




   DL Code Information

1..

<maxnoofDLCodes



        DL Scrambling Code 
M




        FDD DL Channelisation Code Number
M




   Diversity Indication
C-NotFirstRL




   CHOICE diversity Indication





        Combining





             RL ID
M


Reference RL ID for the combining

        Non Combining or IE not present



"IE not present" is equivalent to "First RL".

              DCH Information 

   Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included

              DCH ID
M




              Binding ID
M




              Transport Layer Address
M




   SSDT Support Indicator
M




   Maximum Uplink Eb/No 
M

Uplink Eb/No


   Minimum Uplink Eb/No 
M

Uplink Eb/No


   Neighbouring FDD Cell Information

0..<maxnoofFDDneighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information
O
0..<maxnoofTDDneighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




       Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




      PCCPCH Power
O




Uplink Eb/No Target
O

Uplink Eb/No


Downlink Eb/No Target
O




Criticality Diagnostics
O




Condition
Explanation

IfComb
This IE is present if the 'Diversity Indication' IE indicates 'combining' in the Node B.

IfNotComb
This IE is present if the 'Diversity Indication' IE indicates 'non combining' in the Node B.

NotFirstRL
The IE is present only if the RL is not the first RL in the RL Information

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofRLs
Maximum no. of RLs for one UE.

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell.

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell.

9.1.4.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID 
M




D-RNTI 
O




CN PS Domain Identifier
O




CN CS Domain Identifier
O




RL Information Response

1



   RL ID
M




   SAI
M




   UL Interference Level
M




   Maximum Uplink Eb/No 
M

Uplink Eb/No


   Minimum Uplink Eb/No 
M

Uplink Eb/No


   Uplink Eb/No Target
O

Uplink Eb/No


   Downlink Eb/No Target
O




   UL CCTrCH Information

1..<maxnoofCCTrCHs>



   CCTrCH ID
M




       UL DPCH Information

1..<MaxnoofDPCHs>



            DPCH ID
M




           TDD Channelisation Code
M




          Burst Type
M




          Midamble Shift
M




          Time Slot
M




          TDD Physical Channel Offset
M




          Repetition Period
M




          Repetition Length
M




          TFCI Presence
M




   DL CCTrCH Information

1..<maxnoofCCTrCHs>



   CCTrCH ID
M




       DL DPCH Information

1..<MaxnoofDPCHs>



          DPCH ID
M




          TDD Channelisation Code 
M




          Burst Type
M




          Midamble Shift
M




          Time Slot
M




          TDD Physical Channel Offset
M




          Repetition Period
M




          Repetition Length
M




          TFCI Presence
M




   DCH Information 

   Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




   Neighbouring FDD Cell Information
O
0..<maxnoofFDDneighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information
O
0..<maxnoofTDDneighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




      Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




      PCCPCH Power
O




Criticality Diagnostics
O




Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofDPCHs
Maximum no. Of DPCHs for one  CCTrCH.

MaxnoofDCHs
Maximum no. Of DCHs for one UE.

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

MaxnoofCCTrCHs
Maximum no. Of  CCTrCH for one UE.

9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID 
M




D-RNTI 
O




CN PS Domain Identifier
O




CN CS Domain Identifier
O




Unsuccessful RL Information Response

1...<maxnoofRLs>



   RL ID
M




   Cause 
M




Successful RL Information Response

0..<maxnoofRLs-1>



   RL ID
M




   SAI
M




   UL Interference Level
M




   DL Code Information

1..

<maxnoofDLCodes



        DL Scrambling Code 
M




        FDD DL Channelisation Code Number
M




   Diversity Indication
M




   CHOICE diversity Indication





        Combining





             RL ID
M


Reference RL ID for the combining

        Non Combining or IE not present



"IE not present" is equivalent to "First RL".

   DCH Information 

   Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




      SSDT Support Indicator
M




   Neighbouring FDD Cell Information
O




       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information
O




      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




      Time Slot
C-Case3




      PSCH Time Slot
C-Case2&3




      PCCPCH Power
O




Uplink Eb/No Target
O

Uplink Eb/No


Maximum Uplink Eb/No 
M

Uplink Eb/No


Minimum Uplink Eb/No 
M

Uplink Eb/No


Downlink Eb/No Target
O




Criticality Diagnostics
O




9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




RL Information Response

1..<maxnoofRLs-1>



      RL ID
M




      SAI
M




      UL Interference Level
M




   DL Code Information

1..<maxnoofDLCodes>



       DL Scrambling Code
M




       DL Channelisation Code
M




Diversity Indication
M




CHOICE diversity indication





      Combining





      RL ID
M


Reference RL-Id

      Non combining





DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




SSDT Support Indicator
M




Minimum Uplink Eb/No
M

Uplink Eb/No


Maximum Uplink Eb/No
M

Uplink Eb/No


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




      Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




      PCCPCH Power
O




Criticality Diagnostics
O




Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

9.1.7.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




RL Information Response

1



   RL ID
M




   SAI
M




   UL Interference Level
M




   UL CCTrCH Information

1..<maxnoof CCTrCHs>



      CCTrCH ID
M




      UL DPCH Information

1..<maxnoOfDPCHs>



         DPCH ID
M




         TDD Channelisation Code
M




         Burst Type
M




         Midamble Shift
M




         Time Slot
M




         TDD Physical Channel Offset
M




         Repetition Period
M




         Repetition Length
M




         TFCI Presence
M




   DL CCTrCH Information

1..<maxnoof CCTrCHs>



      CCTrCH ID
M




      DL DPCH information

1..<maxnoOfDPCHs>



         DPCH ID
M




         TDD Channelisation Code
M




         Burst Type
M




         Midamble Shift
M




         Time Slot
M




         TDD Physical Channel Offset
M




         Repetition Period
M




         Repetition Length
M




         TFCI Presence
M




   Diversity Indication
M




   CHOICE diversity indication





      Combining





         RL ID
M


Reference RL

      Non combining





         DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.

           DCH ID
M




           Binding ID
M




           Transport Layer Address
M




   Minimum Uplink Eb/No
M

Uplink Eb/No


   Maximum Uplink Eb/No
M

Uplink Eb/No


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




      Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




      PCCPCH Power
O




Criticality Diagnostics
O




Condition
Explanation

Case1
This IE is present only if Sync Case = Case1

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range Bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

MaxnoOfDPCHs
Maximum number of DPCH in one CCTrCH

MaxnoofCCTrCHs
no. Of  CCTrCH for one UE.

9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




Unsuccessful RL Information Response

1..<maxnoofRLs-1>



   RL ID
M




   Cause
M




Succesfull RL Information Response

1..<maxnoofRLs-2>



   RL ID
M




   SAI
M




   UL Interference Level
M




   DL Code Information

1..<maxnoofDLCodes>



       DL scrambling code
M




       DL channelisation code
M




Diversity Indication
M




CHOICE diversity indication





      Combining





         RL ID
M


Reference RL-Id

      Non combining





         DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.

            DCH ID
M




            Binding ID
M




            Transport Layer Address
M




   SSDT Support Indicator
M




   Minimum Uplink Eb/No
M

Uplink Eb/No


   Maximum Uplink Eb/No
M

Uplink Eb/No


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




      Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




      PCCPCH Power
O




Criticality Diagnostics
O




Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

9.2.1.x
PCCPCH Power
Primary CCPCH power is the power that shall be used for reference power value in a TDD cell.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

PCCPCH power


INTEGER(-15..40)
Unit dBm
Granularity 0.1 dB.

9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

RNSAP-PDU-Descriptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


·


·


·


PD,


PSCH-PCCPCH-TimeSlot,


PCCPCH-Power,

PSCH-TimeSlot,


PayloadCRC-PresenceIndicator,


·


·


·

FROM RNSAP-IEs


·


·


·

9.3.3
NBAP PDU Content Definitions


·


·


·

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 


















PRESENCE mandatory
} |


{ ID id-UL-EbNoTarget



CRITICALITY ignore
TYPE UL-EbNoTarget 



PRESENCE optional
} |


{ ID id-DL-EbNoTarget



CRITICALITY ignore
TYPE DL-EbNoTarget 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= RL-IE-ContainerList { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-SetupRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-SetupRspFDD

DL-CodeInformationItem-RL-SetupRspFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-SetupRspFDD

DCH-InformationResponseList-RL-SetupRspFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

DL-CodeInformationItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspFDD

DCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Both FDD and TDD messages use these definitions **

NeighbouringFDD-CellInformationList-RL-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-SetupRsp

NeighbouringFDD-CellInformationItem-RL-SetupRsp ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-SetupRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-SetupRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-SetupRsp

NeighbouringTDD-CellInformationItem-RL-SetupRsp ::= SEQUENCE {


c-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot


OPTIONAL


-- This IE is present only if SyncCase is Case1 -- ,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,

pCCPCH-Power



PCCPCH-Power,

ul-EbNo





UL-EbNo



OPTIONAL,


dl-EbNo





DL-EbNo



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-SetupRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-SetupRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


ul-EbNoTarget




UL-EbNo





OPTIONAL,


dl-EbNoTarget




DL-EbNo





OPTIONAL,


ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-CCTrCHInformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD

UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-DPCH-InformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-SetupRspTDD

-- **NOTE: UL-DPCH-InformationItem-RL-SetupRspTDD and DL-DPCH-InformationItem-RL-SetupRspTDD

--         are currently similar. Combine them? **

UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CCTrCHInformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-DPCH-InformationList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-SetupRspTDD

DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,



iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspTDD

DCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE mandatory
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE mandatory
} |


{ ID id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

















PRESENCE mandatory
} |


{ ID id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD









CRITICALITY ignore
TYPE SuccessfulRL-InformationResponseList-RL-SetupFailureFDD

















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= RL-IE-ContainerList { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= RL-IE-ContainerList { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD








CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-SetupFailureFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupFailureFDD OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupFailureFDD OPTIONAL,


ul-EbNoTarget




UL-EbNo,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


dl-EbNoTarget




DL-EbNo,


iE-Extensions




ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-SetupFailureFDD

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-SetupFailureFDD

DCH-InformationResponseList-RL-SetupFailureFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

DL-CodeInformationItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupFailureFDD

DCH-InformationResponseItem-RL-SetupFailureFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringFDD-CellInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD

NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD

NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


pCCPCH-Power



PCCPCH-Power,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}


·


·


·

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-AdditionRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-AdditionRspFDD 


















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-AdditionRspFDD 

::= RL-IE-ContainerList { {RL-InformationResponseItemIEs-RL-AdditionRspFDD} }

RL-InformationResponseItemIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-AdditionRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-AdditionRspFDD 
PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-AdditionRspFDD

DL-CodeInformationItem-RL-AdditionRspFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-AdditionRspFDD

DCH-InformationResponseList-RL-AdditionRspFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

DL-CodeInformationItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionRspFDD

DCH-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Both FDD and TDD messages use these definitions **

NeighbouringFDD-CellInformationList-RL-AdditionRsp ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-AdditionRsp

NeighbouringFDD-CellInformationItem-RL-AdditionRsp ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-AdditionRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-AdditionRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-AdditionRsp ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-AdditionRsp

NeighbouringTDD-CellInformationItem-RL-AdditionRsp ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


pCCPCH-Power



PCCPCH-Power,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-AdditionRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-AdditionRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-AdditionRspTDD









CRITICALITY ignore
TYPE RL-InformationResponse-RL-AdditionRspTDD 
PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-AdditionRspTDD,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-AdditionRspTDD,


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-AdditionRspFDD

DCH-InformationResponseList-RL-AdditionRspFDD
OPTIONAL



}


}









OPTIONAL,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-AdditionRspTDD 
OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-AdditionRspTDD
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-CCTrCHInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-AdditionRspTDD

UL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-AdditionRspTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

UL-DPCH-InformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-AdditionRspTDD

UL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


offset





Offset,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CCTrCHInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-AdditionRspTDD

DL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-AdditionRspTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-DPCH-InformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-AdditionRspTDD

DL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,



iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringFDD-CellInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-AdditionRspTDD

NeighbouringFDD-CellInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-AdditionRspTDD

NeighbouringTDD-CellInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

















PRESENCE mandatory
} |


{ ID id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD









CRITICALITY ignore
TYPE SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= RL-IE-ContainerList { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= RL-IE-ContainerList { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionFailureFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-AdditionFailureFDD OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-AdditionFailureFDD OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-AdditionFailureFDD

DL-CodeInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


dl-ChannelisationCode



DL-ChannelisationCode,


diversityIndication



CHOICE {



combining




SEQUENCE {




rL-ID





RL-ID



},



nonCombiningOrIENotPresent


SEQUENCE {




dCH-InformationResponse-RL-AdditionFailureFDD

DCH-InformationResponseList-RL-AdditionFailureFDD
OPTIONAL



}


}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

DL-CodeInformationItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionFailureFDD

DCH-InformationResponseItem-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringFDD-CellInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF


NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD

NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


cPICH-Power




CPICH-Power


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF


NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD

NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


pCCPCH-Power



PCCPCH-Power,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}


·


·


·

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************


·


·


·

PayloadCRC-PresenceIndicator ::= ENUMERATED {


crc-not-included,


crc-included--,

--
...

}

-- PCCPCH Power unit dBm

-- PCCPCH Power step 0.1dBm

PCCPCH-power ::= INTEGER (-150..400)

PSCH-TimeSlot



::= INTEGER (0..6)


·


·


·














































































































- 1 -

_1005730069.doc


SRNC







   DRNC







RADIO LINK ADDITION REQUEST







RADIO LINK ADDITION RESPONSE




































_1005730183.doc






SRNC



Layer







RADIO LINK SETUP RESPONSE











































DRNC



Layer











RADIO LINK SETUP REQUEST
























_997805625.doc
How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





