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___________________________________________________________________________

RAN WG3 have an additional question in regards to the liaison statement sent by SA WG5 (S5-99305) concerning CN deactivate trace functionality.  In the liaison, SA WG5 stated that a CN Deactivate Trace message is desirable and support for this message should be added to TS 25.413.

The following additional question is posed:

RAN WG3 have an understanding that the trace type IE present in the CN Invoke Trace message may take on a value “No BSS Trace”.  Our current trace type IE values are taken from GSM 12.08 specification.  RAN WG3 would like to know if this approach should be used for turning off tracing?

· If the answer to the question is yes, then RAN WG3 will prefer not to specify another way to turn off tracing.  In other words, the CN Deactivate Trace message would not be needed and would not be added to TS 25.413.

· If the answer to the question is no, a new RANAP procedure can then be specified for TS 25.413.  A proposal has already be submitted to RAN WG3 to address this case (please see attached CR R3-000211).

The next meeting #11 of RAN WG3 is taking place the same week as the SA WG5 meeting, so a timely response before the conclusion of the RAN WG3 meeting is humbly requested.  This will allow RAN WG3 to conclude the matter before the RAN#7 plenary.

Attachments:

R3-99j70 (original SA5 liaison statement S5-99305 sent to RAN3)

R3-000211 (CN Deactivate Trace contribution under discussion by RAN3)
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