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1 Introduction

The DRAC procedure has been defined in 25.331 in RAN2, and permits to control the transmission of uplink DCH, using some broadcast parameters from CRNC. This document explains the signalling required between SRNC and DRNC for the DRAC procedure, and proposes a CR to 25.423 to include the required IEs. 

2 Discussion

The DRAC procedure consists in broadcasting some system information parameters in each cell on a FACH, in order to control the transmission of uplink DCH. The broadcast of system information is managed by the CRNC, and allows controlling the uplink transmission of several UEs with only one set of parameters, thus realising some kind of ‘common’ channel in uplink. The detailed procedure has been defined in 25.331.

The UE needs to listen to the DRAC parameters broadcast in each cell of its active set, and to apply the most restricting parameters, in order to avoid creating too much interference in one cell (see 25.331 for details). The UTRAN provides the scheduling information related to DRAC SIB in the RRC Active Set Update message, each time a cell is added to the active set of the UE. 

Since the DRAC parameters and the FACH scheduling are controlled by the CRNC, whereas the Active Set Update message is sent by the SRNC, when SRNC and CRNC are not colocated, the scheduling information needs to be signalled over the Iur. This is needed in the Radio Link Setup Response message and in the Radio Link Addition Response messages, as well as in the Radio Link Reconfiguration Response messages, in case a DCH controlled by DRAC has been added.

Of course, the DRNC needs in the first place to know that the DCH is controlled by DRAC for its internal admission control. The admission control in DRNC is impacted because it is not the same to admit a DCH that can transmit at any time, and a DCH controlled by DRAC whose transmission can be adjusted according to the load. As a consequence, the SRNC needs to indicate in the request messages, whether each DCH is controlled by DRAC or not. If the DRNC does not support DRAC, it shall control the admission of the request as it was for normal DCH (worst case) but it shall not provide the system information scheduling IEs in the response message.

The figure below shows an example of radio link setup over Iur, and the messages sequence between SRNC and DRNC, as well as between SRNC and UE on RRC layer. The required parameters in each message are presented in the attached CR.
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Figure 1 : Radio link setup/addition with DCH controlled by DRAC on Iur

As a side remark, the DRAC procedure permits a DRNC to control the transmission of all uplink DCH in the cells under its control, without any specific signalling to the SRNC (i.e. on Iur). Indeed, the control is managed by the broadcast of system information messages sent by CRNC. This dynamic control is of course more difficult when the DCH are controlled by the SRNC. In R99, this will be almost impossible since the radio load information message has been removed from the Iur. As a consequence, the DRNC will probably accept request for DCH only for small bit rates, to make sure that the UEs do not create too much interference, when they all transmit at the same time.
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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

This procedure shall use the connection-oriented service of the signalling bearer.

8.3.1.2
Successful Operation
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Figure 2: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific RRC connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request setup of the radio link(s).
The message is also used to establish the connection-oriented service of the signalling bearer in the DRNC. The message includes the S-RNTI associated to the UE, and, if the UE context is already present in the DRNC, the corresponding D-RNTI.

[FDD - The Diversity Control Field indicates for each RL except for the first RL whether the DRNS shall combine the RL with any of the other RLs or not on the Iur. If the Diversity Control Field IE is set to "May" (be combined with another RL), then the DRNS shall decide for any of the alternatives. When an RL is to be combined the DRNS shall choose which RL(s) to combine it with.]

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
If the Initial DL TX Power IE and UL Eb/No Target IE [FDD] are present in the message, the DRNS shall use the indicated DL TX Power and UL Eb/No Target [FDD] as initial value.

If the Primary CPICH Eb/No IE [FDD] or the Primary CCPCH RSCP IE [TDD] is present, the DRNC should use them when deciding the Initial DL TX Power.

If the RADIO LINK SETUP REQUEST message includes the DCH Combination Indicator IE for a DCH, the DRNS shall treat all DCHs with the same value of this IE as a set of co-ordinated DCHs.The included RLC Mode IE of the DCH may be used by the DRNS to optimise the power control.

The Allocation/Retention Priority IE defines the priority level that should be used by the DRNS to prioritise the allocation and the retention of the resources used by the DCH. The Frame Handling Priority IE defines the priority level that should be used by the DRNS to prioritise the discard/delay of the data frames of the DCH.

The DRNS shall use the included UL DCH FP Mode IE for a DCH as the new DCH FP Mode in the Uplink of the user plane for this DCH.

The DRNS shall use the included ToAWS IE for a DCH as the new Time of Arrival Window Start Point in the user plane for this DCH.

The DRNS shall use the included ToAWE IE for a DCH as the new Time of Arrival Window End Point in the user plane for this DCH.

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE, the DRNS may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

At the reception of the RADIO LINK SETUP REQUEST message, DRNS allocates requested type of channelisation codes and other physical channel resources for each RL and assigns a binding identifier and a transport layer address for each DCH or set of co-ordinated DCHs. This information shall be sent to the SRNS in the message RADIO LINK SETUP RESPONSE when all the RLs have been successfully setup.

If the Initial DL TX Power and the UL Eb/No Target IEs are not present in the RADIO LINK SETUP REQUEST message, then DRNC shall include the suggested initial UL Eb/No Target and the DL Eb/No Target in the RADIO LINK SETUP RESPONSE message.

In the case of combining one or more RLs the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication that the RL is combined with another RL. In this case the Reference RL ID shall be included to indicate with which RL the combination is performed. The Reference RL ID shall be included for all but one of the combined RLs, for which the Transport Layer Address IE and the Binding ID IE shall be included.

In the case of not combining an RL with another RL, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication that no combining is done. In this case the DRNC shall include both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH of the RL in the RADIO LINK SETUP RESPONSE message.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the Binding Identifier IE and the Transport Layer Address IE shall be included only for one of the DCH in the set of co-ordinated DCHs.

[FDD - Irrespective of SSDT activation, the DRNS shall include in the RADIO LINK SETUP RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK SETUP REQUEST message requested SSDT activation and the RADIO LINK SETUP RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the DRNS.]

The DRNS shall also provide the SRNC with the UTRAN Cell Identifier (UC-Id) and information of the neighbouring cells to the cell(s) where the radio link(s) are added.

If a neighbouring cell is controlled by another RNC, the DRNC shall report also the node identifications (i.e. RNC, CN domain nodes) of the RNC controlling the neighbouring cell.
If there was no UE context for this UE in the DRNS before the RADIO LINK SETUP REQUEST message was received the DRNC shall include the node identifications of the CN Domain nodes that the RNC is connected to (using LAC and RAC of the current cell), and the D-RNTI in the RADIO LINK SETUP RESPONSE message.
If the DRAC Control IE is present in the RADIO LINK SETUP REQUEST message for at least one DCH and if the DRNC supports the DRAC procedure, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message the Secondary CCPCH Info IE and the references to system information blocks to be received on FACH, for each added Radio Link. If the DRNC does not support DRAC, it shall control the admission of the request as for normal DCH, and it shall not provide IEs related to system information scheduling in the RADIO LINK SETUP RESPONSE message.
8.3.1.3
Unsuccessful Operation
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Figure 3: Radio Link Setup procedure: Unsuccessful Operation

In unsuccessful case (i.e. one or more RLs can not be setup) the RADIO LINK SETUP FAILURE message shall be sent to the SRNC, indicating the reason for failure.  If some radio links were established successfully, the DRNC shall indicate this in the RADIO LINK SETUP FAILURE message in the same way as in the RADIO LINK SETUP RESPONSE message.

Typical cause values are:

Radio Network Layer Causes:

-
UL Scrambling Code Already in Use

-
DL Radio Resources not Available

-
UL Radio Resources not Available
-
Unknown C-ID

-
Macrodiversity Combining not Possible
-
Requested Configuration not Supported

-
Cell not Available

-
Power Level not Supported

Transport Layer Causes:
-
Transport Link Failure 

Protocol Causes:

-
Transaction not Allowed

Miscellaneous Causes:

-
Control Processing Overload

-
HW Failure 

-
Not enough User Plane Processing Resources

8.3.1.4
Abnormal Conditions

If the DRNC receives either an S-RNTI or a D-RNTI which already has RL(s) established the DRNC shall send the RADIO LINK SETUP FAILURE message to the SRNC, indicating the reason for failure.

8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more additional RLs towards a UE when there is already at least one RL established to the concerning UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

8.3.2.2
Successful Operation
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Figure 4: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon reception, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

[FDD - The Diversity Control Field indicates for each RL whether the DRNS shall combine the new RL with existing RL(s) or not on the Iur. If the Diversity Control Field IE is set to "May" (be combined with another RL), then the DRNS shall decide for any of the alternatives. When a new RL is to be combined the DRNS shall choose which RL(s) to combine it with.]

If the Primary CCPCH Ec/Io IE [FDD] or the Primary CCPCH RSCP IE [TDD] measured by the UE is included in the RADIO LINK ADDITION REQUEST message, the DRNS shall use this in the calculation of the Initial DL TX Power. If the Primary CCPCH Ec/Io IE is not present, the DRNS sets the Initial DL TX Power accordingly to the power used by the existing RLs.

[FDD - The DRNS shall use the provided UL Eb/No Target value as the current target for the inner-loop power control.]

[FDD - If the RADIO LINK ADDITION REQUEST message contains an SSDT Cell Identity IE, SSDT may be activated for the concerned new RL, with the indicated SSDT Cell Identity used for that RL.]

The DRNS shall activate any feedback mode diversity according to the received settings.

If all requested RLs are successfully added, the DRNC shall respond with a RADIO LINK ADDITION RESPONSE message.

In the case of combining an RL with existing RL(s) the DRNC shall indicate in the RADIO LINK ADDITION RESPONSE message with the Diversity Indication that the RL is combined. In this case the Reference RL ID shall be included to indicate one of the existing RLs that the new RL is combined with.

In the case of not combining an RL with existing RL(s), the DRNC shall indicate in the RADIO LINK ADDITION RESPONSE message with the Diversity Indication that no combining is done. In this case the DRNC shall include both the Transport Layer Address and the binding ID for the transport bearer to be established for each DCH of the RL in the RADIO LINK ADDITION RESPONSE message.

In case of co-ordinated DCH, the binding ID and the transport address shall be included for only one of the co-ordinated DCHs.

[FDD - Irrespective of SSDT activation, the DRNS shall include in the RADIO LINK ADDITION RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK ADDITION REQUEST message requested SSDT activation and the RADIO LINK ADDITION RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the DRNS.]

For any cell neighbouring of a cell in which a RL was added, the DRNC shall provide in the RADIO LINK ADDITION RESPONSE message the UTRAN Cell Identifier (UC-Id), the Frequency Number, the Primary Scrambling Code and the node identification of CN nodes connected to the RNC controlling the neighbouring cell if the neighbouring cell is not controlled by the DRNC. In addition, if the information is available, the DRNC shall also provide the CPICH Power level and Frame Offset of the neighbouring cell.

The DRNC shall also provide the configured uplink Maximum Eb/No and UL Minimum Eb/No for every new RL to the SRNC in the RADIO LINK ADDITION RESPONSE message. These values are taken into consideration by DRNS admission control and shall be used by the SRNC as limits for the UL inner-loop power control target.

The DRNC shall also provide the selected scrambling- and channelisation codes of the new RLs in order to enable the SRNC to inform the UE about the selected codes.

After sending of the RADIO LINK ADDITION RESPONSE message the DRNS shall continuously attempt to obtain UL synchronisation and start reception on the new RL. The DRNS shall start transmission on the new RL after synchronisation is achieved in the Iur user plane as specified in ref. [Error! Reference source not found.].
If the UE has been allocated one or several DCH controlled by DRAC (DRAC Control IE was present in the RADIO LINK SETUP REQUEST message for at least one DCH) and if the DRNC supports the DRAC procedure, the DRNC shall indicate in the RADIO LINK ADDITION RESPONSE message the Secondary CCPCH Info IE and the references to system information blocks to be received on FACH, for each added Radio Link. If the DRNC does not support DRAC, it shall control the admission of the request as for normal DCH, and it shall not provide IEs related to system information scheduling in the RADIO LINK ADDITION RESPONSE message.
8.3.2.3
Unsuccessful Operation
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Figure 5: Radio Link Addition procedure: Unsuccessful Operation

If the establishment of at least one RL is unsuccessful, the DRNC shall send a RADIO LINK ADDITION FAILURE as response.

If some RL(s) were established successfully, the DRNC shall indicate this in the RADIO LINK ADDITION FAILURE message in the same way as in the RADIO LINK ADDITION RESPONSE message.

Typical cause values are:

Radio Network Layer Causes:

-
DL Radio Resources not Available

-
UL Radio Resources not Available
-
Unknown C-ID

-
Macrodiversity Combining not Possible
-
Cell not Available

-
Power Level not Supported
Transport Layer Causes:
-
Transport Link Failure 

Miscellaneous Causes:

-
Control Processing Overload 

-
HW Failure 

-
Not enough User Plane Processing Resources

8.3.2.4
Abnormal Conditions

-

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of all Radio Links related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

8.3.4.2
Successful Operation
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Figure 6: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC. 

Upon reception, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification :

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this information when reserving resources for this DCH in the new configuration.

[Editor's note: The priority handling in the DRNS has not been discussed in RAN WG3. Neither has the possibilities for pre-emption (not retaining a resource) of DCHs/RLs. The handling of the Allocation/Retention Priority IE is thus not clear and is regarded as FFS.]

If the RADIO LINK RECONFIGURATION PREPARE message includes the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set (UL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set (DL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the UL DCH FP Mode IE for a DCH to be modified, the DRNS shall apply the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes on the ToAWS IE for a DCH to be modified, the DRNS shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes on the ToAWE IE for a DCH to be modified, the DRNS shall apply the new ToAWE in the user plane for this DCH in the new configuration.
If the DRAC Control IE is present in the RADIO LINK RECONFIGURATION PREPARE message for at least one DCH and if the DRNC supports the DRAC procedure, the DRNC shall indicate in the RADIO LINK RECONFIGURATION READY message the Secondary CCPCH Info IE and the references to system information blocks to be received on FACH, for each Radio Link. If the DRNC does not support DRAC, it shall control the admission of the request as for normal DCH, and it shall not provide IEs related to system information scheduling in the RADIO LINK RECONFIGURATION READY message.
DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be added to the Radio Link(s), the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the DCH Combination Indicator IE for a DCH to be added, the DRNS shall 

1.
treat all DCHs with the same value of this IE as a set of co-ordinated DCHs and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration

The DRNS should use the Allocation/Retention Priority IE received for a DCH to be added when reserving resources for this DCH in the new configuration.

[Editor's note: The priority handling in the DRNS has not been discussed in RAN WG3. Neither has the possibilities for pre-emption (not retaining a resource) of DCHs/RLs. The handling of the Allocation/Retention Priority IE is thus not clear and is regarded as FFS.]

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

The DRNS may use the included RLC Mode IE to optimise the power control.

The DRNS shall use the included UL DCH FP Mode IE for a DCH to be added as the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.
If the DRAC Control IE is present in the RADIO LINK RECONFIGURATION PREPARE message for at least one DCH and if the DRNC supports the DRAC procedure, the DRNC shall indicate in the RADIO LINK RECONFIGURATION READY message the Secondary CCPCH Info IE and the references to system information blocks to be received on FACH, for each Radio Link. If the DRNC does not support DRAC, it shall control the admission of the request as for normal DCH, and it shall not provide IEs related to system information scheduling in the RADIO LINK RECONFIGURATION READY message.
DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be deleted from the Radio Link(s), the DRNS shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Uplink Scrambling Code IE, the DRNS shall apply this Uplink Scrambling Code to the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Uplink Channelisation Code IEs, the DRNS shall apply the new Uplink Channelisation Code(s) in the new configuration.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Spreading Factor of Channelisation Code (DL) IE, for each Spreading Factor of Channelisation Code (DL) IE the DRNS shall allocate one new Downlink Channelisation Code per Radio Link and apply the new Downlink Channelisation Code(s) to the new configuration. Each Downlink Channelisation Code allocated for the new configuration shall be included as a Channelisation Code (DL) IE in the RADIO LINK RECONFIGURATION READY message when sent to the SRNC.]

The DRNS shall use the TFCS (UL) IE when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the Uplink of [TDD – the CCTrCH of] the new configuration.

The DRNS shall use the TFCS (DL) IE when reserving resources for the downlink of the new configuration. The DRNS shall apply the new TFCS in the Downlink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Mean Bit Rate (UL) IE, the DRNS should use this information when reserving resources for the Uplink of the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Mean Bit Rate (DL) IE, the DRNS should use this information when reserving resources for the Downlink of the new configuration.

[Editor's note: There is presently no clear definition of the Mean Bit Rate IEs. The handling of these IEs is thus regarded as FFS.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes on the UL DPCCH Structure IE, group the DRNS shall apply the new Uplink DPCCH Structure to the new configuration.]

SSDT Activation/Deactivation:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT Active in the UE", the DRNS may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT not Active in the UE", the DRNS shall deactivate SSDT in the new configuration.]

If the requested modifications are allowed by the DRNS, and the DRNS has successfully reserved the required resources for the new configuration of the Radio Link(s) it shall respond to the SRNC with the RADIO LINK RECONFIGURATION READY message.

The DRNS decides the maximum and minimum Eb/No for the uplink of the Radio Link(s) and shall return this in the Maximum Uplink Eb/No IE and Minimum Uplink Eb/No IE for each Radio Link in the RADIO LINK RECONFIGURATION READY message.

[TDD – The DRNC shall include all the IEs corresponding to the new physical channel parameters for the DL DPCH and/or the UL DPCH to be reconfigured in the RADIO LINK RECONFIGURATION READY message.]

[Editor's note: Which information in the RL RECONFIGURATION PREPARE message triggers the DRNC to include any of the following Optional TDD information?:
a) DL DPCH Group
b) UL DPCH Group
c) TDD Physical Channel Offset, Repetition Length, and TFCI Presence IEs as part of the DL DPCH Group
d) TDD Physical Channel Offset, Repetition Length, and TFCI Presence IEs as part of the UL DPCH Group.]

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the DCH to be Added IE group or the DCH to be Modified IE group shall be included only for one of the DCHs in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS the DCH to be Added IE group and the DCH to be Modified IE group shall be included only for one of the combined Radio Links.

8.3.4.3
Unsuccessful Operation


[image: image8.wmf]SRN

C

Layer

R

ADIO 

L

INK

 RECONFIGURATION 

FAILURE

R

ADIO 

L

INK

 RECONFIGURATION 

PREPARE

DRN

C

Layer


Figure 7: Synchronised Radio Link Reconfiguration Preparation procedure, Unsuccessful Operation

If the DRNS cannot reserve the necessary resources for all the new DCHs of one set of co-ordinated DCHs requested to be added, it shall regard the Synchronised Radio Link Reconfiguration procedure as having failed.

-
If the requested Synchronised Radio Link Reconfiguration procedure fails for one or more RLs the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure. 

In which cases to include only the Cause IE on message level and in which cases the Cause IE also shall be included for a specific RL is FFS.

Typical cause values are:

Radio Network Layer Causes:

-
UL Scrambling Code Already in Use

-
DL Radio Resources not Available

-
UL Radio Resources not Available
-
Requested Configuration not Supported

Protocol Causes:

-
Transaction not Allowed

Miscellaneous Causes:

-
Control Processing Overload 

-
Not enough User Plane Processing Resources

8.3.4.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall regard the Synchronised Radio Link Reconfiguration Preparation procedure as having failed and the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE-UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

8.3.7.2
Successful Operation
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Figure 8: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon reception, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this information when reserving resources for this DCH in the new configuration.

[Editor's note: The priority handling in the DRNS has not been discussed in RAN WG3. Neither has the possibilities for pre-emption (not retaining a resource) of DCHs/RLs. The handling of the Allocation/Retention Priority IE is thus not clear and is regarded as FFS.]

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Transport Format Set (UL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Transport Format Set (DL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the UL DCH FP Mode IE for a DCH to be modified, the DRNS shall apply the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the ToAWS IE for a DCH to be modified, the DRNS shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the ToAWE IE for a DCH to be modified, the DRNS shall apply the new ToAWE in the user plane for this DCH in the new configuration.
If the DRAC Control IE is present in the RADIO LINK RECONFIGURATION REQUEST message for at least one DCH and if the DRNC supports the DRAC procedure, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE and the references to system information blocks to be received on FACH, for each Radio Link. If the DRNC does not support DRAC, it shall control the admission of the request as for normal DCH, and it shall not provide IEs related to system information scheduling in the RADIO LINK RECONFIGURATION RESPONSE message.
DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be added to the Radio Link(s), the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the DCH Combination Indicator IE for a DCH to be added, the DRNS shall.

1.
treat all DCHs with the same value of this IE as a set of co-ordinated DCHs and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration

-
The DRNS should use the Allocation/Retention Priority IE received for a DCH to be added when allocating resources for this DCH in the new configuration.

[Editor's note: The priority handling in the DRNS has not been discussed in RAN WG3. Neither has the possibilities for pre-emption (not retaining a resource) of DCHs/RLs. The handling of the Allocation/Retention Priority IE is thus not clear and is regarded as FFS.]

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION REQUEST message includes the RLC Mode IE, the DRNS may use this information to optimise the power control.

The DRNS shall use the included UL DCH FP Mode IE for a DCH to be added as the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.
If the DRAC Control IE is present in the RADIO LINK RECONFIGURATION REQUEST message for at least one DCH and if the DRNC supports the DRAC procedure, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE and the references to system information blocks to be received on FACH, for each Radio Link. If the DRNC does not support DRAC, it shall control the admission of the request as for normal DCH, and it shall not provide IEs related to system information scheduling in the RADIO LINK RECONFIGURATION RESPONSE message.
DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the DRNS shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration

Physical Channel Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS (UL) IE, the DRNS shall apply the new TFCS in the Uplink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS (DL) IE, the DRNS shall apply the new TFCS in the Downlink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Mean Bit Rate (UL) IE, the DRNS should use this information when reserving resources for the Uplink of the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Mean Bit Rate (DL) IE, the DRNS should use this information when reserving resources for the Downlink of the new configuration.

[Editor's note: There is presently no clear definition of the Mean Bit Rate IEs. The handling of these IEs is thus regarded as FFS.]

f the requested modifications are allowed by the DRNS, the DRNS has successfully allocated the required resources, and changed to the new configuration it shall respond to the SRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The DRNS decides the maximum and minimum Eb/No for the uplink of the Radio Link(s) and shall return this in the IEs Maximum Uplink Eb/No and Minimum Uplink Eb/No for each Radio Link in the RADIO LINK RECONFIGURATION RESPONSE message.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the DCH to be Added IE group or the DCH to be Modified IE group shall be included only for one of the DCH in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS the DCH to be Added IE group and the DCH to be Modified IE group shall be included only for one of the combined Radio Links.

8.3.7.3
Unsuccessful Operation
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Figure 9: Unsynchronised Radio Link Reconfiguration procedure, Unsuccessful Operation

If the DRNS cannot allocate the necessary resources for all the new DCHs of a set of co-ordinated DCHs requested to be added it shall regard the Synchronised Radio Link Reconfiguration procedure as having failed.

If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s) the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure.

Typical cause values are:

Radio Network Layer Causes:

-
UL Scrambling Code Already in Use

-
DL Radio Resources not Available

-
UL Radio Resources not Available
-
Requested Configuration not Supported

Protocol Causes:

-
Transaction not Allowed

Miscellaneous Causes:

-
Control Processing Overload 

-
Not enough User Plane Processing Resources

8.3.7.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the the DRNS shall regard the Synchronised Radio Link Reconfiguration procedure as having failed and the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




S-RNTI
M




D-RNTI
O




Allowed Queuing time
O




UL DPCH Information

1



      UL Scrambling Code
M




      Min UL Channelisation

 Code Length 
M




      Max Number of UL

 DPDCHs
C –

 CodeLen




      Puncture Limit
M


For the UL.

      UL Transport Format
 Combination Set
M




      UL DPCCH Slot Format
M




      UL Eb/No Target
O




      Diversity mode
M




      D Field Length
C-FB




     SSDT Cell ID Length
O




     S Field Length
O




     Mean Bit Rate
O


For the UL.

DL DPCH Information

1



      Transport Format

 Combination Set
M




      DL DPCH Slot Format
M




      TFCI Signalling Mode
M




      TFCI Presence
C- SlotFormat




      Multiplexing  Position
M




      Power Offset
 Information

1



        PO1
M

Power Offset
Power offset for the TFCI bits.

        PO2
M

Power Offset
Power offset for the TPC bits.

        PO3
M

Power Offset
Power offset for the pilot bits.

      TPC Downlink Step Size
M




      Mean Bit Rate
O


For the DL.

DCH Information

1..<maxnoofDCHs>



      DCH ID
M




      DCH Combination Ind
O




      RLC Mode
M




      Transport Format Set
M


For the UL.

      Transport Format Set
M


For the DL.

      BLER 
M


For the UL.

      BLER 
M


For the DL.

      Allocation/Retention  Priority
M




Frame Handling
 Priority
M




      Payload CRC Presence
 Indicator
M




      UL FP Mode
M




      ToAWS
M




      ToAWE
M




DRAC control
O




RL Information

1…<maxnoofRLs>



      RL ID
M




      C-ID
M




      Frame Offset
M




      Chip Offset
M




      Propagation Delay
O




      Diversity Control Field
C – NotFirstRL




      Initial DL TX Power
O

DL Power


      Primary CPICH Ec/Io
O




      SSDT Cell ID 
O




Condition
Explanation

CodeLen
This IE is present only "f "Min UL Channelisation Code len"th" equals to 4

FB
This IE is present only if Feed Back mode diversity is activated.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

Range bound
Explanation

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofRLs
Maximum no. of RLs for one UE.

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID 
M




D-RNTI 
O




CN PS Domain Identifier
O




CN CS Domain Identifier
O




RL Information Response

1..<maxnoofRLs>



   RL ID
M




   SAI
M




   UL Interference Level
M




   Secondary CCPCH Info
C-SysInfoFACH




   Reference to system information blocks
C-SysInfoFACH
0..<MaxSysinfoBlockFACHCount>



      Scheduling information
M




   DL Code Information

1..

<maxnoofDLCodes



        DL Scrambling Code 
M




        FDD DL Channelisation Code Number
M




   Diversity Indication
C-NotFirstRL




   CHOICE diversity Indication





        Combining





             RL ID
M


Reference RL ID for the combining

        Non Combining or IE not present



"IE not present" is equivalent to "First RL".

              DCH Information 

   Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included

              DCH ID
M




              Binding ID
M




              Transport Layer Address
M




   SSDT Support Indicator
M




   Maximum Uplink Eb/No 
M

Uplink Eb/No


   Minimum Uplink Eb/No 
M

Uplink Eb/No


   Neighbouring FDD Cell Information

0..<maxnoofFDDneighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information
O
0..<maxnoofTDDneighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




       Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




Uplink Eb/No Target
O

Uplink Eb/No


Downlink Eb/No Target
O




Criticality Diagnostics
O




Condition
Explanation

IfComb
This IE is present if the 'Diversity Indication' IE indicates 'combining' in the Node B.

IfNotComb
This IE is present if the 'Diversity Indication' IE indicates 'non combining' in the Node B.

NotFirstRL
The IE is present only if the RL is not the first RL in the RL Information

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

SysInfoFACH
The IE is present only if UE needs to listen to system information on FACH

Range bound
Explanation

MaxnoofRLs
Maximum no. of RLs for one UE.

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell.

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell.

MaxSysinfoFACHCount
Maximum number of references to system information blocks on the FACH

9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M




Transaction ID
M




RL Information Response

1..<maxnoofRLs-1>



      RL ID
M




      SAI
M




      UL Interference Level
M




      Secondary CCPCH Info
C-SysInfoFACH




      Reference to system information blocks
C-SysInfoFACH
0..<MaxSysinfoBlockFACHCount>



        Scheduling information
M




   DL Code Information

1..<maxnoofDLCodes>



       DL Scrambling Code
M




       DL Channelisation Code
M




Diversity Indication
M




CHOICE diversity indication





      Combining





      RL ID
M


Reference RL-Id

      Non combining





DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




SSDT Support Indicator
M




Minimum Uplink Eb/No
M

Uplink Eb/No


Maximum Uplink Eb/No
M

Uplink Eb/No


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>



       UC-Id
M




       CN PS Domain Identifier
O




       CN CS Domain Identifier
O




       UARFCN
M




       Frame Offset
O




       Primary Scrambling Code
M




       Primary CPICH Power
O




   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>



      UC-Id
M




      CN PS Domain Identifier
O




      CN CS Domain Identifier
O




      UARFCN
M




      Frame Offset
O




      Cell Parameter ID
M




      Sync Case
M




      Time Slot
C-Case1




      PSCH Time Slot
C-Case2&3




Criticality Diagnostics
O




Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

SysInfoFACH
The IE is present only if UE needs to listen to system information on FACH

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

MaxSysinfoFACHCount
Maximum number of references to system information blocks on the FACH

9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction ID 
M




Allowed Queuing Time
O




UL DPCH Information

0..1



   UL Scrambling code
O




   Min UL Channelisation Code Length
O




   Max Number of UL DPDCHs
C – CodeLen




   Puncture Limit
O


For the UL.

   TFCS
O


TFCS for the UL.

   UL DPCCH Slot Format
O




   SSDT Cell Identity Length
O




   S-Field Length
O




   Mean Bit Rate
O


For the UL.

DL DPCH Information

0..1



   TFCS
O


TFCS for the DL.

   DL DPCH Slot Format
O




   TFCI Signalling Mode
O




   TFCI Presence
C- SlotFormat




   MultiplexingPosition
O




   Mean Bit Rate
O


For the DL.

DCHs to Modify

0..<maxnoofDCHs>



   DCH ID
M




   Transport Format Set
O


For the UL.

   Transport Format Set
O


For the DL.

   Allocation/Retention Priority
O




   Frame Handling Priority
O




   UL FP Mode
O




   ToAWS
O




   ToAWE
O




   DRAC Control
O




DCHs to Add

0..<maxnoofDCHs>



   DCH ID
M




   DCH Combination Indicator
O




   RLC Mode
M




   Transport Format Set
M


For the UL.

   Transport Format Set
M


For the DL.

   BLER
M


For the UL.

   BLER
M


For the DL.

   Allocation/Retention Priority
M




   Frame Handling Priority
M




   Payload CRC Presence Indicator
M




   UL FP Mode
M




   ToAWS
M




   ToAWE
M




   DRAC Control
O




DCHs to Delete

0..<maxnoofDCHs>



   DCH ID
M




RL Information

0..<maxnoofRLs>



   RL ID
M




   SSDT Indication
O




   SSDT Cell Identity
C - SSDTIndON




Condition
Explanation

SSDTIndON
The IE may be present if the SSDT Indication is set to 'SSDT Active in the UE'.

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction ID 
M




RL Information Response

0..<maxnoofRLs>



   RL ID
M




   Maximum Uplink Eb/No 
O

Uplink Eb/No


   Minimum Uplink Eb/No 
O

Uplink Eb/No


   Secondary CCPCH Info
C-SysInfoFACH




   Reference to system information blocks
C-SysInfoFACH
0..<MaxSysinfoBlockFACHCount>



     Scheduling information
M




   Downlink Code Information

0..<maxnoofDLCodes>



      DL Scrambling Code
M




      DL Channelisation Code
M




   DCH to be Added

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




   DCH to be Modified

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




Criticality Diagnostics
O




Condition
Explanation

SysInfoFACH
The IE is present only if UE needs to listen to system information on FACH

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs.

MaxnoofRLs
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

MaxSysinfoFACHCount
Maximum number of references to system information blocks on the FACH

9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction ID 
M




Allowed Queuing Time
O




UL DPCH Information 

0..1



   TFCS
O


TFCS for the UL.

   Mean Bit Rate
O




DL DPCH Information 

0..1



   TFCS
O


TFCS for the DL.

   TFCI Signalling Mode
O




   Mean Bit Rate
O




DCHs to Modify

0..<maxnoofDCHs>



   DCH ID
M




   Transport Format Set
O


For the UL.

   Transport Format Set
O


For the DL.

   Allocation/Retention Priority
O




   Frame Handling Priority
O




   UL FP Mode
O




   ToAWS
O




   ToAWE
O




    DRAC Control
O




DCHs to add

0..<maxnoofDCHs>



   DCH ID
M




   DCH Combination Ind
O




   RLC Mode
M




   Transport Format Set
M


For the UL.

   Transport Format Set
M


For the DL.

   Allocation/Retention Priority
M




   Frame Handling Priority
M




   Payload CRC Presence Indicator
M




   UL FP mode
M




   ToAWS
M




   ToAWE
M




   DRAC Control
O




DCHs to Delete

0..<maxnoofDCHs>



   DCH ID
M




Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

9.1.17
RADIO LINK RECONFIGURATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction ID 
M




RL Information Response

0..<maxnoofRLs>



   RL ID
M




   Maximum Uplink Eb/No 
O

Uplink Eb/No


   Minimum Uplink Eb/No 
O

Uplink Eb/No


   Secondary CCPCH Info
C-SysInfoFACH




   Reference to system information blocks
C-SysInfoFACH
0..<MaxSysinfoBlockFACHCount>



     Scheduling information
M




   DCH to be Added

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




   DCH to be Modified

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.

      DCH ID
M




      Binding ID
M




      Transport Layer Address
M




Criticality Diagnostics
O




Condition
Explanation

SysInfoFACH
The IE is present only if UE needs to listen to system information on FACH

Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofRLs 
Maximum number of RLs for a UE.

MaxSysinfoFACHCount
Maximum number of references to system information blocks on the FACH

9.2.1.18.A

DRAC Control

This IE indicates whether the DCH is control by DRAC or not.
IE/Group Name
Presence
Range
IE type and reference
Semantics description

DRAC Control


Boolean
TRUE if DCH is controlled by DRAC

9.2.1.42.A
Scheduling Information

This IE is identical to the one defined in 25.331 (clause 10.2.8.6)
9.2.1.42.B
Secondary CCPCH Info

This IE is identical to the one defined in 25.331 (clause 10.2.6.33)
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Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





