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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ASN.1
Abstract Syntax Notation One

ATM
Asynchronous Transfer Mode

BCCH
Broadcast Control Channel

CCPCH
Common Control Physical Channel

CFN
Connection Frame Number

CRNC
Controlling Radio Network Controller

DCH
Dedicated Channel

DL
Downlink

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DRNC
Drift Radio Network Controller

DSCH
Downlink Shared Channel

FDD
Frequency Division Duplex

FP
Frame Protocol

L1
Layer 1

L2
Layer 2

NBAP
Node B Application Part

O&M
Operation and Management

PDSCH
Physical Downlink Shared Channel

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RL
Radio Link

RNC
Radio Network Controller

RRC
Radio Resource Control

SRNC
Serving Radio Network Controller

TDD
Time Division Duplex

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

UE
User Equipment

UL
Uplink

USCH
Uplink Shared Channel

UTRAN
UMTS Terrestrial Radio Access Network
8
NBAP Procedures

8.1
Elementary Procedures

NBAP procedures are divided into common procedures and dedicated procedures.

-
NBAP common procedures are procedures that request initiation of a UE context for a specific UE in Node B or are not related to a specific UE. NBAP common procedures also incorporate logical O&M [1] procedures.

-
NBAP dedicated procedures are procedures that are related to a specific UE context in Node B. This UE context is identified by a UE context identity.

The two types of procedures may be carried on separate signalling links.
In the following tables, all EPs are divided into Class 1 and Class 2 EPs:

Table 1: Class 1

Elementary Procedure
Message
Successful Outcome
Unsuccessful Outcome



Response message
Response message
Timer

Cell Setup
CELL SETUP REQUEST
CELL SETUP RESPONSE
CELL SETUP FAILURE


Cell Reconfiguration
CELL RECONFIGURATION REQUEST
CELL RECONFIGURATION RESPONSE
CELL RECONFIGURATION FAILURE


Cell Delete
CELL DELETE REQUEST
CELL DELETE RESPONSE



Common Transport Channel Setup
COMMON TRANSPORT CHANNEL SETUP REQUEST
COMMON TRANSPORT CHANNEL SETUP RESPONSE
COMMON TRANSPORT CHANNEL SETUP FAILURE


Common Transport Channel Reconfigure
COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST 
COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE
COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE


Common Transport Channel Delete
COMMON TRANSPORT CHANNEL DELETION REQUEST
COMMON TRANSPORT CHANNEL DELETION RESPONSE



Physical Shared Channel Reconfigure [TDD]
PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST 
PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE
PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE


Audit
AUDIT REQUEST 
AUDIT RESPONSE



Block Resource
BLOCK RESOURCE REQUEST
BLOCK RESOURCE RESPONSE
BLOCK RESOURCE FAILURE


Radio Link Setup
RADIO LINK SETUP REQUEST
RADIO LINK SETUP RESPONSE
RADIO LINK SETUP FAILURE


System Information Update 
SYSTEM INFORMATION UPDATE REQUEST
SYSTEM INFORMATION UPDATE RESPONSE
SYSTEM INFORMATION UPDATE FAILURE


Common Measurement Initiation
COMMON MEASUREMENT INITIATION REQUEST
COMMON MEASUREMENT INITIATION RESPONSE
COMMON MEASUREMENT INITIATION FAILURE


Radio Link Addition
RADIO LINK ADDITION REQUEST
RADIO LINK ADDITION RESPONSE
RADIO LINK ADDITION FAILURE


Radio Link Deletion
RADIO LINK DELETION REQUEST
RADIO LINK DELETION RESPONSE



Synchronised Radio Link Reconfiguration Preparation
RADIO LINK RECONFIGURATION PREPARE
RADIO LINK RECONFIGURATION READY
RADIO LINK RECONFIGURATION FAILURE


Unsynchronised Radio Link Reconfiguration
RADIO LINK RECONFIGURATION REQUEST
RADIO LINK RECONFIGURATION RESPONSE
RADIO LINK RECONFIGURATION FAILURE


Dedicated Measurement Initiation
DEDICATED MEASUREMENT INITIATION REQUEST
DEDICATED MEASUREMENT INITIATION RESPONSE
DEDICATED MEASUREMENT INITIATION FAILURE


Synchronised Compressed Mode Control Preparation [FDD]
COMPRESSED MODE PREPARE
COMPRESSED MODE READY
COMPRESSED MODE FAILURE


8.2.18 Physical Shared Channel Reconfiguration [TDD]
8.2.18.1
General

This procedure is used for handling PDSCH Sets and PUSCH Sets in the NodeB, i.e.

· Adding new PDSCH Sets and/or PUSCH Sets,

· Modifying these, and

· Deleting them.

8.2.18.2
Successful Operation
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Figure 1: Physical Shared Channel Reconfiguration, successful case

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B.

In the successful case, the NodeB shall add, modify and delete the PDSCH Sets and PUSCH Sets in the Common Transport Channel data base, as requested in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST, and shall make these available to all the current and future DSCH and USCH transport channels; and shall respond with PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE:

8.2.18.3
Unsuccessful Operation
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Figure 2: Physical Shared Channel Reconfiguration procedure, unsuccessful case

If the Node B is not able to support all parts of the configuration, it shall reject the configuration of all the channels in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message. The Cause Value IE shall be set to an appropriate value.

If the configuration was unsuccessful, the Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE message:

Typical cause values are as follows:

Radio Network Layer Cause

-
Cell not available

-
NodeB Resources unavailable
Transport Layer Cause

-
Transport Resources Unavailable
Protocol Cause

-
Semantic error
Miscellaneous Cause

-
O&M Intervention

-
Unspecified Failure

-
Control processing overload

-
HW failure
8.2.18.4
Abnormal Conditions

If the C-ID in the PHYSICAL SHARED CHANNEL RECONGURATION REQUEST message is not existing in the Node B, it shall respond with the PHYSICAL SHARED CHANNEL RECONGURATION FAILURE message with the Cause IE = 'unknown C-ID'.
9.1.64
ERROR INDICATION

Information Element
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Message Discriminator
M




Transaction Id
M




Cause
C_ifalone




CRNC Communication Context Id
C_ifUL




Node B Communication Context Id
C_ifDL




Criticality diagnostics
C_ifalone




Condition
Explanation

C_ifDL
This IE is only present when message is transmitted by RNC

C_ifUL
This IE is onlypresent when message is transmitted by node B

C_ifalone
At least either of Cause IE or Criticality Diagnostics IE shall be present.

9.1.65 PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST [TDD]
[ Editorial remark: For best readability, the level of indentation has been indicated in this subclause by two means at the same time: 1) By line formatting, and 2) by Arrows “>”. ]
IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality

Message Discriminator
M



-

Message Type
M



YES

Transaction ID 
M



-

C-ID
M



YES

PDSCH Sets to add

0..<maxnoof PDSCHSets>


GLOBAL

>PDSCH Set Id




-

>PDSCH Information

0..<maxnoof PDSCH>


EACH

>>PDSCH ID
M



-

>>TDD Channelisation Code
M



-

>>Burst Type
M



-

>>Midamble Shift
M



-

>>Time Slot
M



-

>>Repetition Period
M



-

>>TDD Physical Channel  Offset
O



-

>>Repetition Length
O



-

>>TFCI Presence
M



-

PDSCH Sets to Modify

0..<maxnoof PDSCHSets>


GLOBAL

>PDSCH Set Id




-

>PDSCH Information

0..<maxnoof PDSCH>


EACH

>>PDSCH ID
M



-

>>TDD Channelisation Code
M



-

>>Burst Type
M



-

>>Midamble Shift
M



-

>>Time Slot
M



-

>>Repetition Period
M



-

>>TDD Physical Channel  Offset
O



-

>>Repetition Length
O



-

>>TFCI Presence
M



-

PDSCH Sets to Delete

0..<maxnoof PDSCHSets>


GLOBAL

>PDSCH Set Id




-

PUSCH Sets to add

0..<maxnoof PUSCHSets>


GLOBAL

>PUSCH Set Id




-

>PUSCH Information

0..<maxnoof PUSCH>


EACH

>>PUSCH ID
M



-

>>TDD Channelisation Code
M



-

>>Burst Type
M



-

>>Midamble Shift
M



-

>>Time Slot
M



-

>>Repetition Period
M



-

>>TDD Physical Channel  Offset
O



-

>>Repetition Length
O



-

>>TFCI Presence
M



-

PUSCH Sets to Modify

0..<maxnoof PUSCHSets>


GLOBAL

>PUSCH Set Id




-

>PUSCH Information

0..<maxnoof PUSCH>


EACH

>>PUSCH ID
M



-

>>TDD Channelisation Code
M



-

>>Burst Type
M



-

>>Midamble Shift
M



-

>>Time Slot
M



-

>>Repetition Period
M



-

>>TDD Physical Channel  Offset
O



-

>>Repetition Length
O



-

>>TFCI Presence
M



-

PUSCH Sets to Delete

0..<maxnoof PUSCHSets>


GLOBAL

>PUSCH Set Id




-

Range bound
Explanation

Maxnoof PDSCH Sets 
Maximum number of PDSCH Sets in a cell.

Maxnoof PDSCH 
Maximum number of PDSCH in a cell.

Maxnoof PUSCH Sets 
Maximum number of PUSCH Sets in a cell.

Maxnoof PUSCH 
Maximum number of PUSCH in a cell.

9.1.66
PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE [TDD]
IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality

Message Discriminator
M



-

Message Type
M



YES

Transaction ID 
M



-

Criticality diagnostics
O



YES

9.1.67
PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE [TDD]
IE/Group Name
Presence
Range
IE Type and Reference
Semantic Description
Criticality

Message Discriminator
M



-

Message Type
M



YES

Transaction ID 
M



-

Cause 
M



YES

Criticality diagnostics
O



YES

9.2 Information Element Functional Definition and Contents

9.2.3.25
USCH ID

The USCH ID uniquely identifies a USCH within a Node B Communication Context.

Information Element/Group Name
Presence
Range
IE type and reference
Semantics description

USCH ID


INTEGER

(0..255)


9.2.3.26
PDSCH Set Id

The PDSCH Set Id identifies unambiguously a PDSCH Set inside a cell.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

PDSCH Set Id
M

INTEGER

(0..255)
See 25.430

9.2.3.27
PUSCH Set Id

The PUSCH Set Id identifies unambiguously a PUSCH Set inside a cell.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

PUSCH Set Id
M

INTEGER

(0..255)
See 25.430

9.2.3.28
PDSCH ID

The PDSCH ID identifies unambiguously a PDSCH inside a cell.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

PDSCH ID
M

INTEGER

(0..255)


9.2.3.29
PUSCH ID

The PUSCH ID identifies unambiguously a PUSCH inside a cell.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

PUSCH ID
M

INTEGER

(0..255)


9.3
Message and Information element abstract syntax (with ASN.1)

This chapter is for the time being only INFORMATIVE.

In case of misalignment with the tabular format of the messages in chapter 9.1 the ASN.1 needs to be aligned with the tabular format.

The setting of the criticality field and the level on which criticality is set for the IEs and sequences of IEs is still to be decided upon.

9.3.1
Usage of protocol extension mechanism for non-standard use

The protocol extension mechanism for non-standard use may be used

-
For special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality specification in order to guarantee multi-vendor inter-operability.

-
By vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation

The extension mechanism shall not be used for basic functionality. Such functionality shall be standardised.

9.3.2
PDU Description for NBAP

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDUREiptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CommonMeasurementReport,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


RadioLinkSetupRequestFDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureTDD,


NeighbourCellMeasurementRequestTDD,


NeighbourCellMeasurementResponseTDD,


NeighbourCellMeasurementFailureTDD,


SynchronisationAdjustmentRequestTDD,


SynchronisationAdjustmentResponseTDD,


SynchronisationAdjustmentFailureTDD,


NodeBOutOfSyncIndicationTDD,


SynchronisationRestartRequestTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureTDD,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DLPowerControlRequestFDD,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


DedicatedMeasurementReport,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModePrepareFDD,


CompressedModeReadyFDD,


CompressedModeCommitFDD,


CompressedModeFailureFDD,


CompressedModeCancelFDD,


ErrorIndication,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationResponseTDD,


PhysicalSharedChannelReconfigurationFailureTDD
FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDeletion,


id-commonTransportChannelReconfiguration,


id-commonTransportChannelSetup,


id-compressedModeControlCancellation,


id-compressedModeControlCommit,


id-compressedModeControlPreparation,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-dlPowerControl,


id-neighbourCellMeasurement,


id-PhysicalSharedChannelReconfiguration,


id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkReconfigurationCommit,


id-radioLinkReconfirurationCancel,


id-radioLinkRestoration,


id-radioLinkSetup,


id-resourceStatusIndication,


id-synchronisationAdjustment,


id-synchronisationFailure,


id-synchronisationRestart,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unsynchronisedRadioLinkReconfiguration

FROM NBAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


commonTransportChannelSetupFDD



|


commonTransportChannelSetupTDD



|


commonTransportChannelReconfigurationFDD

|


commonTransportChannelReconfigurationTDD

|


commonTransportChannelDeletion



|


blockResource





|


audit






|


commonMeasurementInitiation



|


cellSetupFDD





|


cellSetupTDD





|


cellReconfigurationFDD




|


cellReconfigurationTDD




|


cellDeletion





|


systemInformationUpdate




|


radioLinkSetupFDD




|


radioLinkSetupTDD




|


neighbourCellMeasurementTDD



|


synchronisationAdjustmentTDD



|


radioLinkAdditionFDD




|


radioLinkAdditionTDD




|


radioLinkReconfigurationCommit



|


radioLinkReconfigurationCancellation


|


radioLinkDeletion




|


dedicatedMeasurementInitiation



|


physicalSharedChannelReconfiguration

|


compressedModeControlPreparationFDD


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


unblockResource





|


auditRequired





|


commonMeasurementTermination



|


commonMeasurementFailure



|


commonMeasurementReport




|


resourceStatusIndication



|


synchronisationFailureTDD



|


synchronisationRestartTDD



|


synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unsynchronisedRadioLinkReconfigurationFDD

|


unsynchronisedRadioLinkReconfigurationTDD

|


dlPowerControlFDD




|


dedicatedMeasurementTermination



|


dedicatedMeasurementFailure



|


dedicatedMeasurementReport



|


radioLinkFailure




|


radioLinkRestoration




|


compressedModeControlCommitFDD



|


compressedModeControlCancellationFDD


|


errorIndication





,


...

}

-- ************************************************************************

-- *** CompressedModePrepare (FDD only) ***

compressedModeControlPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModePrepareFDD


SUCCESSFUL OUTCOME
CompressedModeReadyFDD


UNSUCCESSFUL OUTCOME
CompressedModeFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-compressedModeControlPreparation, ddMode fdd }


CRITICALITY 

ignore

}

-- *** CompressedModeCommit (FDD only) ***

compressedModeControlCommitFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCommitFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-compressedModeControlCommit, ddMode fdd }


CRITICALITY 

ignore

}

-- *** CompressedModeCommit (FDD only) ***

compressedModeControlCancellationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCancelFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-compressedModeControlCancellation, ddMode fdd }


CRITICALITY 

ignore

}

-- *** ErrorIndication ***

errorIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
errorIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ 
procedureCode



 id- errorIndication Cancellation, ddMode common }


CRITICALITY 

ignore

}

-- *** PhysicalSharedChannelReconfiguration (TDD only) ***

physicalSharedChannelReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalSharedChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
PhysicalSharedChannelReconfigurationFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-PhysicalSharedChannelReconfiguration, ddMode tdd } 


CRITICALITY 

ignore

}

END

9.3.3
NBAP PDU Content Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AICH-InformationList,


AICH-Parameters,


AICH-Power,


AICH-TransmissionTiming,


AddOrDeleteIndicator,


AvailabilityStatus,


BindingID,


BlockingPriorityIndicator,


BurstType,


CCTrCH-ID,


CFN,


CN-CSDomainIdentifier,


CN-PSDomainIdentifier,


CRNC-CommunicationContextID,


Cause,


CellParameter,


Cell-Parameter,


ChipOffset,


CommonMeasurementType,


CommonPhysicalChannelID,


CommonPhysicalChannelType,


CommonTransportChannelID,


CommonTransportChannelType,


CommunicationControlPortID,


CommunicationControlPortInformationList,


CompressesModeMethod,


ConfigurationGenerationID,


DCH-CombinationIndication,


DCH-Delete-RL-ReconfReqTDDItem,


DCH-ID,


DCH-InformationResponse-RL-setupResFDD,


DCH-Modify-RL-ReconfPrepTDDItem,


DL-CCTrCH-ID,


DL-CodeInformation,


DL-DPCH-InformationItem-RL-ReconfReqFDD,


DL-DPCH-SlotFormat,


DL-FrameType,


DL-Power,


DL-ReferencePower,


DL-ReferencePowerInformationItem,


DL-ScramblingCode,


DPCH-ID,


DPCH-Offset,


DSCH-ID,


DSCH-InformationResponse-RL-setupResFDD,


DSCH-ModifyList-RL-ReconfResp,


DSCH-SetupList-RL-ReconfResp,


DSCH-TransportFormatSet,


DTX-InsertionPoint,


DTX-InsertionPosition,


D-FieldLength,


DedicatedMeasurementType,


DedicatedMeasurementValue,


DeltaTPC,


DiversityControlField,


DiversityMode,


FACH-Power,


FDD-DL-ChannelisationCodeNumber,


FDD-SCCPCH-Offset,


FrameHandlingPriority,


FrameOffset,


GapStartingSlotNumber,


LocalCellID,


LocalCellInformationList,


LocalCell-ID,


Local-CellID,


MIB-SG-POS,


MIB-SG-REP,


MaxFACH-Power,


MaxNrOfUL-DPDCHs,


MaxNumberOfUL-DPDCHs,


MaximumDLPowerCapability,


MaximumDL-PowerCapability,


MaximumTransmissionPower,


MaximumUL-EbN0,


Maximum-DL-PowerCapability,


MeasuredCellInfo,


MeasurementCharacteristics,


MeasurementID,


MeasurementType,


MessagePartScramblingCode,


MidambleShift,


Midambleshift,


MinUL-ChannelisationCodeLength,


MinimumSpreadingFactor,


MinimumUL-EbN0,


NodeB-CommunicationContextID,


NumberOfChannelElements,


Offset,


PCCPCH-Power,


PCCPCH-TimeSloti,


PCH-Power,


PDSCHSet-ID,


PDSCH-ID,


PICH-Information,


PICH-Power,


PSCH-Power,


PSCHandPCCPCH-Allocation,


PSCHandPCCPCH-TimeSlotK,


PUSCH,


PUSCHSet-ID, 


PUSCH-ID,


PagingIndicatorLength,


PatternDuration,


PayloadCRC-PresenceIndicator,


PilotBitsUsedIndicator,


PowerControlMode,


PowerOffset,


PowerResumeMode,


PreambleScramblingCode,


PreambleSignatures,


PrimaryCPICH-Power,


PrimarySCH-Power,


PrimaryScramblingCode,


Primary-ScramblingCode,


PropagationDelay,


PunctureLimit,


RACH-SlotFormat,


RACH-SubChannelNumbers,


RLC-Mode,


RL-ID,


RL-Information,


RL-InformationItem,


RL-InformationItem-RL-SetupReqTDD,


RL-InformationList-DMeasureRequest,


RL-ReconfigurationFailure-RL-ReconfFailItem,


RadioLinkInformation-RL-ReconfReqTDD,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


ResourceOperationState,


ResourceOperationalState,


SAI,


SFN,


SIB-SG-POS,


SIB-SG-REP,


SSDT-CellIdentity,


SSDT-CellIdentityLength,


SSDT-Cell-IDLength,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,


S-CCPCH-Offset,


S-CCPCH-Power,


S-FieldLength,


ScramblingCode,


ScramblingCodeChange,


SecondaryCCPCH-SlotFormat,


SecondaryCPICH-Power,


SecondarySCH-Power,


ShutdownTimer,


SynchronisationMethod,


TDDChipOffset,


TDD-ChannelisationCode,


TDD-PhysicalChannelOffset,


TFCI-Presence,


TFCI-SignallingMode,


TFCS,


TSTD-Indicator,


T-Cell,


TimeSlot,


TimeSlotDirection,


TimeSlotStatus,


ToAWE,


ToAWS,


TransmissionGapDistance,


TransmissionGapPeriod,


TransmitGapLength,


TransmitGapPositionMode,


TransportFormatCombinationSet,


TransportFormatSet,


TransportLayerAddress,


UARFCN,


C-ID,


UL-CCTrCHInformation,


UL-CCTrCH-ID,


UL-DPCCH-SlotFormat,


UL-FP-Mode,


UL-InterferenceLevel,


UL-PunctureLimit,


UL-ScramblingCode,


UplinkEbNo

FROM NBAP-IEs


ProtocolExtensionContainer{},


PrivateExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION,


NBAP-PRIVATE-EXTENSION

FROM NBAP-Containers


id-AICH-Information-ResourceStatIndItem,


id-AICH-ParametersList,


id-AICH-ParametersListItem,


id-AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD,


id-AllowedSlotFormatInformationListItem-CTCHsetup-Req-FDD,


id-BlockingPriorityIndicator,


id-CCTrCH-ParametersList,


id-CCTrCH-ParametersListItem,


id-CFN,


id-CRNC-CommunicationContextID,


id-CRNCommunicationContextID,


id-Cause,


id-Cell-Information-ResourceStatIndItem,


id-Cell-InformationItem,


id-Cell-InformationList,


id-Cell-Parameter,


id-Cell-ParametersItem,


id-Cell-ParametersList,


id-CellParameter,


id-CommonMeasurementObjectType,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCHsetup-Req-FDD,


id-CommonPhysicalChannelType-CTCHsetup-Response,


id-CommunicationControlPort-InformationItem,


id-CommunicationControlPortID,


id-CommunicationControlPortInformation-ResourceStatIndItem,


id-CommunicationControlPortInformationList,


id-CompressesModeMethod,


id-ConfigurationGenerationID,


id-DCH-Add-RL-ReconfPrepFDDItem,


id-DCH-Add-RL-ReconfPrepTDDItem,


id-DCH-Add-RL-ReconfReadyItem,


id-DCH-Add-RL-ReconfReqFDDItem,


id-DCH-Add-RL-ReconfReqTDDItem,


id-DCH-AddItem-RL-ReconfResp,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfReqFDD,


id-DCH-AddList-RL-ReconfReqTDD,


id-DCH-Delete-RL-ReconfPrepFDDItem,


id-DCH-Delete-RL-ReconfPrepTDDItem,


id-DCH-Delete-RL-ReconfReqFDDItem,


id-DCH-Delete-RL-ReconfReqTDDItem,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfReqFDD,


id-DCH-DeleteList-RL-ReconfReqTDD,


id-DCH-Information-RL-SetupReqFDDItem,


id-DCH-Information-RL-SetupReqTDDItem,


id-DCH-InformationList-RL-SetupReqFDD,


id-DCH-InformationList-RL-SetupReqTDD,


id-DCH-InformationResponse-RL-SetupFailFDDItem,


id-DCH-InformationResponse-RL-setupResTDDItem,


id-DCH-InformationResponseItem,


id-DCH-Modify-RL-ReconfPrepFDDItem,


id-DCH-Modify-RL-ReconfPrepTDDItem,


id-DCH-Modify-RL-ReconfReadyItem,


id-DCH-Modify-RL-ReconfReqFDDItem,


id-DCH-Modify-RL-ReconfReqTDDItem,


id-DCH-ModifyItem-RL-ReconfResp,


id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfReqFDD,


id-DCH-ModifyList-RL-ReconfReqTDD,


id-DL-CCTrCH-Information-RL-ReconfPrepTDDItem,


id-DL-CCTrCH-Information-RL-ReconfReqTDDItem,


id-DL-CCTrCH-Information-RL-SetupReqTDDItem,


id-DL-CCTrCH-InformationItem,


id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfReqTDD,


id-DL-CCTrCH-InformationList-RL-SetupReqTDD,


id-DL-CCTrCHInformationItem,


id-DL-CCTrCHInformationList,


id-DL-CodeInformation,


id-DL-CodeInformation-RL-ReconfPrepFDDItem,


id-DL-CodeInformation-RL-SetupReqFDDItem,


id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfPrepTDDItem,


id-DL-DPCH-Information-RL-SetupReqTDDItem,


id-DL-DPCH-InformationItem,


id-DL-DPCH-InformationItem-RL-ReconfReqFDD,


id-DL-DPCH-InformationItem-RL-SetupReqFDD,


id-DL-FrameType,


id-DL-ReferencePowerInformationItem,


id-DSCH-AddItem-RL-ReconfPrepFDD,


id-DSCH-AddItem-RL-ReconfReqFDD,


id-DSCH-DeleteItem-RL-ReconfPrepFDD,


id-DSCH-DeleteItem-RL-ReconfReqFDD,


id-DSCH-ID,


id-DSCH-Information-RL-SetupReqFDDItem,


id-DSCH-InformationList-RL-SetupReqFDD,


id-DSCH-InformationResponse-RL-SetupFailFDDItem,


id-DSCH-InformationResponse-RL-setupResFDDItem,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,


id-DSCH-ModifyItem-RL-ReconfReqFDD,


id-DedicatedMeasurementObjectType,


id-DedicatedMeasurementType,


id-FACH-Information-ResourceStatIndItem,


id-FACH-InformationItem,


id-FACH-ListItem,


id-FACH-ParametersList-CTCHreconf-Req-FDD,


id-FACH-ParametersList-CTCHreconf-Req-TTD,


id-FACH-ParametersListItem-CTCHreconf-Req-FDD,


id-FACH-ParametersListItem-CTCHreconf-Req-TTD,


id-FACH-ParametersListItem-CTCHsetup-Req-FDD,


id-FACH-ParametersListItem-CTCHsetup-Response,


id-GapStartingSlotNumber,


id-IndicationType,


id-Local-Cell-Information-ResourceStatIndItem,


id-Local-CellInformation-ResourceStatIndItem,


id-LocalCell-ID,


id-LocalCell-InformationItem,


id-LocalCellInformationList,


id-MIB-SegmentInformationItem,


id-MIB-SegmentInformationList,


id-MaximumTransmissionPower,


id-MeasuredCellInfo,


id-MeasurementCharacteristics,


id-MeasurementID,


id-MeasurementType,


id-NeighbouringFDD-Cell-InformationItem,


id-NeighbouringTDD-Cell-InformationItem,


id-NodeB-CommunicationContextID,


id-PCCPCH-Information,


id-PCH-Information-ResourceStatIndItem,


id-PCH-InformationItem,


id-PCH-ListItem,


id-PCH-Parameters-CTCHreconf-Req-FDD,


id-PCH-ParametersList,


id-PCH-ParametersListItem,


id-PICH-Parameters-CTCHreconf-Req-FDD,


id-PRACH-ParametersList,


id-PRACH-ParametersListItem,


id-PSCH-Information,


id-PSCHandPCCPCH-Information,


id-PUSCH-ListItem,


id-PatternDuration,


id-PowerControlMode,


id-PowerResumeMode,


id-PrimaryCCPCH-Information,


id-PrimaryCPICH-Information,


id-PrimarySCH-Information,


id-PrimaryScramblingCode,


id-ProcedureScopeType,


id-RACH-Information-ResourceStatIndItem,


id-RACH-InformationItem,


id-RL-ID,


id-RL-Information,


id-RL-Information-DMeasureReportItem,


id-RL-Information-DMeasureRequestItem,


id-RL-Information-DMeasureResponseItem,


id-RL-Information-RL-ReconfPrepFDDItem,


id-RL-Information-RL-SetupReqFDDItem,


id-RL-InformationItem,


id-RL-InformationItem-RL-SetupReqTDD,


id-RL-InformationList,


id-RL-InformationList-RL-ReconfReqFDD,


id-RL-InformationList-RL-SetupReqFDD,


id-RL-InformationResponse-RL-setupResFDDItem,


id-RL-InformationResponseItem-RL-ReconfResp,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfReadyItem,


id-RL-InformationResponseList-RL-ReconfResp,


id-RL-InformationResponseList-RL-setupResFDD,


id-RL-InformationResponseList-RL-setupResTDD,


id-RL-ReconfigurationFailure-RL-ReconfFailItem,


id-RL-ReconfigurationFailureList-RL-ReconfFail,


id-RL-ResponseInformation,


id-RL-ResponseInformationItem,


id-RL-ResponseInformationList,


id-RL-informationItem,


id-RL-informationList,


id-RadioLinkInformation-RL-ReconfPrepFDDItem,


id-RadioLinkInformation-RL-ReconfPrepTDD,


id-RadioLinkInformation-RL-ReconfReqTDD,


id-RadioLinkInformationList-RL-ReconfPrepFDD,


id-ReportCharacteristics,


id-SFN,


id-SIB-SegmentInformationItem,


id-SIB-SegmentInformationList,


id-ScramblingCodeChange,


id-Secondary-CCPCHListItem,


id-SecondaryCPICH-Information,


id-SecondarySCH-Information,


id-ShutdownTimer,


id-Successful-RL-InformationResponse-RL-SetupFailFDDItem,


id-Successful-RL-InformationResponseItem,


id-Successful-RL-InformationResponseList,


id-Successful-RL-InformationResponseList-RL-SetupFailFDD,


id-SynchronisationMethod,


id-T-Cell,


id-TDDChipOffset,


id-TimeSlotConfigurationItem,


id-TimeSlotConfigurationList,


id-TransmissionGapDistance,


id-TransmissionGapPeriod,


id-TransmitGapLength,


id-TransmitGapPositionMode,


id-UARFCN,


id-C-ID,


id-UL-CCTrCH-Information-RL-ReconfPrepTDDItem,


id-UL-CCTrCH-Information-RL-ReconfReqTDDItem,


id-UL-CCTrCH-Information-RL-SetupReqTDDItem,


id-UL-CCTrCH-InformationItemIE,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfReqTDD,


id-UL-CCTrCH-InformationList-RL-SetupReqTDD,


id-UL-CCTrCHInformation,


id-UL-CCTrCHInformationList,


id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfPrepTDDItem,


id-UL-DPCH-Information-RL-SetupReqTDDItem,


id-UL-DPCH-InformationItem-RL-ReconfReqFDD,


id-UL-DPCH-InformationItem-RL-SetupReqFDD,


id-UL-DPCH-InformationItemIE,


id-USCH-Information-ResourceStatIndItem,


id-USCH-InformationItem,


id-USCH-ListItem-CTCHsetup-Req-TDD,


id-Unsuccessful-RL-InformationResponse,


id-Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItem,


id-Unsuccessful-RL-InformationResponseItem,


id-Unsuccessful-RL-InformationResponseItem-RL-SetupFailTDD,


id-Unsuccessful-RL-InformationResponseList,


id-Unsuccessful-RL-InformationResponseList-RL-SetupFailFDD,


id-PDSCHSetsToAdd,


id-PDSCHSetsToModify,


id-PDSCHSetsToDelete,


id-PUSCHSetsToAdd,


id-PUSCHSetsToModify,


id-PUSCHSetsToDelete,


id-PDSCHInformationListItem-PhSChRecReqTDD,


id-PUSCHInformationListItem-PhSChRecReqTDD,


maxAICHCell,


maxCCPinNodeB,


maxCellinNodeB,


maxFACHCell,


maxLocalCellinNodeB,


maxMIBSEG,


maxPCHCell,


maxPCHinNodeB,


maxRACHCell,


maxSF,


maxSIBSEG,


maxUCIDinNodeB,


maxUSCHCell,


maxnoCCTrCHs,


maxnoofCCTrCHs,


maxnoofDCHs,


maxnoofDLCodes,


maxnoofDPCHs,


maxnoofDSCHs,


maxnoofFACHCell,


maxnoofFACHs,


maxnoofFDDNeighbours,


maxnoofPCHs,


maxnoofPRACHs,


maxnoofPUSHs,


maxnoofRL-1,


maxnoofRL-2,


maxnoofRLs,


maxnoofSCCPCHs,


maxnoofTDDNeighbours,


maxnoofUSCHs,


maxnoofPDSCHSets,


maxnoofPUSCHSets,


maxnoofPDSCH,


maxnoofPUSCH

FROM NBAP-Constants;

-- pdu specific container definitions

PDSCH-IE-ContainerList { NBAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfPDSCH,  { IEsSetParam } }

PUSCH-IE-ContainerList { NBAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfPUSCH,  { IEsSetParam } }

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD

--

-- **************************************************************

-- **************************************************************

--

-- COMPRESSED MODE FAILURE FDD

--

-- **************************************************************

CompressedModeFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeFailureFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModeFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-Cause



CRITICALITY ignore

TYPE Cause



PRESENCE mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CompressedModeFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE CANCEL FDD

--

-- **************************************************************

CompressedModeCancelFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCancelFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCancelFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModeCancelFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID
PRESENCE mandatory
},


...

}

CompressedModeCancelFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{ErrorIndication-Extensions}}                   OPTIONAL,


...

}

ErrorIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore

TYPE Cause




PRESENCE mandatory
} |

{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE optional
} |

-- This IE is only present when message is transmitted by RNC --

{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE optional
} |

-- This IE is only present when message is transmitted by NodeB --


{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE L3-CriticalityDiagnostic


PRESENCE optional
},


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--


...

}

ErrorIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationRequestTDD-IEs}},


protocolExtensions    ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationRequestTDD-Extensions}}    OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID


CRITICALITY ignore

TYPE C-ID



PRESENCE mandatory
}|


{ ID id-PDSCHSetsToAdd

CRITICALITY ignore

TYPE PDSCHSetsToAddList-PhSChRecReqTDD

PRESENCE optional}|


{ ID id-PDSCHSetsToModify

CRITICALITY ignore

TYPE PDSCHSetsToModifyList-PhSChRecReqTDD
PRESENCE optional}|


{ ID id-PDSCHSetsToDelete
CRITICALITY ignore

TYPE PDSCHSetsToDeleteList-PhSChRecReqTDD
PRESENCE optional}|


{ ID id-PUSCHSetsToAdd

CRITICALITY ignore

TYPE PDSCHSetsToAddList-PhSChRecReqTDD

PRESENCE optional}|


{ ID id-PUSCHSetsToModify

CRITICALITY ignore

TYPE PDSCHSetsToModifyList-PhSChRecReqTDD
PRESENCE optional}|


{ ID id-PUSCHSetsToDelete
CRITICALITY ignore

TYPE PDSCHSetsToDeleteList-PhSChRecReqTDD
PRESENCE optional},


...

}

PhysicalSharedChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSetsToAddList-PhSChRecReqTDD ::= SEQUENCE (SIZE (1..maxnoofPDSCHSets)) OF PDSCHSetsToAdd-PhSChRecReqTDD

PDSCHSetsToAdd-PhSChRecReqTDD ::= SEQUENCE {


pDSCHSet-ID



PDSCHSet-ID,


pDSCHInformationList
PDSCHInformationList-PhSChRecReqTDD,


iE-Extensions


ProtocolExtensionContainer {{PDSCHSetsToAdd-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PDSCHSetsToAdd-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHInformationList-PhSChRecReqTDD ::= PDSCH-IE-ContainerList {{PDSCHInformationListItemIEs-PhSChRecReqTDD}}

PDSCHInformationListItemIEs-PhSChRecReqTDD  NBAP-PROTOCOL-IES ::= {


{ID id-PDSCHInformationListItem-PhSChRecReqTDD 
CRITICALITY
ignore

TYPE
PDSCHInformationListItem-PhSChRecReqTDD


PRESENCE
mandatory},


...

}

PDSCHInformationListItem-PhSChRecReqTDD ::= SEQUENCE {



pDSCH-ID



PDSCH-ID,


tdd-ChannelisationCode

TDD-ChannelisationCode,


burstType


BurstType,


midambleShift


MidambleShift,


timeSlot


TimeSlot,


repetitionPeriod

RepetitionPeriod,


tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset OPTIONAL,


repetitionLength

RepetitionLength OPTIONAL,


tFCI-Presence


TFCI-Presence,


iE-Extensions


ProtocolExtensionContainer {{ PDSCHInformationListItem-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PDSCHInformationListItem-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSetsToModifyList-PhSChRecReqTDD ::= SEQUENCE (SIZE (1..maxnoofPDSCHSets)) OF PDSCHSetsToModify-PhSChRecReqTDD

PDSCHSetsToModify-PhSChRecReqTDD ::= SEQUENCE {


pDSCHSet-ID



PDSCHSet-ID,


pDSCHInformationList



PDSCHInformationList-PhSChRecReqTDD,


iE-Extensions


ProtocolExtensionContainer {{PDSCHSetsToModify-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PDSCHSetsToModify-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PDSCHSetsToDeleteList-PhSChRecReqTDD ::= SEQUENCE (SIZE (1..maxnoofPDSCHSets)) OF PDSCHSetsToDelete-PhSChRecReqTDD

PDSCHSetsToDelete-PhSChRecReqTDD ::= SEQUENCE {


pDSCHSet-ID



PDSCHSet-ID,


iE-Extensions


ProtocolExtensionContainer {{PDSCHSetsToDelete-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PDSCHSetsToDelete-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSetsToAddList-PhSChRecReqTDD ::= SEQUENCE (SIZE (1..maxnoofPUSCHSets)) OF PUSCHSetsToAdd-PhSChRecReqTDD

PUSCHSetsToAdd-PhSChRecReqTDD ::= SEQUENCE {


pUSCHSet-ID



PUSCHSet-ID,


pUSCHInformationList



PUSCHInformationList-PhSChRecReqTDD,


iE-Extensions


ProtocolExtensionContainer {{PUSCHSetsToAdd-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PUSCHSetsToAdd-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHInformationList-PhSChRecReqTDD ::= PUSCH-IE-ContainerList {{PUSCHInformationListItemIEs-PhSChRecReqTDD}}

PUSCHInformationListItemIEs-PhSChRecReqTDD  NBAP-PROTOCOL-IES ::= {


{ID id-PUSCHInformationListItem-PhSChRecReqTDD 
CRITICALITY
ignore

TYPE
PUSCHInformationListItem-PhSChRecReqTDD


PRESENCE
mandatory},


...

}

PUSCHInformationListItem-PhSChRecReqTDD ::= SEQUENCE {



pUSCH-ID



PUSCH-ID,


tdd-ChannelisationCode

TDD-ChannelisationCode,


burstType


BurstType,


midambleShift


MidambleShift,


timeSlot


TimeSlot,


repetitionPeriod

RepetitionPeriod,


tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset OPTIONAL,


repetitionLength

RepetitionLength OPTIONAL,


tFCI-Presence


TFCI-Presence,


iE-Extensions


ProtocolExtensionContainer {{ PUSCHInformationListItem-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PUSCHInformationListItem-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSetsToModifyList-PhSChRecReqTDD ::= SEQUENCE (SIZE (1..maxnoofPUSCHSets)) OF PUSCHSetsToModify-PhSChRecReqTDD

PUSCHSetsToModify-PhSChRecReqTDD ::= SEQUENCE {


pUSCHSet-ID



PUSCHSet-ID,


pUSCHInformationList



PUSCHInformationList-PhSChRecReqTDD,


iE-Extensions


ProtocolExtensionContainer {{PUSCHSetsToModify-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PUSCHSetsToModify-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PUSCHSetsToDeleteList-PhSChRecReqTDD ::= SEQUENCE (SIZE (1..maxnoofPUSCHSets)) OF PUSCHSetsToDelete-PhSChRecReqTDD

PUSCHSetsToDelete-PhSChRecReqTDD ::= SEQUENCE {


pUSCHSet-ID



PUSCHSet-ID,


iE-Extensions


ProtocolExtensionContainer {{PUSCHSetsToDelete-PhSChRecReqTDD-ExtIEs} } OPTIONAL,


...

}

PUSCHSetsToDelete-PhSChRecReqTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationResponseTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationResponseTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationResponseTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics

CRITICALITY ignore

TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

PhysicalSharedChannelReconfigurationResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE TDD

--

-- **************************************************************

PhysicalSharedChannelReconfigurationFailureTDD ::= SEQUENCE {


protocolIEs


ProtocolIE-Container  {{PhysicalSharedChannelReconfigurationFailureTDD-IEs}},


protocolExtensions
ProtocolExtensionContainer {{PhysicalSharedChannelReconfigurationFailureTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalSharedChannelReconfigurationFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause

CRITICALITY ignore

TYPE Cause

PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore

TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

PhysicalSharedChannelReconfigurationFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

END

9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

--------------------------------------------------

-- N

--------------------------------------------------

-- to do

NumberOfChannelElements ::= TBD

NodeB-CommunicationContextID ::= INTEGER (0..1048576)

NumberOfTransportBlocks ::= INTEGER (0..4095) 

--------------------------------------------------

-- O

--------------------------------------------------

--------------------------------------------------

-- P

--------------------------------------------------

PagingIndicatorLength ::= ENUMERATED {

ind-length2,

ind-length4,

ind-length8

}

PayloadCRC-PresenceIndicator ::= ENUMERATED {

cRC-Included,

cRC-NotIncluded

}

PD ::= INTEGER(0..2047)

PDSCH-ID ::= INTEGER (0..255)

PDSCHSet-ID ::= INTEGER (0..255)

PICH-Mode ::= ENUMERATED {

noofPI18, 

noofPI36, 

noofPI72,

noofPI144

} 

PilotBitsUsedIndicator ::= ENUMERATED {

pilot-bits-used,

pilot-bits-not-used

}

PowerControlMode ::= ENUMERATED {

pcm0,

pcm1,

...

}

-- Chips. Step size is 3 chips. 0=0 chips, 1=3 chips .. --

--** TODO. -15..40 is transformed to 0..55. 0.1 steps gives 0..550 **

PowerOffset ::= INTEGER (0..24)

PowerResumeMode ::= ENUMERATED {

prm0,

prm1,

...

}

PRACH-Midamble ::= ENUMERATED {

inverted,

direct

}

PreambleScramblingCode ::= INTEGER (0..4095)

-- Bit 0=P0, Bit 1=P1, .. ,Bit 15=P15 [25.213] --

PreambleSignatures ::= BIT STRING (SIZE (16))

-- Unit dBm, -15 to 40, Granularity 0.1 dB

-- cpich-power1 indicates ・5 dB

PrimaryCPICH-Power ::= ENUMERATED {

cpich-power1,

cpich-power2,

...

}

PrimaryScramblingCode ::= INTEGER (0..511)

PropagationDelay ::= INTEGER (0..255)

ProtocolCause ::= ENUMERATED

transaction-not-allowed,

transfer-syntax-error,

abstract-syntax-error -reject,

abstract-syntax-error-ignore-and-notify,

message-not-compatible-with-receiver-state,

semantic-error,

unspecified

}

-- PCCPCH Power unit dBm

-- PCCPCH Power step 0.1dBm

PCCPCH-power ::= INTEGER (-15..40)

PSCH-TimeSlot ::= INTEGER (0..6)

PSCH-Power ::= INTEGER (0..511)

PUSCH-Offset ::= INTEGER (0..255)

PUSCH-ID ::= INTEGER (0..255)

PUSCHSet-ID ::= INTEGER (0..255)

-----------------------------------------------

-- R

--------------------------------------------------

-- SF 

RACH-SlotFormat ::= ENUMERATED {

format256,

format128,

format64,

format32

}

-- Bit 0=Sub Channel Number 0, Bit 1=Sub Channel Number 1, .., Bit 14=Sub Channel Number 14 --

RACH-SubChannelNumbers ::= BIT STRING (SIZE (15))

RadioNetworkLayerCause :: Enumerated {

unknown-C-ID,

cell-not-available,

power-level-not-supported, 

ul-scramblingcode-already-in-use,

dl-radio-resources-not-available,

ul-radio-resources-not-available,

rl-Already-ActivatedorAllocated,

nodeB-Resources-Unavailable,

insufficient-physical-channel-resources,

measurement-not-supported-for-the-object,

macrodiversity-combining-not-possible,

reconfiguration-not-allowed,

requested-configuration-not-supported,

synchronization-failure,

unspecified

}

RateMatchingAttribute ::= INTEGER (1..maxRM)

RepetitionLength ::= ENUMERATED {

length1,

length2,

length4,

length8

}

ReportCharacteristicsType ::= CHOICE {


onDemand


NULL,


periodic


ReportPeriodicity,


event-a



EventA,


event-b



EventB,


event-c



EventC,


event-d



EventD,


event-e



EventE,


event-f



EventF

}

-- 10ms to 1min, step 10ms or

-- 1min to 1hour, step 1min

ReportPeriodicity ::= CHOICE {


msec 



INTEGER (1..1000),


min



INTEGER (1..60)

}

ResourceOperationalState ::= ENUMERATED {

enabled,

disabled

}

RLC-Mode ::= ENUMERATED {

acknowledgedMode,

unacknowledgedMode,

transparentMode

}

RL-ID ::= INTEGER (0..31)

RNC-ID
::= INTEGER (0..4095)

-- -30..-100 step 0.1

-- rssi1 indicates -30

RSSI-Value ::= ENUMERATED {

rssi1,

rssi2,

...

}

-----------------------------------------------

-- S

--------------------------------------------------

ScramblingCodeChange ::= ENUMERATED {

change,

no-change

}

Scrambling Code Word Number ::= INTEGER (0..255)

SecondaryCCPCH-SlotFormat ::= INTEGER(0..8)

SegmentType ::= ENUMERATED {

first, 

subsequent, 

last, 

complete

}

SemiStaticTransportFormatInformation ::= SEQUENCE {


transmissionTimeInterval

TransmissionTimeInterval,


typeOfChannelCoding

TypeOfChannelCoding,


codingRate


CodingRate

OPTIONAL


--  This IE is only present if IE Type of channel coding is Convolutional or Turbo --,


rateMatchingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode-semistatic


Mode-SemiStatic


}

S-FieldLength ::= ENUMERATED {

s-length1,

s-length2

}

SIB-DeletionIndicator ::= ENUMERATED {

noDeletion, 

deletion

}

SIB-Originator ::= ENUMERATED {

nodeB, 

cRNC

}

--** TODO. -10..10 is transformed to 0..10. 0.1 steps gives 0..200 **

-- sir-error-value1 indicates ・0 dB

SIR-ErrorValue ::= ENUMERATED {

sir-error-value1,

sir-error-value2,

...

}

--** TODO. -10..20 is transformed to 0..30. 0.1 steps gives 0..300 **

-- sir-value1 indicates ・0 dB

SIR-Value ::= ENUMERATED {

sir-value1,

sir-value2,

...

}

SSDT-CellIdentity ::= ENUMERATED {a, b, c, d, e, f, g, h}

SSDT-Indication ::= ENUMERATED {


ssdtActiveInTheUE,


ssdtNotActiveInTheUE

}

STTD-Indicator ::= ENUMERATED {


active,


inactive

}

SSDT-SupportIndicator ::= ENUMERATED {

sSDT-not-supported,

sSDT-Supported

}

ShutdownTimer ::= INTEGER (1..3600)

SynchronisationMethod ::= ENUMERATED {

external-reference,

locked-toMaster-cell,

one-time-synchronisation

}

-----------------------------------------------

-- T

--------------------------------------------------

T-Cell ::= ENUMERATED {


chip-0,


chip-256,


chip-512,


chip-768,


chip-1024,


chip-1280,


chip-1536,


chip-1892,


chip-2048,


chip-2304

}

TDD-ChannelisationCode ::= ENUMERATED {

channelisationCode1-1,

channelisationCode2-1,

channelisationCode2-2,

channelisationCode4-1,

channelisationCode4-2,

...

TDD-PhysicalChannelOffset ::= INTEGER (0..63)

}

-- the ChipOffset is ・9200 to + 19199

TDD-ChipOffset ::= INTEGER (-19200..19199)

TransmissionTimeInterval-Dynamic ::= SEQUENCE (SIZE (1..maxTTIcount)) OF


ENUMERATED {tti10, tti20, tti40, tti80}

}

TransmissionTimeInterval-SemiStatic ::= ENUMERATED {

frameRelated,

timeSlotRelated

}

TDD-S-CCPCH-Offset ::= INTEGER (0..63)

TFCI-Presence ::= ENUMERATED {

present,

not-present

}

TFCI-SignallingMode ::= ENUMERATED {

normal,

split

}

TFCS ::= SEQUENCE (SIZE (1..maxnoofTFCs)) OF


SEQUENCE {



cTFC


CTFC

}

TFS ::= SEQUENCE {


dynamicTransportFormatInformation








DynamicTransportFormatInformation,


semiStaticTransportFormatInformation








SemiStaticTransportFormatInformation

}

TGD :: = INTEGER (0..255)

TGL ::= INTEGER (3,4,7,10,14)

TimeSlot ::= INTEGER (0..14)

TimeSlotDirection ::= ENUMERATED {


ul,


dl

}

-- to do

TimeSlotISCP-Value ::= TBD

TimeSlotStatus ::= ENUMERATED {


active,


not-active

}

ToAWE ::= INTEGER (0..2559)
-- msec. --

ToAWS ::= INTEGER (0..1279)
-- msec. --

TPC-DownlinkStepSize ::= ENUMERATED {

step-size0-5,

step-size1

}

Transmit Diversity Indicator ::= ENUMERATED {

active,

Inactive

}

TransmissionTimeInterval ::= ENUMERATED {

time-interval10,

time-interval20, 

time-interval40, 

time-interval80

} 


-- mec --

--** TODO. -35..15 is transformed to 0..50. 0.1 steps gives 0..500 **

-- carrier-power1 indicates ・5 dB

TransmittedCarrierPowerValue ::= ENUMERATED {

carrier-power1,

carrier-power2,

...

}

--** TODO. -35..15 is transformed to 0..50. 0.1 steps gives 0..500 **

-- code-power1 indicated ・5 dB

TransmittedCodePowerValue ::= ENUMERATED {

code-power1,

code-power2,

...

}

TransportBlockSize ::= INTEGER (1..5000)

-- bit --

TSTD-Indicator ::= ENUMERATED {


active,


inactive

}

TransportLayerAddress ::= OCTET STRING (SIZE (1..20, ...))

TransportLayerCause ::= ENUMERATED {

transport-link-failure,

transmission-port-not-available,

transport-resource-unavailable,

unspecified

}

TypeOfChannelCoding ::= ENUMERATED {

no-coding,

convolutional,

turbo

}

-----------------------------------------------

-- U

--------------------------------------------------

9.3.7
Constant Definitions for NBAP

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 





INTEGER ::= 0

id-auditRequired 




INTEGER ::= 1

id-blockResource 




INTEGER ::= 2

id-cellDeletion 




INTEGER ::= 3

id-cellReconfiguration 




INTEGER ::= 4

id-cellSetup 





INTEGER ::= 5

id-commonMeasurementFailure 



INTEGER ::= 6

id-commonMeasurementInitiation 



INTEGER ::= 7

id-commonMeasurementReport 



INTEGER ::= 8

id-commonMeasurementTermination 


INTEGER ::= 9

id-commonTransportChannelDeletion 


INTEGER ::= 10

id-commonTransportChannelReconfiguration 

INTEGER ::= 11

id-commonTransportChannelSetup 



INTEGER ::= 12

id-compressedModeControlCancellation 


INTEGER ::= 13

id-compressedModeControlCommit 



INTEGER ::= 14

id-compressedModeControlPreparation 


INTEGER ::= 15

id-dedicatedMeasurementFailure 



INTEGER ::= 16

id-dedicatedMeasurementInitiation 


INTEGER ::= 17

id-dedicatedMeasurementReport 



INTEGER ::= 18

id-dedicatedMeasurementTermination 


INTEGER ::= 19

id-dlPowerControl 




INTEGER ::= 20

id-neighbourCellMeasurement 



INTEGER ::= 21

id-radioLinkAddition 




INTEGER ::= 22

id-radioLinkDeletion 




INTEGER ::= 23

id-radioLinkFailure 




INTEGER ::= 24

id-radioLinkReconfigurationCommit 


INTEGER ::= 25

id-radioLinkReconfirurationCancel 


INTEGER ::= 26

id-radioLinkRestoration 



INTEGER ::= 27

id-radioLinkSetup 




INTEGER ::= 28

id-resourceStatusIndication 



INTEGER ::= 29

id-synchronisationAdjustment 



INTEGER ::= 30

id-synchronisationFailure 



INTEGER ::= 31

id-synchronisationRestart 



INTEGER ::= 32

id-synchronisedRadioLinkReconfigurationPreparation 
INTEGER ::= 33

id-systemInformationUpdate 



INTEGER ::= 34

id-unblockResource 




INTEGER ::= 35

id-unsynchronisedRadioLinkReconfiguration 

INTEGER ::= 36

id-PhysicalSharedChannelReconfiguration INTEGER ::= 37

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateExtensions 


INTEGER ::= 65535

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxSF




INTEGER ::= 10

maxnoofDLCodes



INTEGER ::= 10

maxnoofRLs



INTEGER ::= 10

maxnoofDPCHs



INTEGER ::= 10

maxnoofSCCPCHs



INTEGER ::= 10

maxnoofPRACHs



INTEGER ::= 10

maxnoofDCHs



INTEGER ::= 10

maxnoofDSCHs



INTEGER ::= 10

maxnoofFACHs



INTEGER ::= 10

maxnoofCCTrCHs



INTEGER ::= 10

maxnoofPCHs



INTEGER ::= 10

maxnoofPUCSHs



INTEGER ::= 10

maxnoofTFCs



INTEGER ::= 10

maxnoofUSCHs



INTEGER ::= 10

maxUCIDinNodeB



INTEGER ::= 10

maxCellinNodeB



INTEGER ::= 10

maxCCPinNodeB



INTEGER ::= 10

maxCTF-1



INTEGER ::= 10

maxLocalCellinNodeB


INTEGER ::= 10

maxPCHinNodeB



INTEGER ::= 10

maxRACHCell



INTEGER ::= 10

maxnoofFACHCell



INTEGER ::= 10

maxPCHCell



INTEGER ::= 10

maxUSCHCell



INTEGER ::= 10

maxAICHCell



INTEGER ::= 10

maxMIBSEG



INTEGER ::= 10

maxSIBSEG



INTEGER ::= 10

maxnoofFDDNeighbours


INTEGER ::= 10

maxnoofTDDNeighbours


INTEGER ::= 10

maxTFcount



INTEGER ::= 10

maxnoofTFCs



INTEGER ::= 10

maxFACHCell 



INTEGER ::= 10

maxnoCCTrCH 



INTEGER ::= 10

maxnoCCTrCHs 



INTEGER ::= 10

maxnoofCCTrCH 



INTEGER ::= 10

maxnoofDPCH 



INTEGER ::= 10

maxnoofPUSHs 



INTEGER ::= 10

maxnoofRL-1 



INTEGER ::= 10

maxnoofRL-2 



INTEGER ::= 10

maxRM




INTEGER ::= 10

maxnoofPDSCHSets INTEGER ::= 256

maxnoofPUSCHSets INTEGER ::= 256

maxnoofPDSCH INTEGER ::= 256

maxnoofPUSCH INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AICH-Information-ResourceStatIndItem 


INTEGER ::= 0

id-AICH-ParametersList 





INTEGER ::= 1

id-AICH-ParametersListItem 




INTEGER ::= 2

id-AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD 
INTEGER ::= 3

id-AllowedSlotFormatInformationListItem-CTCHsetup-Req-FDD 
INTEGER ::= 4

id-BlockingPriorityIndicator 




INTEGER ::= 5

id-CCTrCH-ParametersList 




INTEGER ::= 6

id-CCTrCH-ParametersListItem 




INTEGER ::= 7

id-CFN 







INTEGER ::= 8

id-CRNC-CommunicationContextID 




INTEGER ::= 9

id-CRNCommunicationContextID 




INTEGER ::= 10

id-Cause 






INTEGER ::= 11

id-Cell-Information-ResourceStatIndItem 


INTEGER ::= 12

id-Cell-InformationItem 




INTEGER ::= 13

id-Cell-InformationList 




INTEGER ::= 14

id-Cell-Parameter 





INTEGER ::= 15

id-Cell-ParametersItem 





INTEGER ::= 16

id-Cell-ParametersList 





INTEGER ::= 17

id-CellParameter 





INTEGER ::= 18

id-CommonMeasurementObjectType 




INTEGER ::= 19

id-CommonMeasurementType 




INTEGER ::= 20

id-CommonPhysicalChannelID 




INTEGER ::= 21

id-CommonPhysicalChannelType-CTCHsetup-Req-FDD 


INTEGER ::= 22

id-CommonPhysicalChannelType-CTCHsetup-Response 

INTEGER ::= 23

id-CommunicationControlPort-InformationItem 


INTEGER ::= 24

id-CommunicationControlPortID 




INTEGER ::= 25

id-CommunicationControlPortInformation-ResourceStatIndItem 
INTEGER ::= 26

id-CommunicationControlPortInformationList 


INTEGER ::= 27

id-CompressesModeMethod 




INTEGER ::= 28

id-ConfigurationGenerationID 




INTEGER ::= 29

id-DCH-Add-RL-ReconfPrepFDDItem 



INTEGER ::= 30

id-DCH-Add-RL-ReconfPrepTDDItem 



INTEGER ::= 31

id-DCH-Add-RL-ReconfReadyItem 




INTEGER ::= 32

id-DCH-Add-RL-ReconfReqFDDItem 




INTEGER ::= 33

id-DCH-Add-RL-ReconfReqTDDItem 




INTEGER ::= 34

id-DCH-AddItem-RL-ReconfResp 




INTEGER ::= 35

id-DCH-AddList-RL-ReconfPrepFDD 



INTEGER ::= 36

id-DCH-AddList-RL-ReconfPrepTDD 



INTEGER ::= 37

id-DCH-AddList-RL-ReconfReqFDD 




INTEGER ::= 38

id-DCH-AddList-RL-ReconfReqTDD 




INTEGER ::= 39

id-DCH-Delete-RL-ReconfPrepFDDItem 



INTEGER ::= 40

id-DCH-Delete-RL-ReconfPrepTDDItem 



INTEGER ::= 41

id-DCH-Delete-RL-ReconfReqFDDItem 



INTEGER ::= 42

id-DCH-Delete-RL-ReconfReqTDDItem 



INTEGER ::= 43

id-DCH-DeleteList-RL-ReconfPrepFDD 



INTEGER ::= 44

id-DCH-DeleteList-RL-ReconfPrepTDD 



INTEGER ::= 45

id-DCH-DeleteList-RL-ReconfReqFDD 



INTEGER ::= 46

id-DCH-DeleteList-RL-ReconfReqTDD 



INTEGER ::= 47

id-DCH-Information-RL-SetupReqFDDItem 



INTEGER ::= 48

id-DCH-Information-RL-SetupReqTDDItem 



INTEGER ::= 49

id-DCH-InformationList-RL-SetupReqFDD 



INTEGER ::= 50

id-DCH-InformationList-RL-SetupReqTDD 



INTEGER ::= 51

id-DCH-InformationResponse-RL-SetupFailFDDItem 


INTEGER ::= 52

id-DCH-InformationResponse-RL-setupResTDDItem 


INTEGER ::= 53

id-DCH-InformationResponseItem 




INTEGER ::= 54

id-DCH-Modify-RL-ReconfPrepFDDItem 



INTEGER ::= 55

id-DCH-Modify-RL-ReconfPrepTDDItem 



INTEGER ::= 56

id-DCH-Modify-RL-ReconfReadyItem 



INTEGER ::= 57

id-DCH-Modify-RL-ReconfReqFDDItem 



INTEGER ::= 58

id-DCH-Modify-RL-ReconfReqTDDItem 



INTEGER ::= 59

id-DCH-ModifyItem-RL-ReconfResp 



INTEGER ::= 60

id-DCH-ModifyList-RL-ReconfPrepFDD 



INTEGER ::= 61

id-DCH-ModifyList-RL-ReconfPrepTDD 



INTEGER ::= 62

id-DCH-ModifyList-RL-ReconfReqFDD 



INTEGER ::= 63

id-DCH-ModifyList-RL-ReconfReqTDD 



INTEGER ::= 64

id-DL-CCTrCH-Information-RL-ReconfPrepTDDItem 


INTEGER ::= 65

id-DL-CCTrCH-Information-RL-ReconfReqTDDItem 


INTEGER ::= 66

id-DL-CCTrCH-Information-RL-SetupReqTDDItem 


INTEGER ::= 67

id-DL-CCTrCH-InformationItem 




INTEGER ::= 68

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD 


INTEGER ::= 69

id-DL-CCTrCH-InformationList-RL-ReconfReqTDD 


INTEGER ::= 70

id-DL-CCTrCH-InformationList-RL-SetupReqTDD 


INTEGER ::= 71

id-DL-CCTrCHInformationItem 




INTEGER ::= 72

id-DL-CCTrCHInformationList 




INTEGER ::= 73

id-DL-CodeInformation 





INTEGER ::= 74

id-DL-CodeInformation-RL-ReconfPrepFDDItem 


INTEGER ::= 75

id-DL-CodeInformation-RL-SetupReqFDDItem 


INTEGER ::= 76

id-DL-DPCH-Information-RL-ReconfPrepFDD 


INTEGER ::= 77

id-DL-DPCH-Information-RL-ReconfPrepTDDItem 


INTEGER ::= 78

id-DL-DPCH-Information-RL-SetupReqTDDItem 


INTEGER ::= 79

id-DL-DPCH-InformationItem 




INTEGER ::= 80

id-DL-DPCH-InformationItem-RL-ReconfReqFDD 


INTEGER ::= 81

id-DL-DPCH-InformationItem-RL-SetupReqFDD 


INTEGER ::= 82

id-DL-FrameType 





INTEGER ::= 83

id-DL-ReferencePowerInformationItem 



INTEGER ::= 84

id-DSCH-AddItem-RL-ReconfPrepFDD 



INTEGER ::= 85

id-DSCH-AddItem-RL-ReconfReqFDD 



INTEGER ::= 86

id-DSCH-DeleteItem-RL-ReconfPrepFDD 



INTEGER ::= 87

id-DSCH-DeleteItem-RL-ReconfReqFDD 



INTEGER ::= 88

id-DSCH-ID 






INTEGER ::= 89

id-DSCH-Information-RL-SetupReqFDDItem 



INTEGER ::= 90

id-DSCH-InformationList-RL-SetupReqFDD 



INTEGER ::= 91

id-DSCH-InformationResponse-RL-SetupFailFDDItem 

INTEGER ::= 92

id-DSCH-InformationResponse-RL-setupResFDDItem 


INTEGER ::= 93

id-DSCH-ModifyItem-RL-ReconfPrepFDD 



INTEGER ::= 94

id-DSCH-ModifyItem-RL-ReconfReqFDD 



INTEGER ::= 95

id-DedicatedMeasurementObjectType 



INTEGER ::= 96

id-DedicatedMeasurementType 




INTEGER ::= 97

id-FACH-Information-ResourceStatIndItem 


INTEGER ::= 98

id-FACH-InformationItem 




INTEGER ::= 99

id-FACH-ListItem 





INTEGER ::= 100

id-FACH-ParametersList-CTCHreconf-Req-FDD 


INTEGER ::= 101

id-FACH-ParametersList-CTCHreconf-Req-TTD 


INTEGER ::= 102

id-FACH-ParametersListItem-CTCHreconf-Req-FDD 


INTEGER ::= 103

id-FACH-ParametersListItem-CTCHreconf-Req-TTD 


INTEGER ::= 104

id-FACH-ParametersListItem-CTCHsetup-Req-FDD 


INTEGER ::= 105

id-FACH-ParametersListItem-CTCHsetup-Response 


INTEGER ::= 106

id-GapStartingSlotNumber 




INTEGER ::= 107

id-IndicationType 





INTEGER ::= 108

id-Local-Cell-Information-ResourceStatIndItem 


INTEGER ::= 109

id-Local-CellInformation-ResourceStatIndItem 


INTEGER ::= 110

id-LocalCell-ID 





INTEGER ::= 111

id-LocalCell-InformationItem 




INTEGER ::= 112

id-LocalCellInformationList 




INTEGER ::= 113

id-MIB-SegmentInformationItem 




INTEGER ::= 114

id-MIB-SegmentInformationList 




INTEGER ::= 115

id-MaximumTransmissionPower 




INTEGER ::= 116

id-MeasuredCellInfo 





INTEGER ::= 117

id-MeasurementCharacteristics 




INTEGER ::= 118

id-MeasurementID 





INTEGER ::= 119

id-MeasurementType 





INTEGER ::= 120

id-NeighbouringFDD-Cell-InformationItem 


INTEGER ::= 121

id-NeighbouringTDD-Cell-InformationItem 


INTEGER ::= 122

id-NodeB-CommunicationContextID 



INTEGER ::= 123

id-PCCPCH-Information 





INTEGER ::= 124

id-PCH-Information-ResourceStatIndItem 



INTEGER ::= 125

id-PCH-InformationItem 





INTEGER ::= 126

id-PCH-ListItem 





INTEGER ::= 127

id-PCH-Parameters-CTCHreconf-Req-FDD 



INTEGER ::= 128

id-PCH-ParametersList 





INTEGER ::= 129

id-PCH-ParametersListItem 




INTEGER ::= 130

id-PICH-Parameters-CTCHreconf-Req-FDD 



INTEGER ::= 131

id-PRACH-ParametersList 




INTEGER ::= 132

id-PRACH-ParametersListItem 




INTEGER ::= 133

id-PSCH-Information 





INTEGER ::= 134

id-PSCHandPCCPCH-Information 




INTEGER ::= 135

id-PUSCH-ListItem 





INTEGER ::= 136

id-PatternDuration 





INTEGER ::= 137

id-PowerControlMode 





INTEGER ::= 138

id-PowerResumeMode 





INTEGER ::= 139

id-PrimaryCCPCH-Information 




INTEGER ::= 140

id-PrimaryCPICH-Information 




INTEGER ::= 141

id-PrimarySCH-Information 




INTEGER ::= 142

id-PrimaryScramblingCode 




INTEGER ::= 143

id-ProcedureScopeType 





INTEGER ::= 144

id-RACH-Information-ResourceStatIndItem 


INTEGER ::= 145

id-RACH-InformationItem 




INTEGER ::= 146

id-RL-ID 






INTEGER ::= 147

id-RL-Information 





INTEGER ::= 148

id-RL-Information-DMeasureReportItem 



INTEGER ::= 149

id-RL-Information-DMeasureRequestItem 



INTEGER ::= 150

id-RL-Information-DMeasureResponseItem 



INTEGER ::= 151

id-RL-Information-RL-ReconfPrepFDDItem 



INTEGER ::= 152

id-RL-Information-RL-SetupReqFDDItem 



INTEGER ::= 153

id-RL-InformationItem 





INTEGER ::= 154

id-RL-InformationItem-RL-SetupReqTDD 



INTEGER ::= 155

id-RL-InformationList 





INTEGER ::= 156

id-RL-InformationList-RL-ReconfReqFDD 



INTEGER ::= 157

id-RL-InformationList-RL-SetupReqFDD 



INTEGER ::= 158

id-RL-InformationResponse-RL-setupResFDDItem 


INTEGER ::= 159

id-RL-InformationResponseItem-RL-ReconfResp 


INTEGER ::= 160

id-RL-InformationResponseList-RL-ReconfReady 


INTEGER ::= 161

id-RL-InformationResponseList-RL-ReconfReadyItem 

INTEGER ::= 162

id-RL-InformationResponseList-RL-ReconfResp 


INTEGER ::= 163

id-RL-InformationResponseList-RL-setupResFDD 


INTEGER ::= 164

id-RL-InformationResponseList-RL-setupResTDD 


INTEGER ::= 165

id-RL-ReconfigurationFailure-RL-ReconfFailItem 


INTEGER ::= 166

id-RL-ReconfigurationFailureList-RL-ReconfFail 


INTEGER ::= 167

id-RL-ResponseInformation 




INTEGER ::= 168

id-RL-ResponseInformationItem 




INTEGER ::= 169

id-RL-ResponseInformationList 




INTEGER ::= 170
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INTEGER ::= 224

id-C-ID INTEGER ::= 225

id-PDSCHSetsToAdd INTEGER ::= 226
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How to create a CR
Michael Sanders, 3GPP support team, (last updated 2/09/99)

1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





