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1   Introduction
In this contribution, how to support Layer 1 on W1 interface is discussed, and the corresponding Text Proposal to be used as the start point of the corresponding TS is also provided.

Note: it is assumed that W1 is used as the interface name between eNB-CU and eNB-DU, up to RAN3 final decision.
2   Discussion
Considering of the similarity of the implement Layer 1 on W1 interface and on F1 interface, implement Layer 1 on F1 interface can be reused for W1 interface. E.g. The W1 Layer 1 shall comply with the requirements of clauses 4 through 6 in TS 36.411.
Proposal: adopt that the W1 Layer 1 shall comply with the requirements of clauses 4 through 6 in TS 36.411.

3   Conclusion
In this contribution, we mainly discuss implement Layer 1 on W1 interface, and it is proposed to:
Proposal: adopt that the W1 Layer 1 shall comply with the requirements of clauses 4 through 6 in TS 36.411.
With this proposal, it is also proposed to capture the Text Proposal provided in Section 4 as the start point of implement Layer 1 on W1 interface.
4   Text Proposal

Start of the first change
1
Scope

The present document specifies the standards allowed to implement Layer 1 on the F1 interface. The F1 interface provides means for interconnecting an eNB-CU and an eNB-DU of an eNB within an NG-RAN, or for interconnecting an eNB-CU and an eNB-DU of an eNB within an E-UTRAN.

The specification of transmission delay requirements and O&M requirements are not in the scope of the present document.

In the following 'Layer 1' and ‘Physical Layer’ are assumed to be synonymous.


2
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3
Definitions, symbols and abbreviations

3.1
Definitions

eNB-CU: a logical node hosting RRC and PDCP layers in case of E-UTRAN, a  logical node hosting RRC, SDAP and PDCP layers in case of NG-RAN.
eNB-DU: a logical node hosting RLC, MAC and PHY layers.
eNB: as defined in TS 386.300 [3]

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TS 36.411 [1] apply.

4
Introduction

The W1 Layer 1 shall comply with the requirements of clauses 4 through 6 in TS 36.411 [1].

End of the next change
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