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1
Introduction

Something.
Current structure of the RAN Paging Area is as follows:

Choice



Cell List (optional)



RAN area ID List (optional), 





containing the RAN Area ID






which is again a List of RANACs and with the possibility to only include a TAC

This duplicated List structure needs to be corrected.

Then, we raised the question, whether also the RNA should be included in the RAN Paging message. Probably this FFS could be removed.

However, we would like to have the possibility to explicitly indicate a list of TACs in a separate choice branch in the RAN Paging Area, to avoid handling of optional elements within a choice branch, which is always more advantageous from an implementation point of view.

Further, the cell list in the RAN Paging Area should include NR and E-UTRA cells, not only NR cells.

2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

8.2.5
RAN Paging
8.2.5.1
General
The purpose of the RAN Paging procedure is to enable the NG-RAN node1 to request paging of a UE in the NG-RAN node2.

The procedure uses non UE-associated signalling.

8.2.5.2
Successful operation
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Figure 8.2.5.2-1: RAN Paging: successful operation

The RAN Paging procedure is triggered by the NG-RAN node1 by sending the PAGING message to the NG-RAN node2, in which the necessary information e.g. UE Paging Identity should be provided.
If the RAN Paging Priority IE may be included in the RAN PAGING message, the NG-RAN node2 may use it to prioritize paging.

The Assistance Data for Paging IE may be included in the RAN PAGING message, and if present the NG-RAN node2 may use it according to TS 38.300 [9].

Editor’s Note:
Details are FFS and depend, among others, on outcome of discussions on which information is contained in the Assistance Data for Paging IE.

8.2.5.3
Unsuccessful Operation

Not applicable.
8.2.5.4
Abnormal Condition

Not applicable.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.1.7
RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.

Direction: NG-RAN node1 ( NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.21
	
	YES
	reject

	UE Identity Index Value
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	reject

	UE Paging Identity
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	ignore

	Paging DRX
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.2.46
	
	YES
	reject

	RAN Paging Priority
	O
	
	9.2.2.27
	
	YES
	ignore

	Assistance Data for Paging[FFS]
	O
	
	
	
	YES
	ignore




<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.46

RAN Paging Area

The RAN Paging Area IE defines the paging area for RAN paging UEs in RRC_INACTIVE state.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.2.2.25
	

	CHOICE RAN Paging Area
	M
	
	
	

	>Cell List
	
	
	
	

	>>Cell List Item
	
	1 .. < maxnoofCellsinRNA>
	
	

	>>>NG-RAN Cell Identity
	M
	
	9.2.2.42
	

	>RAN Area ID List
	
	
	
	

	>>RAN Area ID List Item
	
	1 .. <maxnoofRanAreasinRNA>
	
	

	>>>RAN Area ID
	M
	
	9.2.2.47
	

	>TAC List
	
	
	
	

	>>TAC List Item
	
	1 .. <maxnoofTACsinRNA>
	
	

	>>>TAC
	M
	
	9.2.2.17
	


	Range bound
	Explanation

	maxnoofCellsinRNA
	Maximum no. of cells in a RAN notification area. Value is 32.

	maxnoofRanAreasinRNA
	Maximum no. of RAN area IDs in a RAN notification area. Value is 16.

	maxnoofTACsinRNA
	Maximum no. of TACs in a RAN notification area. Value is 16.


9.2.2.47
RAN Area ID
This IE defines the RAN Area ID.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	TAC
	M
	
	9.2.2.17
	Tracking Area Code

	
	
	
	
	

	
	
	
	
	

	RANAC
	M
	
	9.2.2.x
	


	
	

	
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.x
RAN Area Code
This IE defines the RAN Area Code
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RANAC
	M
	
	INTEGER (0..FFS)
	


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
NG-RAN node1
NG-RAN node2
RAN PAGING



