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1. Introduction and proposal
One FFS in 38.401 baseline for standalone CR: 

	Editor’s note: Whether it is possible that one cell spans over multiple DUs, potentially in an implementation specific way, is FFS. The reasons, conditions, and scenarios for this are also FFS.


This FFS has been in the place for long but no input to discuss. It has not been found any reason/motivation/scenario that one cell will span over multiple DUs. 

It is proposed:
Proposal 1: it is proposed to remove the “Editor’s note: Whether it is possible that one cell spans over multiple DUs, potentially in an implementation specific way, is FFS. The reasons, conditions, and scenarios for this are also FFS.” without further action. 
TP is provided:

TP to 38.401 baseline standalone

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

en-gNB: as defined in TS 37.340 [12].

gNB: as defined in TS 38.300 [2].

gNB Central Unit (gNB-CU): a logical node hosting RRC, SDAP and PDCP protocols of the gNB or RRC and PDCP protocols of the en-gNB that controls the operation of one or more gNB-DUs. The gNB-CU terminates the F1 interface connected with the gNB-DU. 

gNB Distributed Unit (gNB-DU): a logical node hosting RLC, MAC and PHY layers of the gNB or en-gNB, and its operation is partly controlled by gNB-CU. One gNB-DU supports one or multiple cells. One cell is supported by only one gNB-DU. The gNB-DU terminates the F1 interface connected with the gNB-CU.
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