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1 Introduction

In [1], we proposed that the System Information Delivery Command Message can be reused to acknowledge the successful reception of the RRCSystemInfoRequest. In particular, such message can include the gNB-DU UE F1AP ID to indicate that the RRCSystemInfoRequest from the UE identified by such ID has been successfully received. The stage 3 TP is given below. 
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9.2.x2
System Information messages

9.2.x2.1
SYSTEM INFORMATION DELIVERY COMMAND

Editor’s Note: The details on all the IEs is FFS.

This message is sent by the gNB-CU and is used to enable the gNB-DU to broadcast the requested other SI for a defined time interval.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NR cell identifier
	-
	

	SI type list
	
	1
	
	
	YES
	reject

	>SI type item IEs
	 
	1 .. <maxnoofSITypes>
	
	
	EACH
	reject

	>>Other SI Type
	M
	
	ENUMERATED (FFS, …)
	Other SI Type
	
	

	>>Broadcast Time Interval (FFS)
	M
	
	INTEGER (0..FFS)
	Time interval for broadcasting of Other SI
	
	

	Confirmed UE ID
	M
	
	gNB-DU UE F1AP ID 
9.3.1.5
	
	
	


	Range bound
	Explanation

	maxnoofSITypes
	Maximum no. of SI Types. Value is FFS


