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1   Introduction
This contains a set of (hopefully) non-controversial changes to the BL CR. The main target is to clean up remaining FFS.
2   Discussion
2.1   Masked IMEISV
This IE is included with an FFS in the following section
· 9.2.2.1
UE CONTEXT SETUP REQUEST

Masked IMEISV is include but the contents is not defined. 

Proposal 1: Include a definition for masked IMEISV

2.2   Served cell information

The served cell information contains several IEs marked with:
· 9.3.1.10
Served Cell Information

SMTC Configuration

· 9.3.1.10
Served Cell Information

Bandwidth Part Information 

· 9.3.1.10
Served Cell Information

Subframe Assignment 

· 9.3.1.10
Served Cell Information

Special Subframe Info 

· 9.3.1.10
Served Cell Information

Number of Antenna Ports 

· 9.3.1.10
Served Cell Information

PRACH Configuration 

· 9.3.1.16
NR Bandwidth Part Information
NR Bandwidth Part Information
These IEs were not discussed in recent meetings. It is proposed to remove these.

Proposal 2: Remove the IEs marked with FFS in served cell info and the separate IEfor BWP information
2.3   maxnoofSliceItems 
This range is included with an FFS in the following section
· 9.3.1.x1
Slice Support List
maxnoofSliceItems
This range should be large enough to allow for signaling of all supported slices within a TA. Even thought the need for a large number is expected to be small in the first release we do not see the need to limit this value. And rather try to be future proof.

Proposal 3: Set the maximum value of maxnoofSliceItems to 512
3   Conclusion
Based on the discussion in this paper, we propose the following:
Proposal 1:
Include a definition for masked IMEISV
Proposal 2:
Remove the IEs marked with FFS in served cell info and the separate IEfor BWP information
Proposal 3:
Set the maximum value of maxnoofSliceItems to 512


4   Annex – TP for SA BL CR for 38.473
9.2.2
UE Context Management messages

9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	Candidate SpCell List
	
	0..1
	
	
	YES
	ignore

	>Candidate SpCell Item IEs
	
	1 .. <maxnoofCandidateSpCells>
	
	
	
	

	>>Candidate SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]
	
	

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.24
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MeNB Resource Coordination Information IE as defined in subclause 9.2.116 of TS 36.423 [9].
	YES
	ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	NR CGI

9.3.1.12
	SCell Identifier in gNB
	-
	-

	>>SCellIndex
	M
	
	INTEGER (0..63)
	
	
	

	>>SCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	
	

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	
	

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	>>Duplication Indication
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	YES
	reject

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	
	

	>>>>DRB QoS
	M
	
	9.3.1.x10
	
	
	

	>>>>S-NSSAI
	M
	
	9.3.1.x2
	
	
	

	>>>>Flows Mapped to DRB Item
	
	1 ..  <maxnoofQoSFlows>
	
	
	
	

	>>>>>QoS Flow Indicator
	M
	
	<reference>
	
	
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.x10
	
	
	

	>>UL UP TNL Information to be setup List
	
	1
	
	
	
	

	>>> UL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofULUPTNLInformation>
	
	
	
	

	>>>>UL UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	>> RLC Mode
	M
	
	9.3.1.27
	
	-
	

	>> UL Configuration
	O
	
	UL Configuraiton  

9.3.1.31
	Information about UL usage in gNB-DU. 
	
	

	Inactivity Monitoring Request 
	O
	
	ENUMERATED (true, …)
	
	YES
	reject

	RRC-Container
	O
	
	9.3.1.6
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.xx
	
	YES
	ignore

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	Cell Type [FFS]
	O
	
	FFS
	Includes the cell type (PSCell, PCell, normal Cell) [FFS]
	YES
	reject


( unchanged text omitted(
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	-

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	TAC
	M
	
	9.3.1.29
	Tracking Area Code
	YES
	reject

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	>TAI Slice Support List
	O
	
	Slice Support List

9.3.1.x1
	Supported S-NSSAIs per TA. 
	YES
	ignore

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	>>>DL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	
	
	
	
	
	
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>>FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	–
	–

	
	
	
	
	
	
	

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	
	
	
	

	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	SUL Information 
	O
	
	9.3.1.28
	
	-
	-

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration IE defined in TS 38.331 [8].
	–
	–

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


( unchanged text omitted(

9.3.1.16
Void

	
	
	
	
	

	
	
	
	
	


( unchanged text omitted(
9.3.1.x1
Slice Support List

This IE indicates the list of supported slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Support Item IEs
	
	1..<maxnoofSliceItems>
	
	
	-
	-

	>S-NSSAI
	M
	
	9.3.1.x2
	
	-
	


	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 512.


( unchanged text omitted(
9.3.1.xx
Masked IMEISV

This information element contains the IMEISV value with a mask, to identify a terminal model without identifying an individual Mobile Equipment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Masked IMEISV
	M
	
	BIT STRING (SIZE (64))
	Coded as the International Mobile station Equipment Identity and Software Version Number (IMEISV) defined in TS 23.003 [21] with the last 4 digits of the SNR masked by setting the corresponding bits to 1.

The first to fourth bits correspond to the first digit of the IMEISV, the fifth to eighth bits correspond to the second digit of the IMEISV, and so on.


( unchanged text omitted(
( unchanged text omitted(
9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

( unchanged text omitted(
LongDRXCycleLength ::= 
ENUMERATED

{ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, ...}

-- M

MaskedIMEISV ::= 
BIT STRING (SIZE (64))
MIB-message ::= OCTET STRING
MeasConfig ::= OCTET STRING
MeasGapConfig ::= OCTET STRING
( unchanged text omitted(
( unchanged text omitted(
9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

( unchanged text omitted(
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 64

maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64
maxnoofNrCellBands





INTEGER ::= 32

maxnoofSITypes






INTEGER ::= 16
maxnoofPagingCells





INTEGER ::= 256

maxnoofTNLAssociations




INTEGER ::= 256

maxnoofLCIDs







INTEGER ::= 2

maxnoofQoSFlows






INTEGER ::= 64
maxnoofSliceItems





INTEGER ::= 512
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