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	Reason for change:
	In RAN3 #99bis meeting, it was agreed that the SgNB shall be able to change the UL GTP TEID at SgNB for the SN terminated split bearer and SN terminated MCG baerer over X2. 
Similarly to Xn, there are same case where the S-NG-RAN node may need to change the SN UL PDCP UP TNL Infomration for the SN terminated split bearer and SN terminated MCG baerer.

	
	

	Summary of change:
	Add the PDU Session Resources To Be Modified List in the SGNB MODIFICATION REQUIRED message to enable S-NG-RAN node to modify SN UL PDCP UP TNL Information.
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	Other comments:
	


9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.21
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.2.33
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.2.33
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.2.26
	
	YES
	ignore

	SCG Change Indication
	O
	
	<reference>
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.2.2.35
	
	–
	

	>>Bearer Configurations To Be Modified List
	
	1
	
	
	
	

	>>> Bearer Configurations To Be Modified Item
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	
	
	
	
	
	

	>>>>>SN termaited bearer
	
	
	
	
	
	

	>>>>>>DRB ID
	M
	
	9.2.2.30
	
	–
	

	>>>>>>SN UL PDCP UP TNL Information
	O
	
	UP Transport Layer Information 9.2.2.28
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.2.2.35
	
	–
	

	>>Cause
	M
	
	9.2.2.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


