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1   Introduction
Based on the discussions in [1], in this document we propose changes to support the reflective QoS flow for TS 38.363.
2   Reference

[1] R3-183276, pCR to 38.460 on Reflective QoS handling, Huawei
3   Annex – TP

START OF CHANGES to 38.463
9.2.2.1
BEARER CONTEXT SETUP REQUEST

This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP ( gNB-CU-UP

Editor’s note: The presence of all the IEs in this message needs further checking. The definition of the IEs is FFS. 

Editor’s note: Whether to introduce E-RAB ID for E-UTRAN is FFS.

Editor’s note: Whether it is needed to distinguish between different interfaces (F1, X2, Xn) is FFS.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [10].
	-
	-

	>>>>E-UTRAN QoS
	M
	
	
	
	-
	-

	>>>>S1 UL UP Transport Layer Information 
	M
	
	
	
	-
	-

	>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	
	
	-
	-

	>>>>S-NSSAI 
	O
	
	
	
	-
	-

	>>>>PDU Session Resource Setup Request Transfer
	M
	
	
	Defined in TS 38.413 [6].
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID
	M
	
	
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	OCTET STRING
	SDAP-config as defined in TS 38.331 [10].
	-
	-

	>>>>>>PDCP Configuration
	M
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [10]
	-
	-

	>>>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	O
	
	9.3.1.12
	
	-
	-


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is FFS.


9.2.2.2
BEARER CONTEXT SETUP RESPONSE

This message is sent by the gNB-CU-UP to confirm the setup of the requested bearer context.  

Direction: gNB-CU-UP ( gNB-CU-CP

Editor’s note: The presence of all the IEs in this message needs further checking. The definition of the IEs is FFS. 

Editor’s note: Whether to introduce E-RAB ID for E-UTRAN is FFS.

Editor’s note: Whether it is needed to distinguish between different interfaces (F1, X2, Xn) is FFS.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Setup List
	
	1
	
	
	YES
	ignore

	>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	M
	
	
	
	-
	-

	>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>UL UP Transport Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>Cause 
	M
	
	
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Setup List
	
	1
	
	
	YES
	ignore

	>>>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	
	
	-
	-

	>>>>PDU Session Resource Setup Response Transfer
	M
	
	
	Defined in TS 38.413 [6].
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>>>UL UP Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	M
	
	9.3.1.12
	
	
	

	>>>>>>Flow Failed List 
	M
	
	9.3.1.12
	
	
	

	>>>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>>>Cause 
	M
	
	
	
	-
	-

	>>PDU Session Resource Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Failed Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	
	
	-
	-

	>>>>Cause 
	M
	
	
	
	-
	-


9.2.2.3
BEARER CONTEXT SETUP FAILURE
This message is sent by the gNB-CU-UP to indicate that the setup of the bearer context was unsuccessful. 
Direction: gNB-CU-UP ( gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	O
	
	9.3.1.5
	
	YES
	ignore

	Cause 
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.2.4
BEARER CONTEXT MODIFICATION REQUEST
This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP ( gNB-CU-UP

Editor’s note: The presence of all the IEs in this message needs further checking. The definition of the IEs is FFS. 

Editor’s note: Whether to introduce E-RAB ID for E-UTRAN is FFS.

Editor’s note: Whether it is needed to distinguish between different interfaces (F1, X2, Xn) is FFS.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates to Suspend or Resume the Bearer Context
	YES
	reject

	CHOICE system
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [10].
	-
	-

	>>>>E-UTRAN QoS
	M
	
	
	
	-
	-

	>>>>S1 UL UP Trasnport Layer Information
	M
	
	
	
	-
	-

	>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>PDCP Configuration 
	O
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [y].
	-
	-

	>>>>E-UTRAN QoS
	O
	
	
	
	-
	-

	>>>>S1 UL UP Parameters
	O
	
	
	
	-
	-

	>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>PDCP UL COUNT
	O
	
	
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>PDCP DL COUNT
	O
	
	
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>DL UP Parameters 
	O
	
	9.3.1.13
	
	-
	-

	>>>>Cell Group To Add
	O
	
	9.3.1.12
	
	-
	-

	>>>>Cell Group To Modify 
	O
	
	9.3.1.12
	
	-
	-

	>>>>Cell Group To Remove 
	O
	
	9.3.1.12
	
	-
	-

	>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	
	
	-
	-

	>>>>S-NSSAI 
	O
	
	
	
	-
	-

	>>>>PDU Session Resource Setup Request Transfer
	M
	
	
	Defined in TS 38.413 [6].
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	OCTET STRING
	SDAP-config as defined in TS 38.331 [10].
	-
	-

	>>>>>>PDCP Configuration
	M
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [10]
	-
	-

	>>>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	O
	
	9.3.1.12
	
	-
	-

	>>PDU Session Resource To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>DRB To Setup List
	
	1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	
	
	-
	-

	>>>>>>SDAP Configuration
	O
	
	OCTET STRING
	SDAP-config as defined in TS 38.331 [y].
	-
	-

	>>>>>>PDCP Configuration
	O
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [y]
	-
	-

	>>>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	O
	
	9.3.1.12
	
	-
	-

	>>>>DRB To Modify List
	
	0.. 1
	
	
	
	

	>>>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>>>>>SDAP Configuration
	O
	
	OCTET STRING
	SDAP-config as defined in TS 38.331 [y].
	-
	-

	>>>>>>PDCP Configuration 
	O
	
	OCTET STRING
	PDCP-config as defined in TS 38.331 [y].
	-
	-

	>>>>>>Data forwarding information
	O
	
	
	
	-
	-

	>>>>>>PDCP UL COUNT
	O
	
	
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>>>PDCP DL COUNT
	O
	
	
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	9.3.1.13
	
	-
	-

	>>>>>>Cell Group To Add
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Modify 
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Remove 
	O
	
	9.3.1.11
	
	-
	-

	>>>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	
	
	-
	-

	>>PDU Session Resource To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Remove Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	
	
	-
	-


NEXT CHANGE
9.3.1.12
Flow List 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow List
	
	1
	
	
	
	

	>QoS Flow Item 
	
	1..<maxnoofflows>
	
	
	
	

	>>QoS Flow Indicator
	M
	
	FFS
	
	-
	-

	>>Reflective Mapping Indicator
	O
	
	ENUMERATED (activated, inactivated)
	
	
	


Editor’s note: The definition of this IE is FFS. 

END OF CHANGES
3GPP


