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1. Introduction and Discussion
Proposal: Keep the IE and complete its value set as TP below.

2. TP for 38.413
///////////////////////////////////////////////////////////////          Alternative1        ///////////////////////////////////////////////////////////////////////////
///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////

9.3.1.22
Handover Type


This IE indicates which kind of handover was triggered in the source side.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Type
	M
	
	ENUMERATED (IntraNR, IntraLTE-5GC, NRtoLTE-EPC, LTE-5GCtoLTE-EPC, NRtoLTE-5GC, LTE-5GCtoNR, …)
	IntraNR: gNB to gNB;

IntraLTE-5GC: ng-eNB to ng-eNB;

NRtoLTE-EPC: gNB to eNB;

LTE-5GCtoLTE-EPC: ng-eNB to eNB;

NRtoLTE-5GC: gNB to ng-eNB;

LTE-5GCtoNR: ng-eNB to gNB.


//////////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
///////////////////////////////////////////////////////////////          Alternative2        ///////////////////////////////////////////////////////////////////////////
///////////////////////////////////////////////////////////////          first change        /////////////////////////////////////////////////////////////////////////////

9.3.1.22
Handover Type


This IE indicates which kind of handover was triggered in the source side.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Type
	M
	
	ENUMERATED (Intra5GSystem, 5GStoEPS, EPSto5GS, …)
	Intra5GSystem: NG-RAN node to NG-RAN node;

5GStoEPS: NG-RAN node to eNB

EPSto5GS: eNB to NG-RAN node


//////////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
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