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1   Introduction
The access restriction data was discussed during SA2#128. The agreement was that the “NR usage restriction in EPS as secondary RAT” and the “NR usage restriction in 5GS” should be separate. In this document we will provide further discussion and related proposals. 
2   Discussion
In [1], a reply LS on access restriction data for NR in EPC was sent from SA2 to RAN3. It captured the agreement about the access restriction data from the SA2’s view as follows.
********************************Extracted from TR 28.801 [1]****************************************

SA2 would like to further inform RAN3 that in SA2's view "NR usage restriction in EPS as secondary RAT" and "NR usage restriction in 5GS" should be separate indications in the Handover Restrictions List, to enable operator’s flexibility in configuring access restrictions for these NR RAT configurations.

********************************Extracted from TR 28.801 [1]****************************************
Deployments based on different 3GPP architecture options and UEs with different capabilities may coexist at the same time within one PLMN. For example, NR may be deployed by its operator for three different purposes: as secondary RAT in EN-DC only; connects to 5GS only; connects to both EPC and 5GS.

Due to different purposes, the operator will allow UE to use NR in EN-DC but not NR in 5GS, or vice-versa. Therefore, to enable more flexible configuration for the operator, it is better to configure the access restriction of “NR usage restriction in EPS as secondary RAT” and “NR usage restriction in 5GS” separately.
Observation 1:
“NR usage restriction in EPS as secondary RAT” and “NR usage restriction in 5GS” should be separate indications in the handover restriction list.
Based on the observation, we propose
Proposal 1: It is proposed to separate the “NR restriction in EPS as secondary RAT” and “NR restriction in 5GS” in the Handover Restriction List IE.

3   Conclusion
Based on the discussion in this paper, we propose 
Proposal 2: It is proposed to separate the “NR restriction in EPS as secondary RAT” and “NR restriction in 5GS” in the Handover Restriction List IE.

The CRs to S1 and X2 are provided in [2] and [3] respectively.
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