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1

Introduction
This contribution provides a stage3 TP on DRB ID allocation for MR-DC with 5G CN.
2

TP for XnAP TS 38.423

//////////////////////////////////////////////////////////////////////////// 1st Change  /////////////////////////////////////////////////////////////////////////////////
9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	This IE may need to be refined.
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	This IE may need to be refined.
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – MN terminated
	M
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	OCTET STRING
	This IE may need to be revised
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	DRBs Already Existing In MN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.
The value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


//////////////////////////////////////////////////////////////////////////// 2nd Change  /////////////////////////////////////////////////////////////////////////////////
9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation to modify S-NG-RAN node resources for a specific UE.

Direction: M-NG-RAN node ( S-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	SCG Change Indication
	O
	
	ENUMERATED (true, ...)
	This IE may need to be refined.
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	This IE may need to be refined.
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	This IE may need to be refined.
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU Session Resource Setup Info – SN terminated
	M
	
	9.2.1.5
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Setup Info – MN terminated
	
	
	9.2.1.7
	
	–
	

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>Bearer Configurations To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – SN terminated
	
	
	9.2.1.9
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Info – MN terminated
	
	
	9.2.1.11
	
	–
	

	> PDU Session Resources To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Released List – SN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	>>PDU Session Resources to Be Released List  – MN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10]
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	DRBs Already Existing In MN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is 2.

This value may need to be refined. So far, only MN- and SN-terminated bearer configurations are considered.

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


9.1.2.6
S-NODE MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node’s request to modify the S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added List
	
	1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>Bearer Configurations Admitted To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	ignore

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>> PDU Session Resource Setup Response Info – SN terminated
	M
	
	9.2.1.6
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Setup Response Info – MN terminated
	M
	
	9.2.1.8
	
	–
	

	>PDU Session Resources Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>Bearer Configurations Admitted To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	ignore

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	–
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Response Info – SN terminated
	M
	
	9.2.1.10
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	–
	

	>>>>>>PDU Session Resource Modification Response Info – MN terminated
	M
	
	9.2.1.12
	
	–
	

	>PDU Session Resources Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources admitted to be released List – SN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	>>PDU Session Resources admitted to be released List  – MN terminated
	O
	
	OCTET STRING
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.

This IE may need to be refined.
	–
	

	PDU Session Resources Not Admitted to be Added List
	O
	
	
	
	YES
	ignore

	>PDU Session Resources Not Admitted List – SN terminated
	M
	
	PDU Session Resources Not Admitted List

9.2.1.3
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.
	–
	

	>PDU Session Resources Not Admitted List – MN terminated
	M
	
	PDU Session Resources Not Admitted  List

9.2.1.3
	A value for PDU Session ID shall only be present once in PDU Session Resources Admitted List IE and in PDU Session Resources Not Admitted List IE.
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	DRBs Already Existing In SN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


9.1.2.7
S-NODE MODIFICATION REQUEST REJECT

This message is sent by the S-NG-RAN node to inform the M-NG-RAN node that the M-NG-RAN node initiated S-NG-RAN node Modification Preparation has failed.

Direction: S-NG-RAN node ( M-NG-RAN node. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	DRBs Already Existing In SN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


//////////////////////////////////////////////////////////////////////////// 2nd Change  /////////////////////////////////////////////////////////////////////////////////
9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	SCG Change Indication
	O
	
	ENUMERATED (true, ...)
	This IE may need to be refined.
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>NG-U DL UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>Cause
	M
	
	9.2.3.2
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	DRBs Already Existing In SN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


9.1.2.9
S-NODE MODIFICATION CONFIRM

This message is sent by the M-NG-RAN node to inform the S-NG-RAN node about the successful modification.

Direction: M-NG-RAN node ( S-NG-RAN node. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	M-NG-RAN node to S-NG-RAN node Container 
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	DRBs Already Existing In MN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


9.1.2.10
S-NODE MODIFICATION REFUSE

This message is sent by the M-NG-RAN node to inform the S-NG-RAN node that the S-NG-RAN node initiated S-NG-RAN node Modification has failed.

Direction: M-NG-RAN node ( S-NG-RAN node. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	DRBs Already Existing In MN
	
	0 .. 1
	
	
	YES
	reject

	>DRB ID Items
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.2.3.33
	
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is 32


//////////////////////////////////////////////////////////////////////// End of Change ///////////////////////////////////////////////////////////////////////////////////
