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1 Introduction

RAN2 has agreed that there are two ways to inform UEs in RRC_CONNECTED about system information update: one way is by broadcasting, the other way is by UE-specific RRCReconfiguration message. The reason to introduce the latter is that the UE’s current active DL BWP may not contain a CSS for broadcasting (agreed in RAN2 #102):

3: 
If the UE’s active DL BWP is not configured with common search space then UE is not required to acquire SI updates from broadcast

We found that this feature causes a problem in gNB-CU/DU split scenario. Only the gNB-DU knows which BWP is currently active, while the gNB-CU is responsible for generating the RRCReconfiguration message. Therefore, gNB-CU does not know to which UE the RRCReconfiguration message should be generated and sent.

In this contribution, we raise some potential solution to this problem, and brief analyses about their advantages and disadvantages.

2 Discussion

In NR system, a UE may be configured with multiple BWPs in the PCell. A BWP can be either configured with a CSS (hence capable to broadcast), or not configured with a CSS (hence cannot broadcast). For convenience here, we call the former “type-1 BWP” while the latter “type-2 BWP”.

In addition, it is agreed that for one UE, only one BWP per cell can be activated at a given time. The control of activating / deactivating the BWP is performed in the PHY layer. In the gNB-CU/DU split scenario, the PHY layer resides in the gNB-DU, therefore the gNB-CU is not aware of which BWP is currently active.

Assume that there are three UEs in a given cell: UE1, UE2 and UE3. UE1 is configured with one type-1 BWP, while UE2 and UE3 are both configured with one type-1 BWP and one type-2 BWP. The current active BWP of UE2 is a type-1 BWP, while the current active BWP of UE3 is a type-2 BWP.
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At some point of time, the gNB-CU needs to update some system information, e.g. PWS warning happens and needs to be broadcast. For UE1, the gNB-CU is sure that it can receive the broadcast, and there is no need to generate a UE-specific RRCReconfiguration message for it. However, the gNB-CU is not sure whether UE2/3 is able to receive the broadcast or not. There are three potential solutions:

(The “CU Configuration Update” message in the signalling flows shown below is only for example. It may also be the “Write-replace Warning Request” message. “CU Configuration Update Ack” is likewise.)
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Option 1: The gNB-CU generates the RRCReconfiguration message for both UE2 and UE3, and then encrypts and sends them to gNB-DU as F1AP DL RRC Transfer messages. The gNB-DU send both messages to UE2 and UE3.
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Option 2: The gNB-CU generates the RRCReconfiguration message for both UE2 and UE3, and then encrypts and sends them to gNB-DU as F1AP DL RRC Transfer messages. In addition, the gNB-CU includes an indicator in the F1AP DL RRC Transfer message that the RRC message contained is only used to inform the UE about system information update. The gNB-DU sends only the message to UE3, while replies to gNB-CU that the message to UE2 is not delivered.
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Option 3: The gNB-CU informs the gNB-DU that system information is updated. The gNB-DU replies the gNB-CU (usually in the response message) with a list of UE that cannot receive the broadcast, i.e. UE3. The gNB-CU then generates the RRCReconfiguration message for only the UE3.

All of the three options have their own advantage and disadvantages:

Option 1 is simple from the view of RAN3, while it is costly from the perspective of radio resource. It may also confuse UE2 as it receives an RRCReconfiguration message containing only SIBs while already acquires it from broadcasting.

Option 2 costs less radio resource, while it is complex to implement. It has some considerable impact on the PDCP layer as the gNB-CU has to reset the PDCP COUNT for UE2.

Option 3 also costs less radio resource, while it introduces an extra round trip between the gNB-CU and the gNB-DU. The system information update is delayed from the view of UE3.

Similar problem is encountered for gNB-DU initiated system information update, e.g. SIB1 update. For this case, Option 2 is not worthy compared with Option 3, as the latter one does not introduce any extra delay.
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Between Option 1 and Option 3, we slightly prefer Option 3.

Proposal 1: RAN3 is kindly asked to select the Option 3 provided in this contribution, i.e. some F1AP UL common messages carries a list of UE that cannot receive broadcast.
3 Conclusion

Proposal 1: RAN3 is kindly asked to select the Option 3 provided in this contribution, i.e. some F1AP UL common messages carries a list of UE that cannot receive broadcast.
4 Text Proposal for TS 38.473  BL CR
8.2.4
gNB-DU Configuration Update 

8.2.4.1
General

The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation

The gNB-DU initiates the procedure by sending a GNB-DU CONFIGURATION UPDATE message to the gNB-CU including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU responds with GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.

If Served Cells To Add Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall add cell information according to the information in the Served Cell Information IE. For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE.
If Served Cells To Modify Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall modify information of cell indicated by Old NR CGI IE according to the information in the Served Cell Information IE. Further, if the gNB-DU System Information IE is present the gNB-CU shall store and replace any previous information received.
If Served Cells To Delete Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall delete information of cell indicated by Old NR CGI IE.
If Active Cells Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall update the information about the cells that are currently active. If the Active Cells List is present and does not contain any cells, the gNB-CU shall assume that there are currently no active cells.
If Cells to be Activated Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included.

If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message.

For NG-RAN, the gNB-DU may include the RAN Area Code IE in the GNB-DU CONFIGURATION UPDATE message. The gNB-CU shall store and replace any previously provided RAN Area Code IE by the received RAN Area Code IE.
For NG-RAN,the gNB-DU may include the Dedicated Signalling UE ID list IE in GNB-DU CONFIGURATION UPDATE message. The gNB-CU shall provide the corresponding updated RMSI via RRC signaling for UEs whose ID are included in Dedicated Signalling UE ID list IE. 
8.2.4.3
Unsuccessful Operation
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Figure 8.2.4.3-1: gNB-DU Configuration Update procedure: Unsuccessful Operation

If the gNB-CU cannot accept the update, it shall respond with a GNB-DU CONFIGURATION UPDATE FAILURE message and appropriate cause value. 

If the GNB-DU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the GNB-DU CONFIGURATION UPDATE message towards the same gNB-CU.

8.2.4.4
Abnormal Conditions

If the gNB-DU cannot activate cell(s) indicated by Cells to be Activated List Item IE in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall initiate gNB-DU Configuration Update procedure to indicate the cell(s) that are currently active.
8.2.5
gNB-CU Configuration Update 

8.2.5.1
General

The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
8.2.5.2
Successful Operation
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation

The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. 

The updated configuration data shall be stored in the respective node and used as long as there is an operational TNL association or until any further update is performed.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for which the NR PCI IE is included.

If Cells to be Deactivated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall deactivate the cell indicated by NR CGI IE.

If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
If the gNB-CU TNL Association To Add List IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, use it to establish the TNL association(s) with the gNB-CU. The gNB-DU shall report to the gNB-CU, in the gNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the gNB-CU as follows:

-
A list of TNL address(es) with which the gNB-DU successfully established the TNL association shall be included in the gNB-CU TNL Association Setup List IE;

-
A list of TNL address(es) with which the gNB-DU failed to establish the TNL association shall be included in the gNB-CU TNL Association Failed To Setup List IE.
If the gNB-CU TNL Association To Remove List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by the received gNB-CU Transport Layer Address towards the gNB-CU.

If the gNB-CU TNL Association To Update List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, overwrite the previously stored information for the related TNL Association. 
If the TNL usage IE or the TNL Association Weight Factor IE is included in the gNB-CU TNL Association To Add List IE or the gNB-CU TNL Association To Update List IE, the gNB-DU node shall, if supported, use it as described in TS 38.472 ([22]).
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-CU CONFIGURATION UPDATE message.

If Protected E-UTRA Resources List IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall protect the corresponding resource of the cells indicated by List of E-UTRA Cells IE for spectrum sharing between E-UTRA and NR.

If the GNB-CU CONFIGURATION UPDATE message contains the Protected E-UTRA Resource Indication IE, the receiving gNB-DU should forward it to lower layers and use it for cell-level resource coordination. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE when expressing its desired resource allocation during gNB-DU Resource Coordination procedure. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE content valid until reception of a new update of the IE for the same gNB-DU.
If the gNB-DU includes the Dedicated Signalling UE ID list IE in GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message,the gNB-CU shall provide the corresponding updated other SI messages via RRC signaling for UEs whose ID are included in Dedicated Signalling UE ID list IE. 

8.2.5.3
Unsuccessful Operation
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Figure 8.2.5.3-1: gNB-CU Configuration Update: Unsuccessful Operation
If the gNB-DU cannot accept the update, it shall respond with a GNB-CU CONFIGURATION UPDATE FAILURE message and appropriate cause value.

If the GNB-CU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-CU CONFIGURATION UPDATE message towards the same gNB-DU.

8.2.5.4
Abnormal Conditions

Not applicable.
8.5
Warning Message Transmission Procedures

8.5.1
Write-Replace Warning

8.5.1.1
General

The purpose of Write-Replace Warning procedure is to start or overwrite the broadcasting of warning messages. The procedure uses non UE-associated signalling.

8.5.1.2
Successful Operation
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Figure 8.5.1.2-1: Write-Replace Warning procedure: successful operation

The gNB-CU initiates the procedure by sending a WRITE-REPLACE WARNING REQUEST message to the gNB-DU.

Upon receipt of the WRITE-REPLACE WARNING REQUEST message, the gNB-DU shall prioritise its resources to process the warning message.

The gNB-DU acknowledges the WRITE-REPLACE WARNING REQUEST message by sending a WRITE-REPLACE WARNING RESPONSE message to the gNB-CU.
If the gNB-DU includes the Dedicated Signalling UE ID list IE in WRITE-REPLACE WARNING RESPONSE message,the gNB-CU shall provide the corresponding updated PWS related SI message via RRC signaling for UEs whose ID are included in Dedicated Signalling UE ID list IE. 

8.5.1.3
Unsuccessful Operation

Not applicable.

8.5.1.4
Abnormal Conditions

Not applicable.
9.2.1.7
GNB-DU CONFIGURATION UPDATE

This message is sent by the gNB-DU to transfer updated information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Served Cells To Add List
	
	0..1
	
	Complete list of added cells served by the gNB-DU
	YES
	reject

	>Served Cells To Add Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	-

	Served Cells To Modify List
	
	0..1
	
	Complete list of modified cells served by the gNB-DU
	YES
	reject

	>Served Cells To Modify Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	9.3.1.12
	
	-
	-

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	O
	
	9.3.1.18
	RRC container with system information owned by gNB-DU
	-
	-

	Served Cells To Delete List
	
	0..1
	
	Complete list of deleted cells served by the gNB-DU
	YES
	reject

	>Served Cells To Delete Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Active Cells List
	
	0..1
	
	Complete list of active cells
	YES
	reject

	>Active Cells Item
	
	0 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Dedicated Signalling UE ID list
	
	0..<maxnoofUEDU>
	
	
	
	

	>UEID
	M
	
	gNB-DU UE F1AP ID

9.3.1.5
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUEDU
	Maximum no. UEs that can be served by a gNB-DU. Value is XXX


9.2.1.11
GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by a gNB-DU to a gNB-CU to acknowledge update of information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells Failed to be Activated List
	
	0..1
	
	List of cells which are failed to be activated
	YES
	reject

	>Cells Failed to be Activated Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	-

	>>Cause
	M
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	gNB-CU TNL Association Setup List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	YES
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU
	YES
	ignore

	gNB-CU TNL Association Failed to Setup Lis
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association Failed To Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	
	

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address

9.3.2.4
	Transport Layer Address of the gNB-CU
	YES
	ignore

	>>Cause
	M
	
	9.3.1.2
	
	
	

	Dedicated Signalling UE ID list
	
	0..<maxnoofUEDU>
	
	
	
	

	>UEID
	M
	
	gNB-DU UE F1AP ID

9.3.1.5
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the gNB-CU and the gNB-CU. Value is 32.

	maxnoofUEDU
	Maximum no. UEs that can be served by a gNB-DU. Value is XXX


9.2.4.2
 WRITE-REPLACE WARNING RESPONSE

This message is sent by the gNB-DU to acknowledge the gNB-CU on the start or overwrite request of a warning message.

Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cell Broadcast Completed List
	
	0..1
	
	
	YES
	ignore

	>Cell Broadcast Completed Item IEs
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Dedicated Signalling UE ID list
	
	0..<maxnoofUEDU>
	
	
	
	

	  >UE ID
	M
	
	gNB-DU UE F1AP ID

9.3.1.5
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUEDU
	Maximum no. UEs that can be served by a gNB-DU. Value is XXX


9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Cells-Item,

Candidate-SpCell-Item,

Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,

CriticalityDiagnostics, 

C-RNTI,

CUtoDURRCInformation, 

DRB-Activity-Item,

DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,

DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,

DUtoCURRCInformation,


EUTRANQoS,

ExecuteDuplication,


FullConfiguration,

GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 

GNB-CU-Name,

GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,

NotificationControl,

NRCGI,


NRPCI,

Potential-SpCell-Item,

RAT-FrequencyPriorityInformation,

ResourceCoordinationTransferContainer,


RRCContainer,

RRCRconfigurationCompleteIndicator,

SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,

SCell-FailedtoSetup-Item,

SCell-FailedtoSetupMod-Item, 

ServCellIndex,

Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


TimeToWait,


TransactionID,


TransmissionStopIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SIBtype-List,


UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


ConcurrentWarningMessageIndicator,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

ListofEUTRACellsinGNBDUCoordination,


SpectrumSharingGroupID,


RequestType,


PLMN-Identity
FROM F1AP-IEs

PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR
FROM F1AP-Containers


id-Active-Cells-Item,


id-Active-Cells-List,

id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,

id-Cause,

id-Cancel-all-Warning-Messages-Indicator,

id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,

id-ConfirmedUEID,

id-CriticalityDiagnostics,

id-C-RNTI,

id-CUtoDURRCInformation,
id-Dedicated-Signalling-UEID-List,

id-Dedicated-Signalling-UEID-Item,

id-DRB-Activity-Item,


id-DRB-Activity-List,

id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,

id-DRB-Notify-Item,


id-DRB-Notify-List,

id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,

id-ExecuteDuplication,

id-FullConfiguration,

id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 

id-gNB-CU-Name,

id-gNB-DU-Name,

id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,

id-oldgNB-DU-UE-F1AP-ID,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,

id-RAT-FrequencyPriorityInformation,

id-ResetType,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,

id-RRCRconfigurationCompleteIndicator,

id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,

id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,

id-ServCellndex,

id-SpCell-ID,

id-SpCellULConfigured,

id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionStopIndicator,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,

id-DUtoCURRCContainer,


id-NRCGI,

id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,

id-SIBtype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-ConcurrentWarningMessageIndicator,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,

id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-SpectrumSharingGroupID,


id-ListofEUTRACellsinGNBDUCoordination,


id-Protected-EUTRA-Resources-List,


id-RequestType,

id-ServingPLMN,

id-DRXConfigurationIndicator,

maxCellingNBDU,

maxnoofCandidateSpCells,

maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,

maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB，
    maxnoofUEDU
FROM F1AP-Constants;

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE

--

-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },


...

}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID








PRESENCE mandatory
}|

{ ID id-Served-Cells-To-Add-List

CRITICALITY reject
TYPE Served-Cells-To-Add-List





PRESENCE optional
}|


{ ID id-Served-Cells-To-Modify-List

CRITICALITY reject
TYPE Served-Cells-To-Modify-List




PRESENCE optional
}|


{ ID id-Served-Cells-To-Delete-List

CRITICALITY reject
TYPE Served-Cells-To-Delete-List




PRESENCE optional
}|


{ ID id-Active-Cells-List



CRITICALITY reject
TYPE
 Active-Cells-List






PRESENCE optional
}|

{ ID id-Dedicated-Signalling-UEID-List      CRITICALITY reject
TYPE
Dedicated-Signalling-UEID-List     PRESENCE optional
},

...

} 

Served-Cells-To-Add-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Add-ItemIEs } }

Served-Cells-To-Modify-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Modify-ItemIEs } }

Served-Cells-To-Delete-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Served-Cells-To-Delete-ItemIEs } }
Active-Cells-List
::= SEQUENCE (SIZE(0.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Active-Cells-ItemIEs } }
Dedicated-Signalling-UEID-List
::= SEQUENCE (SIZE(0.. maxnoofUEDU))
OF ProtocolIE-SingleContainer { { Dedicated-Signalling-UEID-ItemIEs } }
Served-Cells-To-Add-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Add-Item

CRITICALITY reject
TYPE
Served-Cells-To-Add-Item



PRESENCE mandatory
},

...

}

Served-Cells-To-Modify-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Modify-Item


CRITICALITY reject
TYPE

Served-Cells-To-Modify-Item






PRESENCE mandatory
},


...

}

Served-Cells-To-Delete-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Served-Cells-To-Delete-Item



CRITICALITY reject
TYPE

Served-Cells-To-Delete-Item




PRESENCE mandatory
},

...

}
Active-Cells-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Active-Cells-Item



CRITICALITY reject
TYPE

Active-Cells-Item




PRESENCE mandatory
},


...

}

Dedicated-Signalling-UEID-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Dedicated-Signalling-UEID-Item

CRITICALITY reject
TYPE
GNB-DU-UE-F1AP-ID

PRESENCE mandatory
},


...

}
-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE

--

-- **************************************************************

GNBCUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBCUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID








PRESENCE mandatory
}|

{ ID id-Cells-Failed-to-be-Activated-List
CRITICALITY reject
TYPE Cells-Failed-to-be-Activated-List


PRESENCE optional}|


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-Setup-List

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-Setup-List



PRESENCE optional
}|


{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-List

CRITICALITY ignore
TYPE
 GNB-CU-TNL-Association-Failed-To-Setup-List



PRESENCE optional
}|
{ ID id-Dedicated-Signalling-UEID-List      CRITICALITY reject
TYPE
Dedicated-Signalling-UEID-List     PRESENCE optional
},


...

}
Cells-Failed-to-be-Activated-List
::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-Failed-to-be-Activated-List-ItemIEs } }
GNB-CU-TNL-Association-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Setup-ItemIEs } }

GNB-CU-TNL-Association-Failed-To-Setup-List ::= SEQUENCE (SIZE(1.. maxnoofTNLAssociations))
OF ProtocolIE-SingleContainer { { GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs } }
Cells-Failed-to-be-Activated-List-ItemIEs F1AP-PROTOCOL-IES

::= {


{ ID id-Cells-Failed-to-be-Activated-List-Item

CRITICALITY reject
TYPE Cells-Failed-to-be-Activated-List-Item

PRESENCE mandatory
},


...

}
GNB-CU-TNL-Association-Setup-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-Setup-Item

CRITICALITY reject
TYPE
 GNB-CU-TNL-Association-Setup-Item


PRESENCE mandatory
},

...}

GNB-CU-TNL-Association-Failed-To-Setup-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-GNB-CU-TNL-Association-Failed-To-Setup-Item

CRITICALITY reject
TYPE
 GNB-CU-TNL-Association-Failed-To-Setup-Item


PRESENCE mandatory
},

...}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE FAILURE

--

-- **************************************************************

GNBCUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateFailureIEs} },


...

}

GNBCUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {

{ ID id-TransactionID



CRITICALITY reject
TYPE TransactionID



PRESENCE mandatory
}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- ************************************************************** 

-- 

-- WRITE-REPLACE WARNING ELEMENTARY PROCEDURE 

-- 

-- ************************************************************** 

-- ************************************************************** 

-- 

-- Write-Replace Warning Request 

-- 

-- ************************************************************** 

WriteReplaceWarningRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {WriteReplaceWarningRequestIEs} }, 

... 

} 

WriteReplaceWarningRequestIEs F1AP-PROTOCOL-IES ::= { 

{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID







PRESENCE mandatory
}|

{ ID id-PWSSystemInformation 



CRITICALITY reject
TYPE PWSSystemInformation 





PRESENCE mandatory }| 

{ ID id-RepetitionPeriod 




CRITICALITY reject
TYPE RepetitionPeriod 






PRESENCE mandatory }| 

{ ID id-NumberofBroadcastRequest 


CRITICALITY reject
TYPE NumberofBroadcastRequest 




PRESENCE mandatory }| 

{ ID id-ConcurrentWarningMessageIndicator 
CRITICALITY reject
TYPE ConcurrentWarningMessageIndicator 

PRESENCE optional }| 

{ ID id-Cells-To-Be-Broadcast-List


CRITICALITY reject
TYPE Cells-To-Be-Broadcast-List




PRESENCE optional
},

... 

}

Cells-To-Be-Broadcast-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-To-Be-Broadcast-List-ItemIEs } }

Cells-To-Be-Broadcast-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Cells-To-Be-Broadcast-Item

CRITICALITY reject
TYPE
Cells-To-Be-Broadcast-Item

PRESENCE mandatory
},


...

}

-- ************************************************************** 

-- 

-- Write-Replace Warning Response 

-- 

-- ************************************************************** 

WriteReplaceWarningResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {WriteReplaceWarningResponseIEs} }, 

... 

} 

WriteReplaceWarningResponseIEs F1AP-PROTOCOL-IES ::= { 

{ ID id-TransactionID





CRITICALITY reject
TYPE TransactionID






PRESENCE mandatory
}|

{ ID id-Cells-Broadcast-Completed-List

CRITICALITY reject
TYPE Cells-Broadcast-Completed-List

PRESENCE optional
}|

{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics






PRESENCE optional
}|

{ ID id-Dedicated-Signalling-UEID-List      CRITICALITY reject
TYPE
Dedicated-Signalling-UEID-List     PRESENCE optional
},

... 

}

Cells-Broadcast-Completed-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { Cells-Broadcast-Completed-List-ItemIEs } }

Cells-Broadcast-Completed-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-Cells-Broadcast-Completed-Item

CRITICALITY reject
TYPE
Cells-Broadcast-Completed-Item

PRESENCE mandatory
},


...

}

9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4
id-UEContextSetup






ProcedureCode ::= 5
id-UEContextRelease






ProcedureCode ::= 6
id-UEContextModification




ProcedureCode ::= 7
id-UEContextModificationRequired


ProcedureCode ::= 8
id-UEMobilityCommand





ProcedureCode ::= 9
id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11
id-DLRRCMessageTransfer





ProcedureCode ::= 12
id-ULRRCMessageTransfer





ProcedureCode ::= 13
id-privateMessage






ProcedureCode ::= 14
id-UEInactivityNotification




ProcedureCode ::= 15
id-GNBDUResourceCoordination



ProcedureCode ::= 16
id-SystemInformationDeliveryCommand


ProcedureCode ::= 17

id-Paging








ProcedureCode ::= 18

id-Notify








ProcedureCode ::= 19

id-WriteReplaceWarning





ProcedureCode ::= 20

id-PWSCancel








ProcedureCode ::= 21

id-PWSRestartIndication





ProcedureCode ::= 22

id-PWSFailureIndication





ProcedureCode ::= 23
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512
maxnoofSCells






INTEGER ::= 32
maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64
maxnoofNrCellBands





INTEGER ::= 32
maxnoofSIBTypes






INTEGER ::= 16

maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024
maxCellineNB







INTEGER ::= 256
maxnoofUEDU                              INTEGER ::= XXX
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

id-Cells-to-be-Activated-List





ProtocolIE-ID ::= 3

id-Cells-to-be-Activated-List-Item




ProtocolIE-ID ::= 4

id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item







ProtocolIE-ID ::= 28

id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item






ProtocolIE-ID ::= 30

id-DRBs-ToBeModified-List






ProtocolIE-ID ::= 31

id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item







ProtocolIE-ID ::= 34

id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation







ProtocolIE-ID ::= 39

id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List







ProtocolIE-ID ::= 54

id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 66

id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item







ProtocolIE-ID ::= 73

id-SRBs-ToBeSetup-List







ProtocolIE-ID ::= 74

id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 77
id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionStopIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81
id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83
id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84
id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85
id-SCell-FailedtoSetupMod-Item





ProtocolIE-ID ::= 86

id-RRCRconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87
id-Active-Cells-Item







ProtocolIE-ID ::= 88
id-Active-Cells-List







ProtocolIE-ID ::= 89
id-Candidate-SpCell-List






ProtocolIE-ID ::= 90
id-Candidate-SpCell-Item






ProtocolIE-ID ::= 91
id-Potential-SpCell-List






ProtocolIE-ID ::= 92
id-Potential-SpCell-Item






ProtocolIE-ID ::= 93

id-FullConfiguration







ProtocolIE-ID ::= 94

id-C-RNTI









ProtocolIE-ID ::= 95

id-SpCellULConfigured






ProtocolIE-ID ::= 96

id-InactivityMonitoringRequest




ProtocolIE-ID ::= 97

id-InactivityMonitoringResponse




ProtocolIE-ID ::= 98

id-DRB-Activity-Item






ProtocolIE-ID ::= 99

id-DRB-Activity-List






ProtocolIE-ID ::= 100
id-EUTRA-NR-CellResourceCoordinationReq-Container 

ProtocolIE-ID ::= 101

id-EUTRA-NR-CellResourceCoordinationReqAck-Container 
ProtocolIE-ID ::= 102

id-SpectrumSharingGroupID







ProtocolIE-ID ::= 103

id-ListofEUTRACellsinGNBDUCoordination




ProtocolIE-ID ::= 104

id-Protected-EUTRA-Resources-List





ProtocolIE-ID ::= 105

id-RequestType 










ProtocolIE-ID ::= 106
id-ServCellndex








ProtocolIE-ID ::= 107 

id-RAT-FrequencyPriorityInformation



ProtocolIE-ID ::= 108

id-ExecuteDuplication






ProtocolIE-ID ::= 109
id-NRCGI
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