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1.Introduction

Recently, there have also been some discussion on the SYSTEM INFORMATION DELIVERY COMMAND message in RAN3. In this contribution, we would like to further provide some clarification on this message based on the agreed CR[1] . And the corresponding TP is also provided. 

2.Discussion
In recent RAN2 meeting, it has been agreed that on demand system information request is based on SI via MSG3. While RAN3 spec uses SIBType list in SYSTEM INFORMATION DELIVERY COMMAND to deliver the request over F1, which would require gNB-CU to translate request-SIType-List into SIBType List based on SI-SIB mapping in SIB1. At the gNB-DU side, the SI is broadcasted with the SI granularity. Thus gNB-DU will have to do the remapping work and construct SIs from SIBs. Such mapping and remapping work seems unnecessary and was agreed to be simplified in CR[1].

However, we spotted some ambiguity when we further check this issue, which is captured as follows:

9.3.1.62 SIType List

This IE is used by gNB-CU to provide SI list of other SI for gNB-DU.  

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SI type item IEs
	
	1.. <maxnoofSITypes>
	
	

	>SI Type
	M
	
	INTEGER (1..32, …)
	Indicates a certain SIB block, e.g. 2 means sibType2, 3 for sibType3, etc.


From our point of view, there is a conflict between the Semantics description and IE type and reference for the SI type, where the current semantics description are still targeting the SIB type. Since the updated IE type and reference is INTEGER, the Senamtics description should also be updated. The corresponding TP is provided in the Annex.

Proposal: RAN3 is kindly suggested to update the Semantics description for the SI type in the SIType List IE.

Conclusion
The following proposal is provided:
Proposal: RAN3 is kindly suggested to update the Semantics description for the SI type in the SIType List IE.
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Annex:

Start of change

9.2.5.1
SYSTEM INFORMATION DELIVERY COMMAND

This message is sent by the gNB-CU and is used to enable the gNB-DU to broadcast the requested other SI.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NR cell identifier
	-
	

	SIType List
	M
	
	9.3.1.62
	
	
	

	Confirmed UE ID
	M
	
	gNB-DU UE F1AP ID

9.3.1.5
	
	YES
	reject


<unchanged text omitted>

9.3.1.62 SIType List

This IE is used by gNB-CU to provide SI list of other SI for gNB-DU.  

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SI type item IEs
	
	1.. <maxnoofSITypes>
	
	

	>SI Type
	M
	
	INTEGER (1..32, …)
	Indicates a certain SI type required to be broadcasted by the gNB-DU


End of change
