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Introduction
At RAN3-NR-AH2 meeting there was an offline discussion on how to handle parallel non-UE-associated procedures over the E1 interface. A summary of the offline discussion is provided in R3-184303. In this contribution, we elaborate more on this topic.
Discussion
The possibility of running parallel non-UE-associated procedures (such as parallel Configuration Updates) over the E1 interface may generate the risk of mis-configurations at the gNB-CU-CP and/or at the gNB-CU-UP. Therefore, if RAN3 decides to allow running parallel non-UE-associated procedures over the E1, measures to prevent mis-configurations need to be specified.  
Possible measures to prevent mis-configurations are listed in the following:
1. Introduce a Transaction ID. The Transaction ID allows the nodes to always identify the procedure to which a given message belongs, therefore preventing mis-configurations:
a. Option 1.A: Add Transaction ID as a normal IE only for non-UE-associated procedures. This approach follows the solution adopted over F1AP. 
b. Option 1.B: Add Transaction ID in the message header (affecting all procedures, both UE-associated and non-UE associated). This approach follows the solution adopted for the UTRA interfaces, such as NBAP.
2. Do not add any restriction for parallel non-UE-associated procedures and introduce specific restrictions for procedures (e.g., configuration update) if/when needed.
a. This approach follows the solution adopted over some E-UTRA interfaces: e.g., X2AP.
We believe that the most reliable and efficient approach is to introduce a Transaction ID in the message header (solution 1.B). The Transaction ID can be used to enable the nodes to always be aware of the accepted/rejected configurations in case that parallel non-UE-associated procedures are performed. It can also improve the error handling over the E1 interface. Adding the Transaction ID in the header of the messages (solution 1.B) offers a more efficient ASN.1 encoding/decoding with respect to a solution where the Transaction ID is defined as a normal IE and only included in non-UE-associated messages (solution 1.A).
Proposal 1: Introduce a Transaction ID in the header of the messages (solution 1.B).

Conclusion
[bookmark: _In-sequence_SDU_delivery]In this contribution, we discussed parallel non-UE-associated procedures over the E1 interface. 
Proposal 1: Introduce a Transaction ID in the header of the messages (solution 1.B).
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This message is sent by both the gNB-CU-CP and the gNB-CU-UP and is used to request that the E1 interface, or parts of the E1 interface, to be reset.
Direction: gNB-CU-CP  gNB-CU-UP and gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	CHOICE Reset Type
	M
	
	
	
	YES
	reject

	>E1 interface
	
	
	
	
	
	

	>>Reset All
	M
	
	ENUMERATED (Reset all,…)
	
	-
	

	>Part of E1 interface
	
	
	
	
	
	

	>>UE-associated logical E1-connection list
	
	1
	
	
	-
	

	>>>UE-associated logical E1-connection Item
	
	1 .. <maxnoofIndividualE1ConnectionsToReset>
	
	
	EACH
	reject

	>>>> gNB-CU-CP UE E1AP ID
	O
	
	9.3.1.4
	
	-
	

	>>>> gNB-CU-UP UE E1AP ID
	O
	
	9.3.1.5
	
	-
	



	Range bound
	Explanation

	maxnoofIndividualE1ConnectionsToReset
	Maximum no. of UE-associated logical E1-connections allowed to reset in one message. Value is 65536.
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This message is sent by both the gNB-CU-CP and the gNB-CU-UP as a response to a RESET message.
Direction: gNB-CU-UP  gNB-CU-CP and gNB-CU-CP  gNB-CU-UP.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	UE-associated logical E1-connection list
	
	0..1
	
	
	YES
	ignore

	>UE-associated logical E1-connection Item
	
	1 .. <maxnoofIndividualE1ConnectionsToReset>
	
	
	EACH
	ignore

	>>gNB-CU-CP UE E1AP ID
	O
	
	9.3.1.4
	
	-
	

	>>gNB-CU-UP UE E1AP ID
	O
	
	9.3.1.5
	
	-
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofIndividualE1ConnectionsToReset
	Maximum no. of UE-associated logical E1-connections allowed to reset in one message. Value is 65536.
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This message is sent by both the gNB-CU-CP and the gNB-CU-UP and is used to indicate that some error has been detected in the node.
Direction: gNB-CU-CP  gNB-CU-UP and gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	O
	
	9.3.1.4
	
	YES
	ignore

	gNB-CU-UP UE E1AP ID
	O
	
	9.3.1.5
	
	YES
	ignore

	Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-UP to transfer information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	EACH
	Reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice Support List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters.
	-
	-



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 6.
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This message is sent by the gNB-CU-CP to transfer information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP. 
	YES
	ignore
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This message is sent by the gNB-CU-CP to indicate E1 Setup failure.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-CP to transfer information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP.
	YES
	ignore
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This message is sent by the gNB-CU-UP to transfer information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	EACH
	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice Support List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Paramters Support List
	O
	
	9.3.1.37
	Supported QoS parameters.
	-
	-



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 6.
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This message is sent by the gNB-CU-UP to indicate E1 Setup failure.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-UP to transfer updated information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-UP ID 
	O
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	Supported PLMNs
	
	0..<maxnoofSPLMNs>
	
	Supported PLMNs
	EACH
	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	Slice Support List
9.3.1.8
	Supported S-NSSAIs. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters.
	-
	-



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 6.
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This message is sent by a gNB-CU-CP to a gNB-CU-UP to acknowledge update of information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-CP to indicate gNB-CU-UP Configuration Update failure.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-CP to transfer updated information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	gNB-CU-CP TNLA To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.3.2.2
	
	-
	-

	>>TNLA Usage
	M
	
	ENUMERATED (ue, non-ue, both, …)
	
	-
	-

	gNB-CU-CP TNLA To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU.
	-
	-

	gNB-CU-CP TNLA To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.2
	Transport Layer Address of the gNB-CU.
	-
	-

	>>TNLA Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	
	-
	-



	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU-CP and the gNB-CU-UP. Value is 32.
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This message is sent by a gNB-CU-UP to a gNB-CU-CP to acknowledge update of information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP TNLA Setup List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU
	-
	-

	gNB-CU-CP TNLA Failed to Setup Lis
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA Failed To Setup Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information 
9.3.2.2
	Transport Layer Address of the gNB-CU
	-
	-

	>>Cause
	M
	
	9.3.1.2
	
	
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU-CP and the gNB-CU-UP. Value is 32.
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This message is sent by the gNB-CU-UP to indicate gNB-CU-CP Configuration Update failure.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	9.3.1.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by both the gNB-CU-CP and the gNB-CU-UP and is used to request the release of the E1 interface.
Direction: gNB-CU-CP  gNB-CU-UP and gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore
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This message is sent by both the gNB-CU-CP and the gNB-CU-UP as a response to an E1 RELEASE REQUEST message.
Direction: gNB-CU-UP  gNB-CU-CP and gNB-CU-CP  gNB-CU-UP.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject
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This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	[bookmark: _Hlk512875610]Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	Activity Notification Level
	M
	
	ENUMERATED (DRB, PDU Session, UE, …)
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	9.3.1.38
	

	-
	-

	>>>>E-UTRAN QoS
	M
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Transport Layer Information 
	M
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>DL UP Parameters
	O
	
	9.3.1.13
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource Aggregate Maximum Bit Rate
	O
	
	9.3.1.20
	
	-
	-

	>>>>NG UL UP Transport Layer Information
	M
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	YES
	reject

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List
9.3.1.25
	
	-
	-

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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This message is sent by the gNB-CU-UP to confirm the setup of the requested bearer context.  
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Setup List
	
	1
	
	
	YES
	ignore

	>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	M
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-

	>>>>UL UP Parameters
	M
	
	UP Parameters 
9.3.1.13
	
	-
	-

	>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Setup List
	
	1
	
	
	YES
	ignore

	>>>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	O
	
	UP Trasport Layer Information 
9.3.2.1
	
	
	

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Respone 
9.3.2.6
	
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Respone 
9.3.2.6
	
	-
	-

	>>>>>>UL UP Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	M
	
	QoS Flow List
9.3.1.12
	
	
	

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 
9.3.1.45
	
	
	

	>>>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Failed Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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This message is sent by the gNB-CU-UP to indicate that the setup of the bearer context was unsuccessful. 
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	O
	
	9.3.1.5
	
	YES
	ignore

	Cause 
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Security Information
	O
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates to Suspend or Resume the Bearer Context
	YES
	reject

	New UL TNL Information Required
	O
	
	ENUMERATED (required, …)
	Indicates that new UL TNL information has been requested to be provided.
	YES
	reject

	CHOICE System
	O
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	M
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	M
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Trasnport Layer Information
	M
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	
	-
	-

	>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry
	-
	-

	>>>>DL UP Parameters
	O
	
	9.3.1.13
	
	-
	-

	>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>>E-UTRAN QoS
	O
	
	9.3.1.17
	
	-
	-

	>>>>S1 UL UP Transport Layer Information
	O
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Request
	O
	
	9.3.2.5
	
	-
	-

	>>>>PDCP Count Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP Count in the response message.
	-
	-

	>>>>PDCP UL Count
	O
	
	PDCP Count
9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>PDCP DL Count
	O
	
	PDCP Count 
9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>DL UP Parameters 
	O
	
	9.3.1.13
	
	-
	-

	>>>>Cell Group To Add
	O
	
	9.3.1.11
	
	-
	-

	>>>>Cell Group To Modify 
	O
	
	9.3.1.11
	
	-
	-

	>>>>Cell Group To Remove 
	O
	
	9.3.1.11
	
	-
	-

	>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource Aggregate Maximum Bit Rate
	M
	
	9.3.1.20
	
	-
	-

	>>>>NG UL UP Transport Layer Information
	M
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	
	-
	-

	>>>>DRB To Setup List
	
	1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M 
	
	9.3.1.39
	 9.3.1.xx24
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List
9.3.1.25
	
	-
	-

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	
	-
	-

	>>PDU Session Resource To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>PDU Session Type 
	O
	
	9.3.1.22
	
	-
	-

	>>>>S-NSSAI 
	O
	
	9.3.1.9
	
	-
	-

	>>>>Security Indication 
	O
	
	9.3.1.23
	
	-
	-

	>>>>PDU Session Resource Aggregate Maximum Bit Rate
	O
	
	9.3.1.20
	
	-
	-

	>>>>NG UL UP Transport Layer Information
	O
	
	UP Transport Layer Information
9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	
	-
	-

	>>>>DRB To Setup List
	
	0..1
	
	
	
	

	>>>>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	
	

	>>>>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	M
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>>>>Cell Group Information
	M
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	M
	
	QoS Flow QoS Parameters List
9.3.1.25
	
	-
	-

	>>>>>>DRB Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	
	-
	-

	>>>>DRB To Modify List
	
	0.. 1
	
	
	
	

	>>>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>SDAP Configuration
	O
	
	9.3.1.39
	
	-
	-

	>>>>>>PDCP Configuration 
	O
	
	9.3.1.38
	
	-
	-

	>>>>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 
9.3.2.5
	Overrides previous information.
	-
	-

	>>>>>>PDCP Count Request
	O
	
	ENUMERATED (requested, …)
	The gNB-CU-CP requests the gNB-CU-UP to provide the PDCP Count in the response message.
	-
	-

	>>>>>>PDCP UL Count
	O
	
	PDCP Count
9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>>>PDCP DL Count
	O
	
	PDCP Count 
9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>>>DL UP Parameters
	O
	
	9.3.1.13
	
	-
	-

	>>>>>>Cell Group To Add
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Modify 
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Cell Group To Remove 
	O
	
	9.3.1.11
	
	-
	-

	>>>>>>Flow Mapping Information 
	O
	
	QoS Flow QoS Parameters List
9.3.1.25
	Overrides previous mapping information. 
	-
	-

	>>>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>PDU Session Resource To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Remove Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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This message is sent by the gNB-CU-UP to confirm the modification of the requested bearer context.  
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	O
	
	
	
	YES
	ignore

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Setup List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	M
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-

	>>>>UL UP Parameters
	M
	
	UP Parameters 
9.3.1.13
	
	-
	-

	>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>DRB Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	O
	
	UP Transport Layer Information 9.3.2.1
	
	-
	-

	>>>>PDCP UL Count
	O
	
	PDCP Count
9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>PDCP DL Count
	O
	
	PDCP Count 
9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>UL UP Parameters
	O
	
	UP Parameters 
9.3.1.13
	Carries the UL UP parameters for newly added cell groups. 
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-

	>>DRB Failed To Modify List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Failed To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Setup List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	O
	
	UP Trasport Layer Information 
9.3.2.1
	
	
	

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Respone 
9.3.2.6
	
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Respone 
9.3.2.6
	
	-
	-

	>>>>>>UL UP Parameters
	M
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	M
	
	QoS Flow List
9.3.1.12
	
	-
	-

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 
9.3.1.45
	
	-
	-

	>>>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Failed Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Modified Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	O
	
	UP Trasport Layer Information 9.3.2.1
	
	-
	-

	>>>>DRB Setup List
	
	1
	
	
	-
	-

	>>>>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information Respone 
9.3.2.6
	
	-
	-

	>>>>>>UL UP Parameters
	O
	
	9.3.1.13
	
	-
	-

	>>>>>>Flow Setup List
	O
	
	QoS Flow List
9.3.1.12
	
	
	

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 
9.3.1.45
	
	
	

	>>>>DRB Failed List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>>>DRB Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>PDCP UL Count
	O
	
	PDCP Count
9.3.1.35
	PDCP count for first un-acknowledged UL packet.
	-
	-

	>>>>>>PDCP DL Count
	O
	
	PDCP Count 
9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>>>>>UL UP Parameters
	O
	
	UP Parameters 
9.3.1.13
	Carries the UL UP parameters for newly added cell groups. 
	-
	-

	>>>>>>Flow Setup List
	O
	
	QoS Flow List
9.3.1.12
	
	-
	-

	>>>>>>Flow Failed List 
	O
	
	Flow Failed List 
9.3.1.45
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-

	>>>>DRB Failed To Modify List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Failed To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource Failed To Modify List
	
	0.. 1
	
	
	YES
	ignore

	>>>PDU Session Resource Failed To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>Cause 
	M
	
	9.3.1.2
	
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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This message is sent by the gNB-CU-UP to indicate that the modification of the bearer context was unsuccessful. 
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause 
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore
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This message is sent by the gNB-CU-UP to inform the gNB-CU-CP that a modification of a bearer context is required (e.g., due to local problems at the gNB-CU-UP).
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>S1 DL UP Transport Layer Information 
	O
	
	UP Transport Layer Information 
9.3.2.1
	
	-
	-

	>>>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-

	>>>>gNB-CU-UP Cell Group Related Configuration 
	O
	
	gNB-CU-UP Cell Group Related Configuration 
9.3.1.34
	
	-
	-

	>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cause
	M
	
	9.3.1.2
	
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Modify Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>NG DL UP Transport Layer Information
	O
	
	UP Trasport Layer Information 
9.3.2.1
	
	-
	-

	>>>>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information Respone 
9.3.2.6
	
	-
	-

	>>>>DRB To Modify List
	
	0.. 1
	
	
	YES
	reject

	>>>>>DRB To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>DRB Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-

	>>>>>>gNB-CU-UP Cell Group Related Configuration 
	O
	
	gNB-CU-UP Cell Group Related Configuration 
9.3.1.34
	
	-
	-

	>>>>>>Flow To Remove 
	O
	
	QoS Flow List
9.3.1.12
	
	-
	-

	>>>>DRB To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>>>DRB To Remove Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	reject

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cause
	M
	
	9.3.1.2
	
	-
	-

	>>PDU Session Resource To Remove List
	
	0.. 1
	
	
	YES
	reject

	>>>PDU Session Resource To Remove Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	reject

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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This message is sent by the gNB-CU-CP to confirm the modification of the requested bearer context.  
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	O
	
	
	
	YES
	ignore

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>Cell Group Information 
	O
	
	9.3.1.11
	Included if the gNB-CU-CP was unable to change cell group related information as requested in the gNB-CU-UP Cell Group Related Information IE (e.g., UL Configuration).
	-
	-

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Modified List
	
	0.. 1
	
	
	YES
	Ignore

	>>>PDU Session Resource Modified Item
	
	1..<maxnoofPDUSessionResource>
	
	
	EACH
	ignore

	>>>>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>>>>DRB Modified List
	
	0.. 1
	
	
	YES
	ignore

	>>>>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>>>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>>>>Cell Group Information 
	O
	
	9.3.1.11
	Included if the gNB-CU-CP was unable to change cell group related information as requested in the gNB-CU-UP Cell Group Related Information IE (e.g., UL Configuration).
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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This message is sent by the gNB-CU-CP to command the gNB-CU-UP to release an UE-associated logical E1 connection.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore
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This message is sent by the gNB-CU-UP to confirm the release of the UE-associated logical E1 connection.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



[bookmark: _Toc513053754][bookmark: _Toc515368952][bookmark: _Toc515369221][bookmark: _Toc515369500][bookmark: _Toc515369684][bookmark: _Toc515369868][bookmark: _Toc515370238][bookmark: _Toc515370423][bookmark: _Toc515370608][bookmark: _Toc515371989]9.2.2.11	BEARER CONTEXT RELEASE REQUEST
This message is sent by the gNB-CU-UP to request the release of an UE-associated logical E1 connection.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DRB Status List
	
	0.. 1
	
	
	YES
	ignore

	>DRB Status Item 
	
	1..<maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>PDCP DL Count
	O
	
	PDCP Count 
9.3.1.35
	PDCP count for next DL packet to be assigned.
	-
	-

	>>PDCP UL Count
	O
	
	PDCP Count 
9.3.1.35
	PDCP count for first un-acknowledged UL packet. 
	-
	-

	>>Data Forwarding Information Response
	O
	
	Data Forwarding Information Response
9.3.2.6
	
	-
	-



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.



[bookmark: _Toc494264798][bookmark: _Toc515370239][bookmark: _Toc515370424][bookmark: _Toc515370609][bookmark: _Toc515371990][bookmark: _Toc508386126]9.2.2.12	BEARER CONTEXT INACTIVITY NOTIFICATION
This message is sent by the gNB-CU-UP to provide information about the UE activity to the gNB-CU-CP.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE Activity Information
	M
	
	
	
	YES
	reject

	>DRB Activity List 
	
	1
	
	Shall be used if the Activity Notification Level IE is set as “DRB” in BEARER CONTEXT SETUP Request message
	YES
	reject

	>>DRB Activity Item 
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	ignore

	>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	 >>>DRB Activity
	M
	
	ENUMERATED (Active, Not active, …)
	
	-
	-

	>PDU Session Resource Activity List 
	
	1
	
	Shall be used if the Activity Notification Level IE is set as “PDU Session” in the BEARER CONTEXT SETUP Request message
	YES
	reject

	>>PDU Session Resource Activity Item 
	
	1 .. <maxnoofPDUSessionResource> 
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	9.3.1.21
	
	-
	-

	>>>PDU Session Resource Activity
	M
	
	ENUMERATED (Active, Not active, …)
	
	-
	-

	>UE Activity 
	M
	
	ENUMERATED (Active, Not active, …)
	Shall be used if the Activity Notification Level IE is set as “UE” in the BEARER CONTEXT SETUP Request message
	YES
	reject



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB for a UE, the maximum value is 32. 

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.



[bookmark: _Toc515370240][bookmark: _Toc515370425][bookmark: _Toc515370610][bookmark: _Toc515371991]9.2.2.13	DL DATA NOTIFICATION
This message is sent by the gNB-CU-UP to provide information about the DL data detection to the gNB-CU-CP.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject
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This message is sent by the gNB-CU-UP to report data volumes.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.x
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Data Usage Report List
	M
	
	9.3.1.44
	
	YES
	ignore




<<< NEXT CHANGE >>>
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The Criticality Diagnostics IE is sent by the gNB-CU-UP or the gNB-CU-CP when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs were not comprehended or were missing.
For further details on how to use the Criticality Diagnostics IE, (see clause 10). The conditions for inclusion of the Transaction ID IE are described in clause 10.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error.

	Triggering Message
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure.

	Procedure Criticality
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure).

	Transaction ID
	O
	
	9.3.1.x
	

	Information Element Criticality Diagnostics
	
	0 .. <maxnoof Errors>
	
	

	>IE Criticality
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value 'ignore' shall not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of the not understood or missing IE.

	>Type of Error
	M
	
	ENUMERATED(not understood, missing, …)
	



	Range bound
	Explanation

	maxnoofErrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnoofErrors is 256.




<<< NEXT CHANGE >>>

[bookmark: _Toc518295768]9.3.1.23	Transaction ID
The Transaction ID IE uniquely identifies a procedure among all ongoing parallel procedures of the same type initiated by the same protocol peer. Messages belonging to the same procedure shall use the same Transaction ID. The Transaction ID is determined by the initiating peer of a procedure.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transaction ID
	M
	
	INTEGER (0..255, …)
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9.4.3	Elementary Procedure Definitions
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

[bookmark: _Hlk513724263]E1AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode,
	  TransactionID


FROM E1AP-CommonDataTypes
	Reset,
	ResetAcknowledge,
	ErrorIndication,
	GNB-CU-UP-E1SetupRequest,
	GNB-CU-UP-E1SetupResponse,
	GNB-CU-UP-E1SetupFailure, 
	GNB-CU-CP-E1SetupRequest,
	GNB-CU-CP-E1SetupResponse,
	GNB-CU-CP-E1SetupFailure, 
	GNB-CU-UP-ConfigurationUpdate,
	GNB-CU-UP-ConfigurationUpdateAcknowledge,
	GNB-CU-UP-ConfigurationUpdateFailure,
	GNB-CU-CP-ConfigurationUpdate,
	GNB-CU-CP-ConfigurationUpdateAcknowledge,
	GNB-CU-CP-ConfigurationUpdateFailure,
	BearerContextSetupRequest,
	BearerContextSetupResponse,
	BearerContextSetupFailure,
	BearerContextModificationRequest,
	BearerContextModificationResponse,
	BearerContextModificationFailure,
	BearerContextModificationRequired,

BearerContextModificationConfirm,
	BearerContextReleaseCommand,
	BearerContextReleaseComplete,
	BearerContextReleaseRequest,
	BearerContextInactivityNotification,
	DLDataNotification,
	DataUsageReport,
	E1ReleaseRequest,
	E1ReleaseResponse,
	PrivateMessage

FROM E1AP-PDU-Contents
	id-reset,
	id-errorIndication,
	id-gNB-CU-UP-E1Setup,
	id-gNB-CU-CP-E1Setup,
	id-gNB-CU-UP-ConfigurationUpdate,
	id-gNB-CU-CP-ConfigurationUpdate,
	id-e1Release,
	id-bearerContextSetup,
	id-bearerContextModification,
	id-bearerContextModificationRequired,
	id-bearerContextRelease,
	id-bearerContextReleaseRequest,
	id-bearerContextInactivityNotification,
	id-dLDataNotification,
	id-dataUsageReport,
	id-privateMessage

FROM E1AP-Constants;

-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

E1AP-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	
&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode 	UNIQUE,
	&criticality				Criticality 	DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME			&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE					&procedureCode
	[CRITICALITY					&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

E1AP-PDU ::= CHOICE {
	initiatingMessage		InitiatingMessage,
	successfulOutcome		SuccessfulOutcome,
	unsuccessfulOutcome		UnsuccessfulOutcome,
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode			E1AP-ELEMENTARY-PROCEDURE.&procedureCode		({E1AP-ELEMENTARY-PROCEDURES}),
	criticality				E1AP-ELEMENTARY-PROCEDURE.&criticality			({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	transactionID			TransactionID,
	value					E1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage	({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode			E1AP-ELEMENTARY-PROCEDURE.&procedureCode		({E1AP-ELEMENTARY-PROCEDURES}),
	criticality				E1AP-ELEMENTARY-PROCEDURE.&criticality			({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	transactionID			TransactionID,
	value					E1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode			E1AP-ELEMENTARY-PROCEDURE.&procedureCode		({E1AP-ELEMENTARY-PROCEDURES}),
	criticality				E1AP-ELEMENTARY-PROCEDURE.&criticality			({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),
	transactionID			TransactionID,
	value					E1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({E1AP-ELEMENTARY-PROCEDURES}{@procedureCode})
}


<<< NEXT CHANGE >>>
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-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,
	maxnoofNGRANQOSParameters,
	maxnoofDRBs,
	maxnoofPDUSessionResource,
	maxnoofQoSFlows,
	maxnoofUPParameters,
	maxnoofCellGroups,
	maxnooftimeperiods,
	maxnoofNRCGI

FROM E1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TransactionID,
	TriggeringMessage

FROM E1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-SingleContainer{},	
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES

<<< NEXT CHANGE >>>




CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode					OPTIONAL,
	triggeringMessage				TriggeringMessage				OPTIONAL,
	procedureCriticality			Criticality						OPTIONAL,
	transactionID					TransactionID					OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List	OPTIONAL,	
	iE-Extensions					ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }	OPTIONAL,
	...
}


CriticalityDiagnostics-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxnoofErrors)) OF
	SEQUENCE {
		iECriticality			Criticality,
		iE-ID					ProtocolIE-ID,
		typeOfError				TypeOfError,
		iE-Extensions			ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,
		...
}

CriticalityDiagnostics-IE-List-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}


<<< NEXT CHANGE >>>


-- **************************************************************
--
-- Common Data Types
--
-- **************************************************************

Criticality		::= 	ENUMERATED { reject, ignore, notify }

Presence		::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID	::= CHOICE {
	local				INTEGER (0.. maxPrivateIEs),
	global			OBJECT IDENTIFIER
}

ProcedureCode		::= INTEGER (0..255)

TransactionID		::= INTEGER (0..255)

ProtocolExtensionID	::= INTEGER (0..maxProtocolExtensions)

ProtocolIE-ID		::= INTEGER (0..maxProtocolIEs)

TriggeringMessage	::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome}

END


<<< NEXT CHANGE >>>


10 		Handling of unknown, unforeseen and erroneous protocol data
Section 10 of TS 38.413 [6] is applicable for the purposes of the present document,. with the following additions: 
-	In case of Abstract Syntax Error, when reporting the Criticality Diagnostics IE for not comprehended IE / IE groups or missing IE/IE groups, the Transaction ID IE shall also be included;
-	In case of Logical Error, when reporting the Criticality Diagnostics IE, the Transaction ID IE shall also be included;
- 	In case of Logical Error in a response message of a Class 1 procedure, or failure to comprehend Transaction ID IE from a received message, the procedure shall be considered as unsuccessfully terminated or not terminated (e.g., transaction ID unknown in response message), and local error handling shall be initiated.
 


