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Annex: Text Proposal for TS 38.423 
<<<<<<<<<<<<<<<<<<<< Start of first change >>>>>>>>>>>>>>>>>>>>

9.2.3.46
I-RNTI

The I-RNTI is defined for allocation in an NR or E-UTRA serving cell as a reference to a UE Context within an NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE I-RNTI
	
	
	
	

	>I-RNTI full
	
	
	
	

	>>I-RNTI full
	M
	
	BIT STRING (SIZE (40))
	

	>I-RNTI short
	
	
	
	

	>>I-RNTI short
	M
	
	BIT STRING (SIZE (24))
	


<<<<<<<<<<<<<<<<<<<< End of first change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Start of second change (ASN.1)>>>>>>>>>>>>>>>>>>>>
-- I

I-RNTI ::= CHOICE {


i-RNTI-full


BIT STRING (SIZE(40)), 

i-RNTI-short

BIT STRING (SIZE(24)),


choice-extension
ProtocolIE-Single-Container { {I-RNTI-ExtIEs} }
}
I-RNTI-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}
<<<<<<<<<<<<<<<<<<<< End of second change (ASN.1)>>>>>>>>>>>>>>>>>>>>
