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8.7.1.3
Unsuccessful Operation
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Figure 8.7.1.3-1: eNB Initiated EN-DC X2 Setup, unsuccessful operation


[image: image2.emf] 

M e N B  

EN - DC   X2   SETUP REQUEST  

en - g NB       B B  

EN - DC   X2   SETUP  FAILURE    


Figure 8.7.1.3-2: en-gNB Initiated EN-DC X2 Setup, unsuccessful operation

If the candidate receving node cannot accept the setup it shall respond with an EN-DC X2 SETUP FAILURE message with appropriate cause value.
If the EN-DC X2 SETUP FAILURE message includes the Time To Wait IE the initiating node shall wait at least for the indicated time before reinitiating the EN-DC X2 Setup procedure towards the same peer node.
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8.7.2.3
Unsuccessful Operation
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Figure 8.7.2.3-1: eNB Initiated EN-DC Configuration Update, unsuccessful operation
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Figure 8.7.2.3-2: en-gNB Initiated EN-DC Configuration Update, unsuccessful operation

If the candidate receving node can not accept the update it shall respond with an EN-DC CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the EN-DC CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE the initiating node shall wait at least for the indicated time before reinitiating the EN-DC Configuration Update procedure towards the same peer node. Both nodes shall continue to operate the X2 with their existing configuration data.
//////////////////////////////////////////////////////////////          Next change        ////////////////////////////////////////////////////////////////////////////

9.1.2.33
EN-DC X2 SETUP FAILURE

This message is sent by the neighbouring node to indicate EN-DC X2 Setup failure.

Direction: eNB ( en-gNB, en-gNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Cause 
	M
	
	9.2.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Time To Wait
	O
	
	9.2.32
	
	YES
	ignore


//////////////////////////////////////////////////////////////          Next change        ////////////////////////////////////////////////////////////////////////////

9.1.2.36
EN-DC CONFIGURATION UPDATE FAILURE

This message is sent by a neighbouring node to a peer node to indicate EN-DC eNB Configuration Update Failure.

Direction: en-gNB ( eNB, eNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Time To Wait
	O
	
	9.2.32
	
	YES
	ignore


//////////////////////////////////////////////////////////////          Next change        ////////////////////////////////////////////////////////////////////////////

-- **************************************************************

--

-- EN-DC X2 SETUP FAILURE

--

-- **************************************************************

ENDCX2SetupFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ENDCX2SetupFailure-IEs}},


...

}

ENDCX2SetupFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore

TYPE Cause







PRESENCE mandatory} |


{ ID id-CriticalityDiagnostics
CRITICALITY ignore

TYPE CriticalityDiagnostics



PRESENCE optional },
{ ID id-TimeToWait




CRITICALITY ignore

TYPE TimeToWait







PRESENCE optional} |

...

}

//////////////////////////////////////////////////////////////          Next change        ////////////////////////////////////////////////////////////////////////////

-- **************************************************************

--

-- EN-DC CONFIGURATION UPDATE FAILURE

--

-- **************************************************************

ENDCConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ENDCConfigurationUpdateFailure-IEs}},


...

}

ENDCConfigurationUpdateFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional},
{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait







PRESENCE optional} |

...

}
//////////////////////////////////////////////////////////////////////        end         //////////////////////////////////////////////////////////////////////////////////
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