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<<<<<< NEXT CHANGE >>>>>>

9.2.4.5
PWS RESTART INDICATION

This message is sent by the gNB-DU to inform the gNB-CU that PWS information for some or all cells of the gNB-DU are available if needed.

Direction: gNB-DU (gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	NR CGI List for Restart List
	
	0..1
	
	
	YES
	reject

	>NR CGI List for Restart Item IEs
	
	1..<maxnoofCellsingNBDU>
	
	
	EACH 
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	-


	Range bound
	Explanation

	maxnoofCellsingNBDU
	Maximum no. of cells that can be served by an gNB-DU. Value is 512.


<<<<<< NEXT CHANGE >>>>>>

9.2.4.6
PWS FAILURE INDICATION

This message is sent by the gNB-DU to inform the gNB-CU that ongoing PWS operation for one or more cells of the gNB-DU has failed.

Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PWS failed NR CGI List
	
	0..1
	
	
	YES
	reject

	>PWS failed NR CGI Item IEs
	
	1..<maxnoofCellsingNBDU>
	
	
	EACH 
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	-


	Range bound
	Explanation

	maxnoofCellsingNBDU
	Maximum no. of cells that can be served by an gNB-DU. Value is 512.


9.2.5
System Information messages

9.2.5.1
SYSTEM INFORMATION DELIVERY COMMAND

This message is sent by the gNB-CU and is used to enable the gNB-DU to broadcast the requested other SI.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NR cell identifier
	-
	

	SIType List
	M
	
	9.3.1.62
	
	
	

	Confirmed UE ID
	M
	
	gNB-DU UE F1AP ID

9.3.1.5
	
	YES
	reject


<<<<<< NEXT CHANGE >>>>>>

-- ************************************************************** 

-- 

-- PWS RESTART INDICATION ELEMENTARY PROCEDURE 

-- 

-- ************************************************************** 

-- ************************************************************** 

-- 

-- PWS Restart Indication 

-- 

-- ************************************************************** 

PWSRestartIndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { PWSRestartIndicationIEs} }, 

... 

} 

PWSRestartIndicationIEs F1AP-PROTOCOL-IES ::= { 
{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|
{ ID id-NR-CGI-List-For-Restart-List
CRITICALITY reject
TYPE
 NR-CGI-List-For-Restart-List
PRESENCE optional
},

... 

}

NR-CGI-List-For-Restart-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { NR-CGI-List-For-Restart-List-ItemIEs } }

NR-CGI-List-For-Restart-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-NR-CGI-List-For-Restart-Item

CRITICALITY reject
TYPE
NR-CGI-List-For-Restart-Item

PRESENCE mandatory
},


...

}

-- ************************************************************** 

-- 

-- PWS FAILURE INDICATION ELEMENTARY PROCEDURE 

-- 

-- ************************************************************** 

-- ************************************************************** 

-- 

-- PWS Failure Indication 

-- 

-- ************************************************************** 

PWSFailureIndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { PWSFailureIndicationIEs} }, 

... 

} 

PWSFailureIndicationIEs F1AP-PROTOCOL-IES ::= { 
{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|
{ ID id-PWS-Failed-NR-CGI-List
CRITICALITY reject
TYPE
 PWS-Failed-NR-CGI-List
PRESENCE optional
},

... 

}

PWS-Failed-NR-CGI-List

::= SEQUENCE (SIZE(1.. maxCellingNBDU))
OF ProtocolIE-SingleContainer { { PWS-Failed-NR-CGI-List-ItemIEs } }

PWS-Failed-NR-CGI-List-ItemIEs F1AP-PROTOCOL-IES
::= {


{ ID id-PWS-Failed-NR-CGI-Item

CRITICALITY reject
TYPE
PWS-Failed-NR-CGI-Item

PRESENCE mandatory
},


...

}

<<<<<< NEXT CHANGE >>>>>>

-- **************************************************************

--

-- System Information ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- System information Delivery Command

--

-- **************************************************************

SystemInformationDeliveryCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ SystemInformationDeliveryCommandIEs}},


...

}

SystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {
{ ID id-TransactionID




CRITICALITY reject
TYPE TransactionID




PRESENCE mandatory
}|

{ ID id-NRCGI



CRITICALITY reject
TYPE NRCGI




PRESENCE mandatory
}|


{ ID id-SItype-List


CRITICALITY reject
TYPE SItype-List



PRESENCE mandatory
}|


{ ID id-ConfirmedUEID 

CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID

PRESENCE mandatory
},


...

}

<<<<<< END OF CHANGES >>>>>>

