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1   Introduction
The asymmetric mapping for UL and DL QoS flow was discussed at the online discussion. The update is provided in the Annex. 

2   Annex – TP
Beginning of Text Proposal to TS 38.413
8.4.1
Handover Preparation

8.4.1.1
General

The purpose of the Handover Preparation procedure is to request the preparation of resources at the target side via the 5GC. There is only one Handover Preparation procedure ongoing at the same time for a certain UE.

8.4.1.2
Successful Operation
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Figure 8.4.1.2-1: Handover preparation: successful operation

/****Skip the unchanged part****/
If the DRBs Requested for Data Forwarding List IE is included in the PDU Session Resource Information Item IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it indicates that the source NG-RAN node proposes forwarding of downlink data for those DRBs. If the QoS Flow Mapping Indication IE for a QoS flow is included in the Associated QoS Flow List within the DRBs to QoS Flows Mapping List IE within the Source NG-RAN node to Target NG-RAN node Transparent Container IE of the HANDOVER REQUIRED message, it indicates that the source NG-RAN node has mapped only the uplink or downlink of the QoS flow to the DRB. If the HANDOVER COMMAND message contains the DL Forwarding UP TNL Information IE for a given DRB within the Handover Command Transfer IE, the source NG-RAN node shall consider that the forwarding of downlink data for this DRB is accepted by the target NG-RAN node. If the HANDOVER COMMAND message contains the UL Forwarding UP TNL Information IE for a given DRB within the Handover Command Transfer IE, it means the target NG-RAN node has requested the forwarding of uplink data for this DRB.

Next Change
9.3.1.99
Associated QoS Flow List
This IE indicates the list of QoS flows associated with e.g. a DRB or UP TNL endpoint.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Associated QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	

	>QoS Flow Indicator
	M
	
	9.3.1.51
	

	>QoS Flow Mapping Indication
	O
	
	ENUMERATED(ul, dl,…)
	Indicates that only the uplink or downlink QoS flow is mapped to the DRB


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.


Next Change
9.4.5
Information Element Definitions

/****Skip the unchanged part****/
AssociatedQosFlowItem ::= SEQUENCE {


qosFlowIndicator

QosFlowIndicator,

qosFlowMappingIndication

ENUMERATED {ul,dl, ...}

OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { {AssociatedQosFlowItem-ExtIEs} } OPTIONAL,


...

}

AssociatedQosFlowItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
End of Text Proposal to TS 38.413
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