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1. Overall Description:

Referring to the reply LS C1-184474, the following response was received from CT WG1 with regards to the inclusion of the selected PLMN upon the resume procedure.
Question 2: during a resume procedure, is the selected PLMN identity needed in resume complete message?
During a resume procedure on the (same) registered PLMN, the NAS is in connected mode and already registered with the PLMN that can be identified by the GUAMI that is part of the retrieved UE context at the gNB. Hence, the PLMN ID is not needed in the resume complete message for this case.

When the UE in NAS connected mode with RRC Inactive reselects to an equivalent PLMN and performs a resume procedure, the UE provides the selected PLMN ID in the resume complete message if network sharing is supported by the gNB.

The resume procedure does not apply for reselection to a PLMN that is not an equivalent PLMN since the NAS transitions to idle mode in this case.
RAN WG2 would like to note that the complete message is present only when a UE is moved from RRC_INACTIVE to RRC_CONNECTED. There is however a use case when a UE performs periodic or triggered RAN area update procedure (i.e. there is no mobile originated user or control plane data), in response to which RAN can send a UE immediately back to RRC_INACTIVE. In other words, there is no complete message – only the resume request and response messages are exchanged. As a result, a UE is not able to report selected equivalent PLMN. 
In addition, RAN WG2 view is that inclusion of the selected PLMN into the resume request message would not be possible due to message size constraints.

2. Actions:

To CT WG1 and RAN WG3 group.

ACTION: 
RAN WG2 kindly asks CT WG1 and RAN WG3 to check is there any problem if the UE in RRC_INACTIVE reselected to an equivalent PLMN, and while performing periodic or triggered RAN update procedure it does not report the selected PLMN because it does not send resume complete message.
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