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1   Introduction
It was agreed by RAN3 to introduce the SSB Measurement Timing Configuration in both the Served Cell Information NR and the Neighbour Information NR IEs. And this agreement was applied to X2AP, XnAP, and F1AP. 

The agreement was implemented correctly in TS 36.433 and TS 38.473. While in TS 38.423, the SSB MTC information in the Neighbour Information NR is missing. This issue should be corrected.

Proposal: It is proposed to add the SSB MTC information in Neighbour Information NR IE.
2   Annex – TP to 38.423 BL CR
1st change
9.2.2.13

Neighbour Information NR

This IE contains cell configuration information of NR cells that a neighbour NG-RAN node may need to properly operate its own served cells.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Neighbour Information NR
	
	1 .. <maxnoofNeighbours>
	
	

	>NRPCI
	M
	
	INTEGER (0..1007)
	NR Physical Cell ID

	>NR-CGI
	M
	
	9.2.2.7
	

	>TAC
	M
	
	9.2.2.5
	Tracking Area Code

	>RANAC
	O
	
	RAN Area Code

9.2.2.6
	

	>CHOICE NR-Mode-Info
	M
	
	
	

	>>FDD
	
	
	
	

	>>>FDD Info
	
	1
	
	

	>>>>UL NR FreqInfo
	M
	
	NR Frequency Info

9.2.2.19
	

	>>>>DL NR FreqInfo
	M
	
	NR Frequency Info

9.2.2.19
	

	>>TDD
	
	
	
	

	>>>TDD Info
	
	1
	
	

	>>>>NR FreqInfo
	M
	
	NR ARFCN Frequency Info

9.2.2.19
	

	Connectivity Support
	M
	
	9.2.2.28
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].


2st change
9.3.5
Information Element definitions
NeighbourInformation-NR ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-NR-Item

NeighbourInformation-NR-Item ::= SEQUENCE {


nr-PCI



NRPCI,


nr-cgi



NR-CGI,


tac




TAC,


ranac



RANAC
















OPTIONAL,


nr-mode-info

NeighbourInformation-NR-ModeInfo,


connectivitySupport


Connectivity-Support,

measurementTimingConfiguration

OCTET STRING,

iE-Extensions

ProtocolExtensionContainer { {NeighbourInformation-NR-Item-ExtIEs} } 
OPTIONAL,


...

}
End of changes
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